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The NMCA Thanks

19TH ANNUAL WHIPPLE SUPERCHARGERS 
NMCA MUSCLE CAR MAYHEM 
TRACK:  Bradenton Motorsports Park  
Bradenton, FL

13TH ANNUAL SCOGGIN-DICKEY PARTS CENTER 
NMRA/NMCA POWER FESTIVAL 
Presented by MAHLE Motorsport 
TRACK: Atlanta Dragway • Commerce, GA 

MARCH 18-21 l  FLORIDA APRIL 8-11 l  GEORGIA

16TH ANNUAL NMRA/NMCA SUPER BOWL OF 
STREET-LEGAL DRAG RACING 
Presented by HPJ Performance 
TRACK: World Wide Technology Raceway 
St. Louis (Madison, IL) 

MAY 13-16  l  ST. LOUIS

INAUGURAL NMRA/NMCA POWER FESTIVAL 
Presented by Force Engineering 
TRACK: US 131 Motorsports Park • Martin, MI

JULY 22-25  l  MICHIGAN

20TH ANNUAL NMCA  
ALL-AMERICAN NATIONALS 
TRACK:  Summit Motorsports Park • Norwalk, OH 

20TH ANNUAL NMCA WORLD STREET FINALS 
Presented by Chevrolet Performance 
TRACK:  Lucas Oil Raceway at Indianapolis 

Indianapolis, IN

AUGUST 26-29  l  OHIO SEPTEMBER 23-26  l  INDIANA



NMCADIGITAL.COMHOST HOTELS
BRADENTON, FLORIDA COMMERCE, GEORGIA

ST. LOUIS (MADISON, IL)

NORWALK, OHIO

INDIANAPOLIS, INDIANA

BEST  

WESTERN PLUS 
648  67th St. Cir. E, 
Bradenton, FL 34208 
Phone: (941) 757-5555 
Website: BestWestern.com

Country Inn and  

Suites by Radisson 
30539 US Hwy 441,  
Commerce, GA 30529 
Phone: (706) 336-8666 
Website: RadissonHotels.com

DOUBLETREE  

BY HILTON 

1000 Eastport Plaza Dr.  
Collinsville, IL 62234 
Phone: 618-345-2800 
Website: DoubleTree.com

MARTIN, MICHIGAN

Baymont By  

Wyndham Byron Center  

8282  Pfeiffer Farms Dr SW 
Byron Center, MI   49315 
Phone: (616) 583-9535 
Website: BaymontInns.com

BEST WESTERN  

NORWALK 
351 Milan Ave.  
Norwalk, OH  44857 
Phone: (419) 663-3501 
Website: BestWestern.com

BEST WESTERN PLUS 
6011 Milan Rd 
Sandusky, Ohio 44870 
Phone: 419-627-9595 
Website: BestWestern.com

QUALITY INN  

MILAN-SANDUSKY 

111020 Milan Rd. (US Route 250) 
Milan, OH  44846 
Phone: (419) 499-4681 
Website:ChoiceHotels.com

COMFORT INN SANDUSKY 
5909 Milan, RD. (US Route 250) 
Sandusky, OH  44870 
Phone: (419) 621-0200 
Website: ChoiceHotels.com

HILTON GARDEN INN  

INDIANAPOLIS AIRPORT 
8910 Hatfield Dr. Indianapolis, IN 46421 
Phone: (317) 856-9100 
Website: hilton.com/en/hilton-garden-inn

hampton inn & suites  

indianapolis airport 
9020 Hatfield Dr. Indianapolis, IN 46421 
Phone: (317) 856-1000 
Website: HamptonInn.Hilton.com

www.Kooks.com

The NMCA Thanks
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SUMMIT MOTORSPORTS PARK LUCAS OIL RACEWAY

US 131 MOTORSPORTS PARKWORLD WIDE TECHNOLOGY RACEWAY

21000 State Road 64 East 
Bradenton, FL 34212 
PHONE: (941) 748-1320 
FAX: (941) 741-8534 
EMAIL: info@bradentonmotorsportspark.com  
WEBSITE: bradentonmotorsports.com

MARCH 18-21, 2021 
19TH ANNUAL  
NMCA WHIPPLE SUPERCHARGERS 
MUSCLE CAR MAYHEM

700 Raceway Blvd. 
Madison, IL 62060 
PHONE: (618) 215-8888 
EMAIL: info@wwtraceway.com 
WEBSITE: wwtraceway.com 

MAY 13-16, 2021 
16TH ANNUAL NMRA/NMCA SUPER BOWL OF 
STREET LEGAL DRAG RACING 
Presented by HPJ Performance

APRIL 8-11, 2021 
13TH ANNUAL SCOGGIN-DICKEY PARTS CENTER 
NMRA/NMCA ALL-STAR NATIONALS 
Presented by MAHLE Motorsport

US 131 Motorsports Park 
1249 12th St. Martin, MI 49070 
PHONE: (269) 672-7800 
EMAIL: info@us131msp.com 
WEBSITE: US131msp.com

JULY 22-25, 2021 
INAUGURAL NMRA/NMCA  
POWER FESTIVAL 
Presented by Force Engineering

1300 State Rt 18 
Norwalk, OH 44857 
PHONE: (419) 668-5555 
FAX: (419) 663-0502 
EMAIL: mycomments@summitmotorsportspark.com 
WEBSITE: summitmotorsportspark.com    

AUGUST 26-29, 2021 
20TH ANNUAL NMCA  
ALL-AMERICAN NATIONALS

10267 E. US Highway 136 
Indianapolis, IN 46234 
PHONE: (317) 969-8600 
FAX: (317) 291-4220 
EMAIL: lucasoilraceway@nhra.com 
WEBSITE: lucasoilraceway.com

SEPTEMBER 23-26, 2021 
20TH ANNUAL NMCA  
WORLD STREET FINALS 
Presented by Chevrolet Performance

BRADENTON MOTORSPORTS PARK ATLANTA DRAGWAY

500 East Ridgeway Road 
Commerce, GA 30529 
PHONE: (706) 335-2301 
FAX: (706) 423-9261 
EMAIL: jkennedy@nhra.com  
WEBSITE: atlantadragway.com 

It is wonderful to make this statement—Welcome to the 2021 NMCA 
Muscle Car Nationals!  First and foremost, I would like to thank the  
racers, sponsors, and NMCA staff for their dedication and flexibility in 
dealing with the pandemic in 2020. Thanks to our hard work last year, 
the 2021 NMCA season is beginning with stability despite our country 

still fighting against COVID-19. We’d be remiss not to mention the strength 
of our track partners and the Performance Racing Industry task force and 
their tireless work to keep the business of racing moving forward. This  
season we are looking at six compelling events through diverse markets 
as we plan to have fun, provide a great racing environment, and crown 
champions by the end of September. 

My excitement centers around the diversity in the NMCA program, 
something that has been building for over 20 years. It all begins with our 
VP Racing Fuels Xtreme Pro Mod, we were one of the first national event 
series to bring in Twin-screw superchargers and get a level playing field.  
I am also thrilled to say we worked with all three domestic OEMs on their 

factory drag racing programs this past winter. A lot of effort went to bolstering the Holley EFI Factory Super Cars 
eliminator, showcasing a fair and competitive environment across the brands. Nitrous Pro Street carries the legacy 
that the NMCA was built on back in the early 1990s from the look to the exciting performances. We are elated for 
the return of the Mickey Thompson Tires Street Outlaw category, which will compliment the legacy small-tire class 
Edelbrock Xtreme Street. And finally, we worked with Chevrolet Performance, Scoggin-Dickey Parts Center, and 
many racers to expand the Chevrolet Performance Stock class to get reach more enthusiasts.  

Our championship index categories are some of the most revered on any national circuit. The intense compe-
tition and unique rules brings some of the best racers from many different niche markets to the NMCA. The Mag-
naFuel Open Comp class has large and competitive fields using a unique qualifying system and a fixed dial-in 
based on your best qualifying time, minus one-tenth. The NMCA is proud to be the leader in nostalgia racing with 
its Quick Fuel Technology Nostalgia Super Stock class, which sometimes hosts over 80 classic racecars with some 
of the most veteran racers in the history of the sport. Since NMCA is—after all—a muscle car organization, we offer 
a solid Nostalgia Muscle index class with pristine cars and tight competition. NMCA is home to alternative NHRA-
class racing with Coan Stock/Super Stock combo, it has been a source for major growth over the last few years. 

New for 2021 is the inclusion of the Chevrolet Performance index categories as we welcome them to the NMCA 
series as full-time participants. Those classes include Proform Rumble and LME Street King, both feature a presenting 
sponsorship from Chevrolet Performance.  

And finally we still hold true to our grassroots street car drag racing moniker with TorqStorm Superchargers True 
Street and the Dodge//Mopar HEMI Shootout, complete with the Arrington Performance Quick 8 Presented by 
Red Line Oil. Those two categories alone can draw up to 200 cars in competition as we promote street-legal drag 
racing throughout the country.  The NMCA continues to be the home of the Chevrolet Performance COPO Camaro 
Shootout, presented by COPO Parts Direct, and the Ford Performance Cobra Jet Showdown, presented by Watson 
Racing. And if that isn’t enough, we once again welcome the F.A.S.T. racing group to a select number of events to 
showcase some of the finest muscle cars to ever hit the drag strip. 

We are looking forward to an enjoyable and busy 2021 season as we strive to produce a safe experience on and 
off the track with our six national events! 

Thank You and See You at the Races, 
 
 
 

 
 
Rollie Miller 
National Event Director 
NMCA Drag Racing Series



INTRODUCTION: 
The NMCA is the official sanctioning body of the NMCA 
Drag Racing series. The general rules and procedures 
contained within this rulebook concern the heads-up, 
open comp style eliminators, index style, and bracket 
racing classes that will be held at each of the NMCA 
Drag Racing Series events. The goal of the NMCA Drag 
Racing Series is to provide our participants with a 
world-class drag racing experience accordingly; we ex-
pect our racers and their crew to conduct themselves 
in a professional manner. Before participating in a 
NMCA event, you are responsible to review and famil-
iarize yourself with the safety guidelines, rules, and reg-
ulations contained within this rulebook. Please review 
this NMCA General Rules and Procedures section very 
carefully. It could save you both money and time over 
the entire race season.  The entire body of rules, regu-
lations and procedures contained within this rulebook 
is presented with the assumption any modification(s) 
and/or condition(s) not expressly and specifically per-
mitted in this rulebook should be considered illegal, un-
less you obtain expressed written permission from the 
NMCA Technical Director. If there are areas of this rule-
book that need clarification please contact the NMCA 
Technical Director or Advisors by e-mail at nm-
carules@promediapub.com and/or via telephone at 
714-785-8282 or (714) 460-3813.   
 
2.1 GENERAL GUIDELINES 
The general philosophy of the NMCA is to maintain sta-
bility and parity within the eliminators. NMCA will make 
its best effort to implement most all, significant rules 
changes during the winter months so the competitors 
can prepare for the upcoming season. The NMCA plans 

to maintain these rules throughout the first three 
events of the series. Changes will only be made prior to 
the fourth race of the season if the rules committee 
deems a specific combination or rule results in a distinct 
and significant advantage over others in the class. Prior 
to the fourth race mid-season rules changes will be ad-
dressed and administered by the Rules Committee. 
Every effort will be made to finish the season with these 
rules unless a distinct and significant advantage  
prevails for a specific combination or rule. 
NMCA, at its discretion, reserves the right to change, 
modify, add, or eliminate specific class rules, specific 
race classes, regulations, procedures, restrictions, pay-
outs, awards or entry fees at any time and without ad-
vance notice at the discretion of the Event Director.  
NMCA, at its discretion, reserves the right to prohibit or 
deny participation at any NMCA event to anyone, in any 
capacity, at any time and for any reason. Remember, 
you are responsible for following the Rules and Regu-
lations set forth by NMCA as they pertain to you, your 
crew, as well as your vehicles.  All changes, additions, 
deletions, clarifications or other items of information 
pertaining to the rules will be published on/at  
NMCAdigital.com 
 
In 2021, the NMCA will make every effort to release its 
2022 preliminary rules by November 1, 2021. Anyone 
who desires to make an official NMCA rule rec-
ommendation and/or request may only do so in 
WRITING or Email.  Emails must be submitted to 
nmcarules@promediapub.com.  Telephone con-
versations with NMCA officials, staff members 
and/or contracted employees will NOT be con-
sidered in rules committee discussions. You must 
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submit your 2021 mid-season rules requests for 
changes no later than June 1, 2021. Requests to be con-
sidered for the 2022 Preliminary Rules must be received 
no later than October 15, 2021. THESE REQUESTS 
MUST BE RECEIVED IN WRITING or Email! (MES-
SAGE BOARD REQUESTS WILL NOT BE CONSID-
ERED)!!! You may e-mail your recommendations 
and/or requests to: nmcarules@promediapub.com. Fax 
to: NMCA RULES, C/O Event Division (714) 444-2509 or 
US Postal Service to ProMedia/NMCA, C/O Rules, Event 
Division, 3518 West Lake Center Drive, Suite “D” Santa 
Ana, CA 92704. To be considered, your written request 
must include the following: Full Name, Class, NMCA 
Competition Number and Membership expiration 
date. You may or may not receive a written response to 
your recommendation or request. You may contact 
the NMCA technical officials at (714)-785-8282 
or (714) 460-3813 to insure the validity and con-
firmation of your rules submission. 
 
2.2 ASSUMPTION OF RISK 
Drag racing is a dangerous sport for participants. For 
the purpose of this rulebook, participants will be 
defined as any persons directly or indirectly associated 
with any vehicle that has been permitted to enter the 
event site for the purpose of competition, racing, or car 
show, including, but not limited to owner, crew, driver, 
sponsors, family, and/or any other people involved with 
said vehicle. In addition, any person or persons en-
gaged in selling or displaying products will be defined 
as participants as well. 
 
Participants may suffer bodily injury, death, loss, or 
damage to property during a NMCA event. Participants 
who enter a NMCA event are acknowledging that the 
event site is safe and suitable for racing and that they 
understand and assume the risks that relate to drag rac-
ing events. 
 
Participants must acknowledge that by participating in 
the events that they may suffer injury, death, loss, or 
damage to personal property. The participants volun-
tarily assumes the risk of such losses and agrees to in-
demnify ProMedia Companies, NMCA Officials, NMCA 
Staff, event sponsors, the track, the race track officials, 
and other participants and/or officials for such losses 
and agrees to not sue such persons for such losses. 
 
All participants are required, as a condition of entering 
the track; to sign all required forms, including such  
releases as determined by the NMCA and track proce-
dure. The NMCA makes no representation, or express 
or implied warranties, that the compliance with the 
rules and regulations posted in this rulebook or the 
safety requirements published by the host track sanc-

tioning body (NHRA or IHRA), will prevent or guarantee 
against injury or death to spectators or participants or 
damage to personal property. The rules and conduct 
guidelines set within this rulebook, and the safety rules 
set forth by the tracks sanctioning body are intended 
solely as the minimum acceptable standards. Safety is 
the responsibility of the participants of the event. 
 
2.3 AUTHORITY OF EVENT DIRECTOR 
The Event director will have the final word in all rules, 
interpretations of the rules, questions and/or protests. 
These issues will be left to the final discretion of the race 
officials and may be changed at any time if the situation 
warrants. 
 
2.4 AUTHORITY FOR CONDUCT OF RACING 
For the purpose of the NMCA rulebook, the term “par-
ticipant” shall include officials, any person possessing 
or who has issued a credential, and any person directly 
or indirectly associated with any vehicle that has been 
permitted to enter an event site for the purpose of  
competition, including, but not limited to owners,  
drivers, and crewpersons. 
 

Participants at NMCA events are expected, at all times, 
to conduct themselves in a professional and non-dis-
ruptive manner. Any participant who, in the sole and 
absolute judgment of the NMCA organization: 
•Verbally or physically threatens another participant or 
other person. 
•Uses vulgar or derogatory language. 
•Engages in un-sportsman like conduct or conduct 
detrimental to the sport of racing. 
•Or otherwise creates a condition or circumstance that 
is unsafe, unfair, or out of order shall have violated the 
rules & regulations of the NMCA organization. 
 
Any Participant who NMCA believes to have a conflict 
of interest that does or may improperly affect fair com-
petition shall be disqualified from participating to the 
extent necessary to avoid such conflict of interest.  The 
Scope of such a disqualification shall be determined in 
the sole and absolute discretion of NMCA. 
 
2.5 PARTICIPANT PARKING: 
All participant pit parking is based on a first come, first 
served basis. NMCA officials will designate specific pit 
areas on a venue-by-venue basis, and all pit parking 

must be in accepted and approved area. The standard 
space allocation is up to 80’ x 24’ per enclosed trailer, 
and up to a maximum of 75’ x 12’ for open trailers. Only 
a single pit space is allotted per trailer, NOT ACCORD-
ING TO THE NUMBER OF VEHICLES IN THE 
TRAILER. Trailers without NMCA registered vehicles 
are not permitted in pit area. Although a participant 
may wish to attempt to (rope off) or save an extra pit 
space for a fellow competitor, the participant wishing 
to rope off a pit space will be limited to one pit space 
on asphalt parking areas and may rope off as many as 
three in grass or gravel areas. Any competitor on site 
prior to the arrival of the competitor expected to arrive 
may claim this saved area at any time.  
 
Participant Reserved Parking: NMCA will use its best ef-
fort to pit all pre-registered entrants in a reserved park-
ing area. The standard space allocation for Xtreme Pro 
Mod, Factory Super Cars, Street Outlaw, N/A 10.5, Ni-
trous Pro Street, Xtreme Street is 80’ x 24’ per entry. An 
exception may be made for 2-car teams in Pro Mod 
who transport and campaign more than one entry out 
of the same trailer. The only way to guarantee  
reserved parking, competitors may “check-in” 
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officially via e-mail no later than 7 days prior to 
the upcoming event. This may be done by e-mailing 
the driver’s name, cell phone number, permanent num-
ber, and truck & trailer length to:  
event1@promediapub.com ATTN: Event Division.  
Premier parking may be available, but cannot be  
guaranteed without this notification. If a pre-entered 
Driver fails to pit 2 hours prior to first round of qualifying 
their pit space may be forfeited. 
 
2.6 PROPER USE OF SAFETY EQUIPMENT 
NMCA events are held at National Hot Rod Association 
(NHRA) or the International Hot Rod Association (IHRA) 
member racetracks. For the purposes of competing in 
NMCA events, all racers competing should follow the 
NHRA safety guidelines as outlined in their official rule-
book as a minimum to ensure legality. All vehicles must 
first pass safety inspection before they will be “teched-
in” for NMCA heads-up classes. The NMCA will not be 
held responsible for failed safety inspections and no re-
funds of entry fees shall be made to racers failing to 
comply.  Seat belts must be worn and adjusted in such 
a manner that the driver’s torso and head cannot  
extend outside the parameters of the roll cage. The 
loosening and removal of seat belts, helmets, gloves, 
window nets, lifting of helmet shield and removal of 
any safety equipment is prohibited from the time the 
vehicle leaves the ready line until the vehicle is on the 
return road. Fire bottle safety pins/clips must be re-
moved from fire suppression controls from the time the 

vehicle leaves the ready line until the vehicle is on the 
return road. Fresh air systems must be on and providing 
airflow to the driver’s helmet from the time the vehicle 
leaves the ready line until the vehicle is on the return 
road. Violators will be subject to disciplinary action in 
the sole and absolute discretion of NMCA. 
 
2.7 COMPLIANCE OF RULES: 
Any and all participants, entering into a NMCA event, 
agree to be bound by all rules, regulations, terms and 
decisions made by the NMCA Officials. Any and all  
decisions, whether they are made prior, during, or after 
an event are final and may not be made the basis of lit-
igation toward the NMCA or NMCA staff and officials. 
By entering into an NMCA event all participants hereby 
release NMCA, ProMedia, NMCA officials, NMCA staff, 
race track, facility, and race track officials from liability 
relating to any loss, costs, damages, death, or injury  
relating to any decisions, erroneous or otherwise, or  
the decisions based on malfunctioning electronic or 
mechanical equipment, whether due to negligence  
or otherwise. 
The NMCA Event Director or Race Director are the only 
officials with the authority to disqualify a participant 
from an NMCA event for non-compliance of rules or  
infractions. NMCA officials may, and will, do so in the 
event of any violation relating to the decision, rules, or 
regulations of the NMCA or those of the host racetrack. 
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2.8 REGISTRATION PROCESS: 
All NMCA events will feature inside registration & waiver 
execution. In almost all cases, each NMCA competitor 
will purchase their car & driver credentials as well as all 
crew passes at the gate. 
 
•After entering the track, please locate a pit space. Pro 
Mod, Radial Wars and Street Outlaw competitors 
should proceed to the “Pro Pit” parking; True Street 
competitors should proceed to the “True Street” park-
ing, and all other competitors may pit in any other avail-
able heads-up or bracket pit locations acceptable to 
NMCA officials, or as directed by an NMCA official. 
•After pitting, proceed with your Car & Driver Credential 
purchased at the gate and NMCA Membership Card “in 
hand”, to the NMCA registration, waiver execution and 
Customer Service area.  
•At Customer Service, each driver will present their car 
& driver credential and NMCA membership card for 
processing and receive the necessary registration, des-
ignated number of restricted area credentials, contin-
gency forms & stickers, and tech card. Each driver will 
be asked to read the official release & waiver assump-
tion of risk and voluntarily execute it at this time. This 
absolutely must be done by the driver and failure to 
comply with this critical procedure can and will result 
in forfeit of official points and possible suspension. 
•At registration, it is the driver’s responsibility to see that 
any crew members that will be accompanying the dri-
ver’s vehicle and/or entering any restricted area present 
their credential and voluntarily execute the release and 
waiver at Customer Service.  
Before proceeding to the safety and class tech area, all 
competitors must: 
• Completely fill out all necessary forms and paperwork, 
including tech card & contingency form. 
•Place NMCA windshield banner, class sponsor, contin-
gency, & NMCA decals on vehicle. 
•Place NMCA-assigned permanent numbers in correct 
positions on window glass. 
•When all the forms are completely filled out & decals 
placed, proceed to tech. If you have problems complet-
ing any of necessary paperwork, please inquire at  
Customer Service. 
 
2.9 PIT VEHICLES: 
Due to participant injury and facility damage, all pit ve-
hicles entering facility must display race vehicle number 
and class designation on both sides of vehicle. 
 
Every pit vehicle entering the racing facility must be as-
signed to; and the responsibility of; the driver of an en-
tered vehicle in competition at that weekend’s event. 
The driver of the vehicle responsible for the pit vehicle 
will assume full legal responsibility for any damage to 

property (or other damages) caused by pit vehicle; 
whether driver is operating pit vehicle or not. 
• Pit vehicles may be operated from “Gate Opening” 
until two hours after competition ends each day. Pit ve-
hicles in operation after this period may be impounded 
until after the event is completed. 
• Motorized or Electric Skateboards, Roller Blades, Roller 
Skates. Push Scooters, and other vehicles of this type 
are STRICTLY PROHIBITED from the pit or restricted area 
at all times. 
• Operator of pit/support vehicle must be 16 or older 
and have valid driver’s license. 
• All vehicles are limited to a 10mph speed limit. 
• Each race or show vehicle is allowed ONE support ve-
hicle. 
• Pit vehicles will be impounded, until after the event is 
completed, for any infraction of above rules, reckless 
operation of pit vehicle or any “horse play” on pit vehi-
cles. The driver of entered vehicle may be suspended, 
fined, and/or docked competition points as a result of 
above actions. 
 
Your cooperation with these policies will be greatly  
appreciated, and will make for a safer facility and event. 

All children under the age of sixteen must be super-
vised by a parent or guardian at all times while on the 
property of the facility. 
 
2.10 TECHNICAL INSPECTION 
Prior to competition, all cars and drivers must pass the 
NMCA technical inspection. This process will be out-
lined below, but may be changed at any time at the sole 
discretion of the NMCA Tech Director. Prior to inspec-
tion, each racer is required to fill out the NMCA Tech 
Registration form with 100% accuracy, including claim-
ing exact engine displacement. Any false information 
on the NMCA Tech Registration form is grounds for im-
mediate suspension and removal of competition 
points. 
 
During the initial tech procedure, the NMCA staff re-
serves the right to inspect any and every portion of the 
competing vehicle to ensure rules compliance, includ-
ing teardowns, weight checks, P&G cubic-inch checks, 
etc. Do not enter your vehicle for competition if you are 
not prepared to prove the legality and compliance of 
your vehicle.  
 

During the running of the event, prior, during, or after 
the qualifying and/or eliminations the NMCA reserves 
the right to inspect, seal for inspection, and/or tear-
down any racer’s vehicle for any reason, or impound 
any vehicle and/or parts as deemed necessary. Refusing 
teardown inspection and/or disassembly can result at 
minimum in the following: removal of the vehicle from 
competition, 2-race suspension of the driver, and loss 
of competition points for 3 previous events, and imme-
diate removal of the vehicle, owner and crew from the 
racing facility.  
Any engine or transmission change that occurs following 
the initial tech in process and during qualifying or elimi-
nations must be reported to the NMCA Technical Depart-
ment for proper inspection before any further runs are 
made. Failure to follow this procedure may result in the 
disallowance of the qualifying or elimination run. 
 
Prior to competition, all vehicles and driver equipment 
must undergo a technical inspection. However, NMCA 
makes no representations, warranties, or assurances 
that a technical inspection will: 
1) Detect any problem with a vehicle or a driver’s  
personal equipment or clothing; 
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2) Detect any problem with rules compliance, or 
3) Prevent injury, death or property damage. 
The participant agrees that the participant bears the ul-
timate responsibility at all times to ensure the safety of 
participant’s vehicle and to ensure that participant 
complies with all applicable NHRA & NMCA rules. The 
participant agrees that participant is in the best position 
to know about the construction and operation of par-
ticipant’s vehicle, equipment, and clothing, and 
whether there has been compliance with all applicable 
NHRA & NMCA rules. If a participant changes engines 
during an event, they must report to tech to make the 
Technical Director aware of the change. Failure to do so 
may result in disqualification from the event. 
 
2.11 Competition Numbers: 
All competitors (except Bracket Competition & True 
Street) are required to display a permanent number (no 
shoe polish) that will be assigned in advance. You can 
receive your official number by calling or writing the 
NMCA, or at Customer Service during the Registration 
& Waiver Execution process, at the first NMCA race  
attended. 
 
NMCA competition numbers are assigned only to cur-
rent NMCA members and will stay with the driver rather 
than the vehicle owner and/or the vehicle itself.  This is 

consistent with the process in which points are accrued 
through the season. In addition to the competition 
numbers, the class designation must be clearly and  
permanently marked above the class number. Perma-
nent numbers and class designation must be displayed 
on the front, rear, and both side windows. Numbers on 
the side windows must be a minimum of 4-inches tall, 
and 1 1/2-inches wide. Class designation letters on side 
windows must be minimum of 2-inches tall and 1-inch 
wide. Numbers on windshield and rear glass must be a 
minimum of 4-inches tall and 1-inch wide, and class 
designation letters must be a minimum of 2-inches tall 
and 1-inch wide. 
 
At the conclusion of the 2021 season on November 11, 
2021, ALL NMCA numbers will officially expire for every 
class with the exception of those permanent numbers 
that were purchased on the multi-year program.  It will 
be the competitors’ responsibility to renew their num-
ber for the upcoming year.  The competitor may choose 
an available number and renew it until November 11, 
2021 at no cost.  The competitor may choose to retain 
the selected number for a period of five years for a 
$10.00 administrative fee.   
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The class designations and competition numbers  
are as follows: 
Class                                 Designation    Number Range 
Xtreme Pro Mod               PM                   1000 - 1999* 
Factory Super Cars           FS                     2000 – 2999* 
Nitrous Pro Street            NPS                  3000 - 3999 
Xtreme Street                   XS                    4000 - 4999 
NA 10.5                             NA                    5000 - 5999 
Street Outlaw                    SO                    6000 – 6999 
Nostalgia Super Stock     NSS                  7000 - 7999 
Nostalgia Muscle Car       NMC                 8000 - 8999  
Open Comp                      OC                    9000 – 9999 
Chevrolet  
Performance Stock          CPS                  10000 –10999 
S3 - Stock/Super Stock   S/SS                 11000-11999* 
Rumble                             Rum                 13000 – 13999 
Street King                        SK                    15000 – 15999 
 
*Competitors may use existing IHRA, NHRA, or RVW # 
as long as there are no duplicates. (Alpha characters will 
be used to Differentiate duplicate #s) 
 
2.12 Competition Requirements: 
The following competition requirements may only 
apply to the following: Xtreme Pro Mod, Factory Super 
Cars, Xtreme Street, Nitrous Pro Street, NA 10.5, Street 
Outlaw, Chevrolet Performance Stock, S3-Stock/Super 
Stock, Nostalgia Muscle Car, Open Comp, and Nostalgia 
Super Stock. To be eligible for the cash purse, contin-
gency monies, and any awards and/or NMCA points, 
each racer is required to be a current NMCA member 
and have a permanent number, and each race vehicle 
is required to follow the decal requirements for com-
petition at all times during the event. True Street par-
ticipants are not required to be a current NMCA 
member or carry a permanent number. 
 
The following decals are required: 
• NMCA Windshield Decal – must be installed on top 
of windshield unless the NMCA Technical Director al-
lows it to be placed above the windshield for viewing 
and safety purposes. In any event, this NMCA decal 
must be below any other decal placed on the top of 
windshield. Other vehicle sponsor decals may be 
placed at the base of windshield or above the NMCA 
decal. 
• NMCA 2021 Drag Racing Series “Side” Decal – 
must be installed on each side of vehicle on quarter 
windows. 
• Class Sponsor Decal – class sponsor decal must be 
installed on base of windshield on the passenger side. 
• Permanent number – permanent numbers are re-
quired for competition with the exception of True 
Street. Shoe polish permitted in True Street only. 
• VP Racing Fuels: Official Fuel decals (2) required.  

Must be located on each side of vehicle.  
(In a contingency decal manner) 
• Aerospace Winners Circle: Decals (2) must be 
prominently displayed on each side of vehicle. Failure 
to do so can result in the winning driver forfeiting 
his/hers Winner’s Trophy & Payout. 
 
NMCA REQUIRED DECALS 
Special NMCA event decals and sponsor decals are re-
quired for all participating vehicles. Any non-approved 
decals or signage may be prohibited. No vehicle will be 
permitted in the staging lanes if there is noncompliance 
of these requirements. In the event that a vehicle is not 
in compliance with these requirements makes a quali-
fying run, that run may be invalidated if the issue is not 
resolved. NMCA, at its discretion, reserves the right to 
reject any decals, signs, names, advertising, promotion 
or graphics that it feels is inappropriate or unacceptable 
at any NMCA event.   
 
2.13 Product Approval Process: 
Each year manufacturers will have the opportunity to 
physically submit product(s) for acceptance in specific 
NMCA classes at any time.  The NMCA reserves the right 
to allow or disallow Products at any time.   
Submittal Process: - Submittal of Letter of Intent and 

detailed Component data via email - NMCArules@pro-
mediapub.com. This letter should outline the intent of 
the manufacturer as to what specific component(s) 
they wish to have approved for NMCA competition.  
This letter should include the specific class the request 
is to be considered for. This letter should include pho-
tographs of and any data/information on the product 
and list what class(s) it is to be considered for.  
NMCA may request the physical product be submitted 
during this process. If this request is for a modification(s) 
to an existing product, please provide detailed photo-
graphs of the affected area.  
After the NMCA has had ample time to review the sub-
mitted product and data, a written decision of “Final Ap-
proval or Denial” will be provided. Approval, if granted, 
is valid only if such approval is granted in writing from 
the NMCA technical Committee.  Once final approval 
has been provided by NMCA, should the design, con-
figuration, dimensions/tolerances, material, weight or 
manufacturing process(s) of the approved compo-
nent(s) change; the NMCA technical department must 
be notified in writing prior to the modified component 
being run in NMCA competition. All shipping related 
costs throughout the product acceptance process will 
be the manufacturer’s responsibility. 
For further information on submitting or presenting a 

product for approval please contact the NMCA techni-
cal Committee at NMCArules@promediapub.com. 
 
2.14 CONTINGENCY VERIFICATION 
All competitors have the opportunity to participate in 
NMCA’s contingency programs.  Programs adminis-
tered from NMCA headquarters are advertised in 
Fastest Street Car for all national championship events.  
 
To become eligible for sponsor awards, competitors 
must be using the proper product on the vehicle and 
the proper decals must be in place during tech-in pro-
cedure and for the entire duration of the event.  Com-
petitors must adhere to the specific decal-display 
requirements as follows.  
  
1. Decal must be exact size and design of company’s 
contingency decal. 
2. One decal required for each product posting if appli-
cable, prominently positioned on outer surfaces, clearly 
visible on both sides of vehicle beginning with the first 
round of eliminations.  
3. Decals placed on vehicles once eliminations have 
begun will not be granted verification.  
4. Decals placed on front or rear bumpers are not eligi-
ble for contingency verification.  
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5. For each category posting, only one decal is permit-
ted.  Decals from competing companies for the same 
product will void all claims for the product category.  
6. Knowingly claiming a product(s) not in use of func-
tioning in the intended manner on the vehicle for 
which the claim was made is a fraudulent claim and will 
be denied. 
 
Claims that do not comply with all contingency pro-
gram requirements will subject the participant to dis-
ciplinary action including suspension and or other 
disciplinary measures in the sole and absolute discre-
tion of NMCA  
 
Decals are available from the product manufacturer or 
the Registration Trailer at NMCA National events.  Elim-
inator winners and runners-up must submit to a prod-
uct and decal verification in the manner required by 
NMCA’s Technical staff in its sole and absolute discre-
tion.  
 
It is the competitor’s responsibility to completely and 
accurately fill out the NMCA contingency form prior to 
entering the NMCA tech area. This form will be pro-
vided to you at the Registration Trailer with your race 
credentials and Tech Card.  
 
2.16 CONTINGENCY AWARDS 
Contingency awards and payouts are the responsibility 
of the company posting the contingency and are not 

that of NMCA. NMCA will take any reasonable steps 
necessary to ensure that each participating company 
sponsor honors their commitments, but the NMCA will 
not be responsible for non-payment or bad checks. 
Competitors must resolve any disputes or problems re-
lating to contingency or non-payment directly with the 
company.  No competitor may participate in an unoffi-
cial non-series (NMCA) sanctioned contingency pro-
gram.  Competitors agree to remove decals for any 
companies deemed by series to be in violation of the 
series' official contingency program.  Any competitor 
participating in an unofficial contingency program will 
be subject to loss of points as determined by NMCA. 
 
2.17 OFFICIAL FUEL 
VP Racing Fuels is the official Fuel of the NMCA Series.  
Racers and or Crew are prohibited from the display, or 
distribution of fuel products, other than VP Racing 
Fuels, in the track facility during an NMCA event.     
 
2.18 BURNOUTS 
All pre-race burnouts are restricted to designated areas, 
using water only.  Once competitor enters the water 
box during qualifying or eliminations, you have com-
mitted to the run. If your vehicle experiences trouble 
and loses fire, you will be given 1 minute to restart. If 
unable to restart in the allotted time, the qualifying at-
tempt or round of eliminations will be forfeited. If a con-
testant’s vehicle should break on a burnout and cannot 
back up or be pushed back, it is not permitted to turn 
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The only exceptions to this rule are as follows: 
1) If a heads-up competitor fails to qualify and wishes 
to enter Sunday’s bracket race. 
2) With the approval of the NMCA Competition  
Director, the NMCA has the option of permitting a  
vehicle change during qualifying under the following 
conditions: 
a. All previous times voided for the vehicle and driver 
involved. 
b. Driver must re-tech & re-qualify during the normal 
scheduled qualifying rounds for the event. In the event 
that tech inspection is closed, vehicle may be re-teched 
at the discretion of the event director only.  
c. Driver must remain in the class originally entered, and 
have the proper license to drive the replacement vehicle. 
 
2.23 MULTIPLE CLASS ENTRY 
At NMCA Individual events, competitors in OC, S/SS, 
NSS, and NMC are permitted to enter (1) one index class 
and (1) one bracket class during each event, using the 
same car.   
At NMCA Individual events, competitors in SK and RUM 
are permitted to enter (2) two index classes and (1) one 
bracket class during each event, using the same car.   
At NMRA/NMCA duel events, competitors in OC, S/SS, 
NSS, NMC, SK and RUM are permitted to enter two (2) 

index classes (NMRA or NMCA) and one bracket class 
during  each event, using the same car.   
Purchase first index class entry online or at the gate and 
then purchase any additional tech cards at the 
NMRA/NMCA Registration trailer.   
Multiple drivers may NOT enter the SAME class with the 
SAME car.  
 
Heads UP Competitors in PM, FSC, SO, NPS, XS, N/A10.5 
and CPS are prohibited from entering multiple classes 
with the same car during an event.  
 
2.24 DRIVER AND/OR VEHICLE CHANGES 
Under certain circumstances, in the sole and absolute 
discretion of the competition director, the competition 
director has the option of permitting a driver or vehicle 
change. The spirit of the driver change policy is to  
accommodate those rare cases where a driver experi-
ences an unforeseen 
Circumstance preventing him/her from continuing 
competition in an event (i.e., medical emergency,  
personal tragedy, etc.). Only one action per event is  
permitted – a driver change plus a vehicle change is 
NOT permitted.  Changes may considered only under 
the following conditions: 
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on the track and drive back to the starting line. Only  
exception to this rule is if vehicle is still under power, it 
can be pushed back to the starting line to prepare and 
stage to race, once. Crossing the centerline during a 
burnout is not a disqualification. Fire burnouts are 
strictly prohibited. At NMCA events, all drivers are al-
lowed one burnout across the starting line under 
power.  Length and time duration must be reasonable 
and in concert with the opponent’s procedures.  
 
2.19 STARTING SYSTEM 
NMCA drag racing will be conducted using a standard 
NHRA starting line system. The field size, ladder type 
used, tree, & starting procedure used in each category 
of NMCA racing is addressed in each individual section 
of the class rules & regulations. 
 
2.20.1 STAGING 
Staging Rules: 
Control of the starting line is the sole discretion of  
the starter.   
Courtesy Staging (both pre-stage bulbs lit before any 
staging bulb lit) is recommended in PM, NPS, XS, SO, 
CPS, FS and N/A 10.5, however not required in all classes 
that utilize the Auto Start System.   
 
By staging the vehicle, the competitor has acknowl-
edged and accepts all of the conditions of the race.  
Do not Stage your vehicle if there is a problem, make 
contact with the starter and get the issue resolved  
before staging. 
 
2.20.2 Courtesy staging (both pre-stage bulbs lit 
before any staging bulb lit) required and will be 
enforced, in S/SS, NSS, NMC, TS, OC, and Brackets.   
Deep staging is permitted, however not necessarily ad-
vocated.  The competitor deep staging must have DEEP 
displayed on the both side windows of car.  It is always 
the driver’s responsibility to stage the vehicle prior to 
the tree being activated.  IN ANY EVENT THE DRIVER 
MUST BE PREPARED TO LEAVE AS SOON AS THE FINAL 
STAGE BULB IS LIT. A competitor with the word DEEP 
displayed on the window is not necessarily obligated 
to DEEP stage. ALL DRIVERS MUST BE PREPARED TO 
LEAVE ONCE THE FINAL STAGE BULB IS LIT. The final 
staging motion, using applied power, must be in a for-
ward motion going from pre-stage to stage.  The Auto 
Start System will be activated and utilized in all NMCA 
classes. It will be each driver’s responsibility to see that 
they properly stage with their last staging movement 
being a forward motion. 
 
2.21 QUALIFYING 
If possible, all competitors will be given three qualifying 
passes, weather permitting. In order to be counted as 

an official-qualifying attempt, all vehicles must self-start 
on command, self-stage, receive the start signal and be 
clearly ignited and under fire.  In unordinary circum-
stances other alternatives deemed appropriate by the 
event director may be utilized. All qualifying passes 
must be made within one of the three official desig-
nated qualifying sessions, and only one attempt is per-
mitted per qualifying session. Once qualifying begins 
there will be no time trails permitted for any qualified 
field with the exception of True Street. Following com-
pletion of qualifying, all competitors must immediately 
report to the scales for weigh-in. (Except Open Comp, 
True Street, Street Muscle and Nostalgia Super Stock). 
 
The NMCA Race Director has the option to build a lad-
der on as little as one qualifying session if track or 
weather require. If there are no qualifying sessions com-
pleted, the Race Director may build the ladder ran-
domly. In all heads-up classes, the vehicle with the 
quickest elapsed time will be number 1 qualifier, the 
2nd quickest will be the number 2 qualifier, and so on. 
In the event of identical qualifying elapsed times, the 
vehicle with the faster top speed recorded on the qual-
ifying runs in question will be awarded the lower qual-
ifying position.  In the Index classes, in the event of tie 
for qualifying, the lower qualifier will be awarded to the 
participant that made his run 1st. 
 
To be included on the official ladder for eliminations a 
competitor must at the very minimum self-start on 
command, self-stage, and receive the start signal. No 
competitor shall be added or included on the official 
ladder if they fail to make at least one qualifying session 
and complete the minimum requirements as stated 
above. Should an official qualifying session be elimi-
nated due to weather or any other unforeseen occur-
rence and a competitor has not staged and received 
the start signal that competitor can be placed on the 
bottom of the ladder. 
 
2.22 DRIVER ELIGIBILITY: 
A competitor is permitted to compete in two different 
categories with two different vehicles. A competitor 
cannot drive more than one vehicle in the same cate-
gory at the same event, nor can the same vehicle be 
driven by separate drivers at the same event. This is for 
all NMCA categories of competition with the exception 
of True Street which will be allowed to compete in class 
eliminations on Saturday and the appropriate bracket 
on Sunday.  Bracket categories may purchase multiple 
tech cards for eliminations as long as the vehicle meets 
class rules and the driver is able to conform to the Com-
petition Directors time/turn around demands an indi-
vidual vehicle cannot be used for multiple entries. 
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2.24.1 REPLACEMENT DRIVER 
1. The original entered driver must have been in atten-
dance and successfully passed technical inspection at 
the event. 
2. Replacement driver must have proper credentials. 
3. The original driver is withdrawn from competition 
and cannot be reinstated. 
a. Change must be made before registration closes;  
Original driver is withdrawn from competition and will 
not receive any event points or monetary supplements. 
4. All previous event times are voided for the vehicle 
and driver involved. 
5. Changes must be made and driver must re-qualify 
during the normal schedule, as posted, for the event. 
No changes permitted after qualifying has been com-
pleted. 
6. Teams are limited to one replacement driver action 
per event. 
7. Replacement driver must drive the vehicle originally 
entered as described in entry form. 
 
2.24.2 REPLACEMENT VEHICLES 
1. The original vehicle is withdrawn from competition 
and cannot be reinstated. 
2. Replacement vehicle cannot have been utilized by 
any other contestant at the same event. 
3. Replacement vehicle must be fully certified and  
must pass technical inspection prior to continuation of 
competition. 
4. Driver must stay within original eliminator category 
and class entered. 
5. All previous event times are voided for the vehicles 

and drivers involved. Changes must be made and 
driver must re-qualify during the normal schedule, as 
posted for the event. No changes are permitted after 
qualifying has been completed. 
6. Checkout runs for replacement vehicles are not  
available. 
7. Teams are limited to one replacement vehicle action 
per event. 
 
2.24.3 CLASS CHANGES 
After a contestant’s vehicle has been inspected and 
classified, no changes of class are permitted. Mechani-
cal changes permitted providing vehicle legitimately 
remains in the class in which it was originally registered.   
 
2.25 LADDERS 
All NMCA heads-up classes are paired on an established 
NHRA Pro ladder in all fields. Once qualifying ladders 
have been posted, they will not be changed unless the 
NMCA Director determines there is adequate reason 
for change. 
 
An alternate system will be used in Pro Mod to insure a 
full field first round. If a driver notifies the Competition 
Director that they will be unable to compete in first 
round of eliminations an alternate who will be the next 
driver of sequence, may be substituted for the broken 
competitor. Any monies or points for that round will be 
awarded to the broken competitor and only points and 
monies to be awarded to the alternate will be that of 
earned rounds won. 
 

24

NMCADIGITAL.COMGENERAL REGULATIONS

www.Magnaflow.com

The NMCA Thanks



In cases where appeals are granted, within 20 days of 
the receipt of the Notice of Appeal, the Tech Depart-
ment shall appoint an Appeals Panel and shall inform 
the appellant of the date, time, and place for the appel-
late proceeding. The date of the appellant proceeding 
shall be no more than 60 days from the date the Tech 
Department informs the appellant the date of the ap-
pellant proceeding. 
 
The appeals panel shall not include individuals that 
were involved in the determination a violation occurred 
or individuals who have a personal interest in the  
decision of the Appeals panel. 
 
Within 20 days of the date of Notice of Appeal, but no 
later than 10 days prior to the date of the appeal, the 
appellant shall provide the Appeals Panel with a list of 
witnesses and evidence to be presented at the appel-
lant proceeding.  
 
In the event of an appeal of a suspension or termination 
of the opportunity to participate at NMCA events, the 
suspension or termination shall be stayed until the Ap-
peals panel shall have rendered an opinion.  

At the conclusion of the appellant proceeding, the  
appeals panel may render a decision or may take  
the matter under advisement and render a decision at 
a later time. 
 
The decision of the appeals panel shall be rendered 
within 30 days of the appellate proceeding unless  
additional time is required by the appeal panel to 
gather important & relevant information. 
 
 The $300 filing fee may be waived by NMCA to the  
participant. 
 
NMCA uses policies & procedures of NHRA unless oth-
erwise noted. Refer to NHRA rulebook APPEAL OF DIS-
CIPLINARY AND OTHER ACTION for complete details. 
Replace the “NHRA” with “NMCA” & “National Dragster” 
with “NMCA publications”. 
 
2.33 PROTEST PROCEDURE 
Contestant protest must be filed by a competitor in  
the same class and must be filed and accepted in  
writing with the NMCA Tech Director by no later than 
the conclusion of qualifying for the class on Saturday.  
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2.26 Bracket Dial-Ins & Personal Indexes: 
Each racer is responsible for verifying his dial-in as well 
as the opponent before staging. If there is a problem, 
notify the starter immediately. If a racer stages, they 
have accepted their dial-in, and/or personal index, and 
that of their competitor. The race can stand as ran.  
 
2.27 SINGLE RUNS 
During single runs where there is not another competi-
tor on the track to run against, the lone driver is consid-
ered the winner once he stages and the tree is 
activated. If this lone driver commits any lane violation 
the elapsed time is voided for lane choice determina-
tion and any E.T., MPH, awards, and/or records for 
points. On any single run a driver must self-start and 
stage the car by proper NMCA procedure when called 
upon by the staging steward and the starter.  Excessive 
time will not be allowed for a vehicle to self-start and/or 
stage on single runs in qualifying or competition. 
 
During eliminations, any driver who has earned a “BYE” 
run through position (not an opponent’s breakage be-
yond the front of staging) may choose not to make a 
full pass, but must report to staging when the round is 
called, self-start when instructed, stage under the  
vehicles power, and take the tree under proper proce-
dure. Once the tree has been activated the driver is NOT 
required to make the run. 
 
2.28.1 LANE CHOICE 
(Heads-Up Classes) 
In all cases lane choice is determined by elapsed time. 
In the first round of elimination, the quickest of the 
qualified pair will have lane choice as determined by 
the position of the qualifying sheet. In every round after 
the first, lane choice will go to the competitor that has 
the quicker elapsed time from the previous round. 
 
2.28.2 Lane Choice: 
(O/C, NMC, NSS S/SS, SK and RUM) 
During qualifying and eliminations, it is the responsi-
bility of the competitors to determine lane choice. If the 
competitors are unable to establish lane choice, an 
NMCA or track official will make the determination in 
the manner he/she chooses (i.e., coin flip, random 
choice, faster car, etc.) 
 
2.29 PAIRING PROCEDURES 
During official qualifying the NMCA officials will at-
tempt to pair all vehicles prior to reaching the head of 
the staging lanes.  In any event, once a competitor 
reaches the front of the staging lanes for a run, they 
must be prepared to fire and race the vehicle the Stag-
ing Steward selects for them to race.   
 

2.30 PROMOD, FACTORY SUPER CARS AND 
STREET OUTLAW RUN ORDER AND PAIRINGS 
Competitors may be randomly selected for run order 
in the first qualifying session. For the following sessions, 
the run order may be determined by elapsed time.  All 
competitors must run in the preassigned pair and order 
during each qualifying session or forfeit that qualifying 
attempt.  Qualifying positions may determine the run 
order for the first round, and elapsed time may be used 
for the following rounds. 
 
Pro Mod is qualified on a 16-car field and in the event 
that a qualifying session is eliminated due to weather 
or any other unforeseen occurrence and a competitor 
has not staged and received the start signal that com-
petitor can be placed on the bottom of the ladder. If 
there is more than one competitor in this situation 
vying for the final spots the order will be determined 
by the current NMCA Points Standings for the elimina-
tor.  The alternate system is utilized in Pro Mod. 
 
2.31 DISQUALIFICATIONS 
NMCA uses NHRA policies with regards to disqualifica-
tions (red-light starts, double red-light starts, crossing 
the centerline, etc.) in order to help prevent situations 
in which both competitors are disqualified and  
maximize the chances of declaring a winner. Please 
consult the 2021 NHRA Rulebook under General  
Policies for more information. 
 
A competitor may not advance to a position in a later 
round that he did not actually compete in. In the event 
a class winner is disqualified for any reason, the runner-
up will be declared the winner if he is certified as legal. 
If the runner-up is also disqualified, there will be no win-
ner or runner-up for that class and no awards, points, 
or purse will be given for those positions. 
 
2.32 Appeals Process: 
Statement of Violation sent to participant by NMCA  
officials 
 
• NO APPEAL BY PARTICIPANT: The terms of the 
Statement of Violation stand. 
 
• APPEAL BY PARTICIPANT: Participant must submit 
a Written Notice of Appeal to the NMCA Technical  
Department within 30 days of the date of the State-
ment. The Notice of Appeal must state specifically  
the elements of the Statement of Violation that are 
being appealed and the grounds for appealing  
the NMCA action.  
 
The NMCA Tech Department shall determine in its sole 
& absolute discretion whether an appeal is granted.  
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The NMCA Tech Director may, at the time of the protest 
filling, choose to accept or reject the protest, at his sole 
discretion. Contestant protests must be accompanied 
with the proper cash protest fee.  
 
The protested vehicle (and/or engine components) will 
be sealed as necessary, and inspected at some point 
prior to the first round of eliminations. The protested 
vehicle must be disassembled for inspection and re-as-
sembled by the vehicles owner(s) and/or his desig-
nated crew. Refusing inspection and/or disassembly 
can result at minimum in the following: removal of the 
vehicle from competition, 2-race suspension of the 
driver, and loss of competition points for 3 previous 
events, and immediate removal of the vehicle, owner 
and crew from the racing facility.  
 
During the actual inspection process, only representa-
tives of the protested vehicle may be present. If the 
protested vehicle is found to be within the require-
ments for the class, the protest fee, less 25% for NMCA 
expenses, will be forfeited to the owner of the 
protested vehicle. If the protested vehicle is found to 
NOT be within the requirements for the class, the 
protest fee, less 25% for NMCA expenses, will be re-
funded. In addition, any infraction to the class rules, 
even those beyond those in the original contestant 
protest, will be grounds for immediate disqualification. 
NMCA may impose fines, disqualification, suspension, 
and/or revocation of competition privileges for non-

compliant entrants, depending upon the severity of  
the infraction. 
 
NMCA PROTEST FEE: 
• Any external items (tire width, body, suspension) $100 
• Cubic inch check (P&G) $200 
• Check camshaft/valve train compliance $250 
• Remove intake manifold $250 
• Remove cylinder head $350 
• Remove oil pan for bottom end inspection $400 
• Complete engine check $850 
 
2.34 RETENTION OF VEHICLE AND PARTS: 
Participants hereby grant NMCA and its assigns full and 
unconditional permission to collect and retain vehicles, 
parts of vehicles, equipment, and/or any other items 
used in conjunction with participation owned by or in 
possession of participant, including such vehicles, parts 
of vehicles, equipment, or any other item that has been 
involved in accidents which NMCA determines in its 
sole and absolute discretion that such actions are nec-
essary incident to the investigation of an accident, the 
inspection or testing of such vehicles, parts, or equip-
ment, or for any other purpose.  
 
2.35 SAFETY INFRACTIONS 
Any time a vehicle or driver exceeds the elapsed time 
or MPH for which he is safety certified, or if the driver 
and/or vehicle are found to be in violation of any cur-
rent safety standards, then the safety inspectors have 
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It is the racers responsibility to verify the logged values, 
sign the time slip, with the Tech Director or his  
appointee and then claim the time slip and retain it for 
the duration of the season.  If the racer claiming a record 
or backup fails Fuel Check for that run, both the  
record and that run (Qualifying or Eliminations) will be 
disqualified.  
 
It is the racers responsibility to follow the procedures 
stated above and in the rulebook to claim a record. 
 
2.40 P&G CHECKS 
Cubic inch checks (known as P&G) will be employed by 
the NMCA tech department in all classes with cubic 
inch limits and/or weight breaks in place. All classes and 
competitors can be subject to a P&G check at any time, 
including between rounds and prior to or after the 
completion of the event. Driver and crew should be 
prepared with the necessary tools to remove valve  
covers, adjust rocker arms, and remove spark plugs as 
necessary for the P&G test. 
 
 
 

2.41 REPAIRS TO CYLINDER HEADS AND OR IN-
TAKE MANIFOLDS 
In cases where repairs are necessary to cylinder heads 
or intake manifolds that prohibit welding or epoxy, par-
ticipant must contact the Tech Director prior to repair 
either in person or via email at Nmcarules@promedia-
pub.com and receive written approval. 
 
2.42.1 SCALES/FUEL CHECK/MECHANICAL COM-
PLIANCE PROCEDURES: 
A competitor is entitled to have their scale weight/fuel 
samples/mechanical components checked a total of up 
to three times per round to determine legality. If a com-
petitor’s scale weight/fuel sample/mechanical compo-
nents check within tolerances for the class one out of 
any of these three attempts, the competitor will be 
deemed legal for that round. 
The Technical Director reserves the right to waive scale 
weighing and/or fuel check in any event including but 
not limited to an on track incident, entering of sand trap 
and or net, or engine failure, etc.   
 
EXAMPLE: If a competitor is weighed & found to be 
less than the minimum weight required the competitor 
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the sole ability and authority to work with the competi-
tor to develop a plan to meet compliance in the future, 
restrict the driver and vehicle from further runs until the 
problem is fixed, or to disqualify the entrant from  
the event. 
 
2.36 REFUND POLICY: 
Once a competitor has entered the tech process, 
there will be no refunds of entry fee. No specta-
tor or crew refunds are issued regardless of  
situation. 
 
2.37 PAYOUT POLICY 
Payouts will be administrated by NMCA, and will be 
made at the completion of each round AT THE RACE 
TRACK. No payouts will be mailed, made, or sent 
after the completion of the event. Driver must sup-
ply complete information to NMCA including proper 
name, social security number, address, telephone num-
ber, driver’s license, or any other information required 
by NMCA. If a competitor is unable to pick up their 
check at the track arrangements can be made with Cus-
tomer Service to have the check mailed. This will be 
handled on a case-by-case basis and ALL the proper in-
formation required must be submitted to Customer 
Service (at the track) for the check to be mailed. 
 
2.38 RAIN OUT/REFUND POLICY  
& EVENT TERMINATION: 
It is the goal of NMCA to complete all events in the 
timeliest manner during the weekend, regardless of 
weather conditions. The NMCA and our partner tracks 
have a strict NO REFUND POLICY! No refunds at any 
time for any situation. If you enter an event, you know-
ingly do so at the risk of rescheduling, cancellation, cur-
few expiration and/or change of venue and/or a 
mechanical malfunction or breakage with a par-
ticipant’s vehicle. If necessary, events will be com-
pleted by running late, or by extending eliminations 
into Monday or possibly another weekend or event site. 
In the event an event is not completed it may be com-
pleted at the same facility or another venue depending 
on availability and the number of cars and rounds left 
to complete. If a class has not run first round or a class 
has more than eight cars left in competition the event 
may not be eligible for completion for that event.  In 
the event of race termination or cancellation gate fees 
for driver, car, spectator, or crew will NOT be refunded 
under any situation. 
 
2.39.1 ESTABLISHING A NATIONAL RECORD 
Owning an NMCA National Class Record is a high honor 
awarded to the fastest and quickest drivers. Record runs 
may only be made under official qualifying or elimina-
tion conditions. In order to set a NMCA National Class 

Record, a contestant must run either quicker or faster 
than the previous record. The elapsed time and speed 
records may be set independently or simultaneously. 
In order to re-set a record, the contestant must provide 
the NMCA Technical Director or his appointee with the 
record setting & back-up time slips immediately after 
each run. A back up run within 1% of the record break-
ing run is required to set an official NMCA National 
Record. In the event that two runs exceed the existing 
record but are not within 1% of each other, the quicker 
time or faster speed will be acceptable as the backup 
for the slower time, which will stand as the record.  
 
Once a vehicle has set a NMCA National Record it may 
be inspected for compliance with the rules, including 
possible teardown, as the NMCA Technical Director or 
his appointee sees fit. If two or more contestants tie for 
the same elapsed time record to the thousands of a sec-
ond at the event, the faster speed will be the tiebreaker. 
If two or more contestants tie for the speed record to 
the hundredth of a mph at the same event, the quicker 
elapsed time will be the tiebreaker. In the event a tie still 
exists, the contestant accomplishing the record run ear-
lier in the event will be awarded the record. A contest-
ant that resets & then loses the record at the same event 
will not get credit or points for breaking the record.  
 
2.39.2 NATIONAL RECORD PROCEDURES 
All ET and MPH Records will be recorded out to the third 
decimal (i.e. 0.000). 
All established records are retired at the completion of 
each NMCA competition season.  Records for each class 
will be reestablished at the begging of each Season, 
starting with the first NMCA event. 
Contestants in all categories must first break the exiting 
record before attempting a backup. A contestant can-
not set records with one vehicle, and then compete in 
eliminations with another vehicle. 
 
It is the Racers responsibility to “officially” claim a record 
run at the scale area immediately following the run.  
Each racer must report to the scales immediately fol-
lowing the record run to be weighed after a record or 
back up run. It is the responsibility of the racer to see 
that his time slip is signed by scale personnel stating 
minimum weight & scale weight. It is the racers respon-
sibility to next report to the fuel station to have a sam-
ple of fuel checked. It is the racers responsibility to see 
that the time slip is signed by fuel station personnel 
stating fuel values as checked. It is the racers responsi-
bility to next report to the Tech Director or his ap-
pointee to verify that the run was logged into the 
“official” record sheet. The Tech Director or his ap-
pointee shall log the run (ET, MPH, SCALE WEIGHT, FUEL 
VALUE, DATE, & WHEN RUN WAS MADE (Ex: Q #2, E #3) 

30

GENERAL REGULATIONS



will be asked to pull off the scales. The scales will be  
verified to be zero. The competitor will be re-scaled. If 
the competitor is found to be less than the minimum 
weight required the competitor will be asked to pull off 
the scales a second time. The scales will be verified to 
be zero a second time. Three other competitors (if there 
are others in line to be weighed) will be weighed. After 
these three competitors are scaled, the competitor will 
be re-scaled for a third and final time. If the competitor 
is found to be, less than the minimum weight required 
the competitor’s run will be disqualified. 
 
EXAMPLE: If a competitor’s fuel is found to be outside 
of the stated tolerances for the accepted fuel required 
the competitor will be asked to pull a second fuel sam-
ple. The fuel meter will be verified to be zero. The com-
petitor’s fuel will be rechecked. If the competitor’s fuel 
is found to be outside of the stated tolerances for the 
accepted fuel required the competitor will be asked to 
pull a third and final fuel sample. The fuel meter will be 
verified to be zero. Three other competitors (if there are 
others in line to be fuel checked) fuel will be checked. 
After these three competitors are fuel checked, the 
competitor’s fuel will be checked for a third and final 
time. If the competitor’s fuel is found to be outside of 
the stated tolerances for the accepted fuel required the 
competitor’s the run will be disqualified. 
 
EXAMPLE: If a competitor’s mechanical components 
are found to be outside of the stated tolerances for the 

class specifications the competitor will be allowed to 
re-clean these components. The competitor’s mechan-
ical components will be rechecked a second time. If the 
competitor’s mechanical components are found to be 
outside of the stated tolerances for the class require-
ments, the competitor will be allowed to re-clean these 
components a final time. If the competitor’s mechanical 
components are found to be outside of the stated tol-
erances for the class for a third and final time, the com-
petitor’s the run will be disqualified and the competitor 
will be removed from the ladder for the event. 
 
2.42.2 SCALE/FUEL STATION PROCEDURES FOR 
HEADS UP VEHICLES 
QUALIFYING ROUNDS: 
Each racer must report to the scales to be weighed and 
fuel station for fuel check after each qualifying run. 
Note: Not every round of qualifying is a weighing or fuel 
check round. Notwithstanding, it is the racers respon-
sibility to follow the above qualifying rounds instruc-
tions unless directed otherwise. 
 
ELIMINATION ROUNDS: 
Each competition-winning racer should report to the 
scales to be weighed and the fuel station for fuel check 
after each winning elimination run. A racer with a com-
petition bye run is not required to be weighed and/or 
fuel checked after a winning round of eliminations. 
However, the tech department reserves the right to 
check any competitor at any time. Each losing racer 
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2.46 MARKETING & MERCHANDISING RELEASES: 
All vehicles, drivers, crew, and competitors, upon  
consideration of being permitted to enter a NMCA or 
ProMedia event, hereby release the following rights. All 
rights to advertising, images, promotion, filming, 
recording, exhibition, t-shirt sales, likenesses, photo-
graphs, slides, sound recordings and any other mer-
chandising or market-related items as deemed 
necessary by NMCA of the drivers, vehicles, and crew. 
NMCA may assign, sell, loan, or transfer these rights. 
Participants agree they will not offer for sale, sell, or dis-
tribute, or give away souvenirs, products, t-shirts, ap-
parel, merchandise or any other thing of value, or 
permit others to do so, without obtaining written per-
mission, prior to the event, from NMCA. All series and 
event logos of the NMRA and NMCA are the property 
of Promedia and may not be used without the express 
written consent of Promedia. 
 
 
 
 

2.47 UNMANNED AERIAL VEHICLE POLICY 
Unmanned aerial vehicles (e.g., remote controlled hel-
icopter or quadcopter, “drone”, or any other airborne de-
vice) are prohibited.  Ejection from the facility and/or 
confiscation of the device may result in the sole and ab-
solute discretion of NMRA, facility personnel and/or law 
enforcement.  
 
2.48 USE OF LIKENESS 
In consideration of being allowed to enter and by being 
issued credentials to an NMCA event, the vehicle owner, 
vehicle driver, all crew members and other holders of 
event credentials agree as follows: All rights to the use 
of their likeness and their vehicles entered in the event 
as well as their activities at the site of the event, before, 
during and after the event and reasonably related  
to the event in regards to advertising, promotion, 
 filming, recording, exhibition and other exploitations 
of the event.
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should report to the scale area after each losing elimi-
nation run. If a winning racer in an elimination round is 
found to be illegal at the scale area or fuel station area, 
the loser in that elimination run will be weighed & fuel 
checked for possible reinstatement. If the loser in that 
elimination round is not present in the scale area, no 
one will advance to the next round. 
 
NOTE: Not every round of eliminations is a weighing 
or fuel check round. Notwithstanding, it is the racers re-
sponsibility to follow the above elimination rounds in-
structions unless directed otherwise. 
 
2.43 SIGNIFICAT DIGITS  
THE NUMBER OF SIGNIFICANT DIGITS USED ARE 
AS STATED: 
CUBIC INCHES – 1NOTE: Contestants in weight-to-
cubic inch classes must claim cubic inch displacement 
of engine used; under no circumstances may claimed 
displacement exceed actual displacement by more 
than 5 cubic inches. No allowance for overbore; any 
part of a cubic inch is rounded off to the next highest 
inch (i.e. 301.2 = 302). If engine size is changed during 
a race, competitor must report to Technical Depart-
ment supervisor before a run is attempted.  
Example: Bore 4.062” Stroke 3.000” V8 Engine Cubic 
Inch as calculated is 311.01545 One significant digit is 
used to determine cubic inch, therefore 311.0 is used. 
Cubic inch of engine would be 311. 
 
  Dimension              Significant Digits          Example 
  Valve Sizes              3                                     Ex: 2.020” 
  Head cc’s                1                                     Ex: 58.2 cc 
  Bore                         3                                     Ex: 4.062” 
  Stroke                     3                                     Ex: 3.000” 
  Deck                        3                                     Ex: 0.005” 
  Gasket                     3                                     Ex: 0.039” 
  Carburetor  
  Measurements       3                                     Ex: 1.686” 
  Supercharger  
  measurements       3                                     Ex: 5.150” 
  Turbocharger  
  measurements       3                                     Ex: 3.700” 
 
NOTE: All weighing and measuring devices used by 
the tech officials are standards that will determine an 
engine or car’s compliance with the rules. Any latitude 
or tolerance must be made by the racer or engine 
builder. It is recommended that the following toler-
ances be observed by the participant to allow for a mar-
gin of error during inspection or teardown: Cylinder 
head volume, 1 % or 1 cc; deck clearance, .001”; bore, 
.002”; car weight, 1/2 of 1 % or 20 pounds. 
 
 

2.44 RESTRICTED AREA ACCESS 
The driver of record, at registration, will be assigned the 
designated number of restricted area labels for his class. 
These labels will contain the official permanent vehicle 
number. It is the responsibility of the registered driver 
to distribute these to his/her authorized crewmembers 
over the age of 18. The crewmember will then proceed 
to Customer Service (Registration) with a full event crew 
credential along with the restricted area access sticker 
(that contains the registered car number) for release, & 
waiver execution. No restricted access can be granted 
without the restricted area access sticker (that contains 
the registered car number) and a PAID, FULL EVENT 
CREW OR PARTICIPANT EVENT TICKET.  
• Vendor-use or Sponsor-use designated tickets are NOT 
eligible for use as crew credentials and/or restricted 
area access. 
Once the release and waiver has been executed, and 
the credential fully processed, it is required that the ap-
proved credential be worn in plain view. “Plain View” is 
defined as either around the neck on a lanyard, or at-
tached to the shirt or waistband via the clip-on pin in 
plain sight. In any situation, the credential must be 
placed in approved holders, which are available in reg-
istration or the Official NMCA Power Mall. It will not be 
acceptable to carry a credential in a pocket or any other 
area that is not visible. RESTRICTED AREA CREDENTIALS 
MUST BE IN PLAIN VIEW AT ALL TIMES WHILE IN A  
RESTRICTED AREA. 
 
2.45 COMPETITOR MERCHANDISE, APPAREL 
SALES AND PIT EXHIBITS: 
Any form of merchandise sales and/or Pit Exhibits are 
strictly prohibited by the NMCA and its Track Partners 
unless express written approval by the NMCA Vendor 
Manager prior to the event. Sponsors, companies 
and/or clients may only be identified on trailers, race 
vehicle and tow vehicles within the pit area. No displays 
of merchandise, samples, catalogs, inflatable’s, litera-
ture, etc. are allowed on the facility without prior written 
consent from the Vendor Manager.  
 
Each officially registered contestant will be permitted 
to offer a maximum of one racer specific item for sale 
at his or her pit area during an event. The items concept 
and likeness must reflect and resemble the officially en-
tered racing vehicle and nothing else. No freestanding 
exhibits will be allowed. The item must be offered and 
sold from the racing vehicle trailer. Any addendum to 
this requirement must be received in writing, from the 
Vendor Manager prior to the event. 
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The Official 2021 NMCA World Championship and Race 
for the Ring Points Challenge, presented by Nitto Tire. 
The NMCA will award World Championships in 2021 for 
the following classes: Xtreme Pro Mod, Factory Super 
Cars, Nitrous Pro Street, Xtreme Street, N/A 10.5, 
Chevrolet Performance Stock, Stock/Super Stock 
Combo, Nostalgia Super Stock, Nostalgia Muscle Car, 
Open Comp, Street King and Rumble.  
 
3.0 POINTS EARNINGS 
Points will be accumulated from the NMCA events 
using the total points accumulated at 5 of 6 events for 
Xtreme Pro Mod, Factory Super Cars, Nitrous Pro Street, 
Xtreme Street, N/A 10.5, Factory Super Cars Chevrolet 
Performance Stock, Stock/Super Stock, Nostalgia Super 
Stock, Nostalgia Muscle Car, Open Comp Street King 
and Rumble.    
 
3.1 NMCA MEMBERSHIP AND POINTS ELIGIBILTY 
Every competitor, participating in the NMCA Series  
(includes all NMCA classes, except True Street, Brackets 
or special shootouts) must maintain a current NMCA 
membership, to be eligible for earning series champi-
onship points. This can be purchased at the event,  
online at NMCAdigital.com, or by calling Promedia at 
714-444-2426. 
 
In order to be awarded points in the NMCA organiza-
tion the driver must be competing in a vehicle which is 
deemed capable of running within 3 seconds of the ET 

record if a ¼ mile contested class or within 1 second of 
the ET record if a 1/8 mile contested class,  by the NMCA 
Technical Staff. This rule is designed to prevent the 
“rental car” problem of competitors attempting to gain 
points by running a non-competitive vehicle. 
 
NMCA Class Racers (PM, FSC, NPS, XS, N/A 10.5, CPS, 
S/SS, NSS, NMC OC, SK and RUM) will all earn points 
through qualifying, eliminations, and bonus point  
opportunities. In all cases NMCA points will be awarded 
to the driver only, and cannot be transferred in any 
manner or form. In the event of a disqualification of  
either a driver or a vehicle for misconduct or non-com-
pliance of class rules, the NMCA Director may penalize 
the driver by removing their points from either that 
event or any and all points accumulated throughout 
the season if necessary.  If a competitor brakes or has 
to leave the event for whatever reason and receives  
any type of refund (must be approved by Event  
Director), that competitor forfeits all points for that 
event including any potential yearend bonus for  
attending all events.  
 
At “dual” NMCA/NMRA points events where Xtreme 
Street and Renegade are contested together (Georgia 
& Illinois) drivers will have the opportunity to earn both 
NMCA and NMRA points while competing in these 
events.   Registered NMRA members who are NMCA 
members as well will be awarded points in both series 
based on their finishes in these respective combined 
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Additional penalties may be imposed by the NMCA  
organization. Contestants will be notified if additional 
penalties are forthcoming.  
 
3.3 COMPETITOR OBLIGATIONS 
The NMCA points will be posted following each event. 
It will be the responsibility of each competitor to verify 
the posted points following each event. Should a  
competitor wish to contest the posted points they shall 
have no more than ten days following the postings to 
officially contest the postings. This must be done in 
writing and provided to the Event Coordinator.  
The deadline to contest official NMCA points for the 
2021 season is October 10, 2021, unless specified  
otherwise by NMCA. 
 
3.4 TIE BREAKER PROCEDURES 
In the event that two competitors tie for points at the 
end of the racing season, the tie-breaker will be 
awarded. 
1. To the racer who participated in the most events.  
2. If a tie still exists it will be awarded the racer that 
achieved the higher points total in his last event.  
3. If a tie still exists it will be awarded the racer that 
achieved the higher finishing position in their last 
event, (ex: winner, runner-up, semifinals).  
4. If the tie still exists it will be awarded the racer that 
qualified in the higher position at their last event.  
5. If the tie still exists it will be decided by coin toss. 
 
 

3.5 CLASS CHAMPION AND 1-10 PERMANENT 
NUMBERS 
At the end of the season the class champion in each of 
these NMCA classes will be able to proudly display the 
#1 permanent number for the entirety of the next 
NMCA season. Competitors in each class that finish in 
positions 2 through 10 in points receive #2 through #10 
permanent numbers for the next NMCA season. 
 
3.6 SUPER BOWL 
The NMRA/NMCA Super Bowl of Street-Legal Drag Rac-
ing at World Wide Technology Raceway in Madison (St. 
Louis), Illinois, is an extra special event where select class 
champions will each take home a Nitto Tire Diamond 
Tree ring to commemorate his/her victory.   
The following Super Bowl class champions will each re-
ceive a Nitto Tire Diamond Tree ring: 
• Xtreme Pro Mod 
• NMCA/NMRA Street Outlaw 
• Factory Super Cars 
• NMCA/NMRA Xtreme Street / Renegade 
• Nitrous Pro Street 
• N/A 10.5 
• Chevrolet Performance Stock 
• Stock / Super Stock 
• Nostalgia Super Stock 
• Open Comp 
• Nostalgia Muscle 
• Street King 
• Rumble 
• NMCA/NMRA True Street
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classes at each “dual” event.  Bonus points will be 
awarded to the driver in each series for attendance and 
ET Record points may be claimed in each series. 
 
3.2.1 GENERAL POINTS GUIDELINES 
Points are awarded based on elimination rounds lost, 
qualifying positions for specified classes, and ET records 
set for specific classes. A competitor will be advanced 
to the next round of competition once they are de-
clared a winner in the previous round. It will not be nec-
essary for a competitor to participate in a losing round 
to be awarded points for that round. 
The only way NMCA points will be awarded for elimi-
nations is the following:  
1) Driver losses a round of racing in competition. 
2) Winning event 
 
Points will be calculated in the following manner: 
In all NMCA HEADS UP classes (PM, FSC, NPS, SO, XS, 
N/A 10.5, and CPS) the best 5 out of 6 events will be uti-
lized to calculate a competitor’s base point’s position.   
 
In all NMCA INDEX classes (S/SS, NSS, NMC, OC, SK and 
RUM) the best 5 out of 6 events will be utilized to cal-
culate a competitor’s base point’s position.   
 
3.2.2 TECH IN POINTS 
50 Points for Tech IN or Participating in Event.  50 Points 
will be awarded when the driver successfully completes 
and passes the tech-in process, which complies with all 
class regulations, general regulations, and points’ reg-
ulations. 
 
3.2.3 QUALIFYING POINTS 
Qualifying points will be calculated and awarded fol-
lowing the final round of qualifying. 
Qualifying positions in all NMCA classes will be awarded 
points as: 
             1st           90 points        
             2nd        80 points        
             3rd          75 points        
             4th          70 points        
             5th          65 points        
             6th          60 points        
             7th          55 points        
             8th          50 points        
             9th          45 points        
             10th       40 points        
             11th       35 points        
             12th       30 points  
             13th       25 points        
             14th       20 points  
             15th       15 points        
             16th       10 points  
             17th & more  5 points  

3.2.4 ELIMINATION POINTS 
Elimination Points in all NMCA classes will be awarded 
as:  
Each round loss is awarded 100 points. Winner in each 
class are awarded 100 points. 
Example of 8 car field: 
                1st round loser               100 points 
                2nd round loser             200 points 
                3rd round loser              300 points 
                Winner                               400 points 
 
3.2.5 ELAPSED TIME RECORD POINTS 
50 Points for establishing an official ET class record in 
Heads-Up classes.  Points will be awarded to the 
“holder” of the new ET record at the conclusion of all 
rounds of qualifying and eliminations, only once per 
event. Current record holders are eligible for points for 
re-setting their official ET record.  All ET and MPH 
Records will be recorded out to the third decimal  
(i.e. 0.000). 
 
3.2.6 PARTICIPATION BONUS POINTS 
205 Points for participating in all 6 events. Bonus points 
will be awarded to Racers that compete in all 6 of 6 
NMCA events at the end of the season.  Competitor 
must tech in and pass tech inspection to receive bonus 
points.  All 6 entries must be in the same class.  
 
3.2.7 RAIN OUT / RACE CANCELLATION  
POINTS POLICY 
In the event of a rain-out and/or race cancellation, any 
racer that has successfully completed the registration 
and tech-in process PRIOR to the formal announce-
ment of race cancellation will be eligible to receive tech-
in points, and will be eligible to count the race as 
“attended” for bonus point’s calculations. This “time 
frame” for tech-in may be adjusted, as deemed neces-
sary, by the Competition Director depending on 
specific weather conditions and scheduling. In the 
event that one full round of qualifying is complete, 
qualifying points and tech points will be awarded to 
the racer that claims the race. In the event of race can-
cellation, those racers choosing to retain points from 
tech-in & for bonus will not be eligible for credit on their 
race entry/credential.  
 
3.2.8 POINTS AFTER DISQUALIFICATION 
Any contestant disqualified for mechanical non-com-
pliance (during either an official protest or a contestant 
protest, commonly known as teardown) automatically 
loses all points for that particular event. The race will be 
charged to the contestant’s overall quota of races at-
tended and the contestant will be charged with a non-
replaceable “zero grade” event that will be used as one 
of the scored events in calculating national standings. 
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RACING FORMAT: 
This class will be run on a 16 car qualified heads-up field, NHRA Pro Style Ladder on a .400 Pro Tree.  
 
ENGINE                                                                             POWER ADDER                                                                                BASE WEIGHT 
Import 6 CYL*                                                                               Turbo                                                                                                                          2100  
Small Block                                                                                   Nitrous                                                                                                                       2175 
Small Block                                                                                   Hi-helix/Roots                                                                                                            2250 
Small Block                                                                                   Single Turbo                                                                                                               2250 
Small Block                                                                                   Twin Turbo                                                                                                                 2375 
Small Block                                                                                   Screw                                                                                                                          2400  
Big Block                                                                                       Naturally Aspirated                                                                                                    2100 
Big Block/Hemi                                                                             Nitrous 5.0 bore space                                                                                              2150 
Big Block/Hemi                                                                             Nitrous 5.2 bore space                                                                                              2250 
Big Block/Hemi                                                                             Nitrous 5.3 bore space                                                                                              2350 
Big Block/Hemi                                                                             Hi-helix/Roots                                                                                                            2400 
Big Block/Hemi                                                                             Hi-helix/Roots 18-71                                                                                                 2450 
Big Block/Hemi                                                                             Centrifugal 5.0 bore space                                                                                        2550 
Big Block/Hemi                                                                             Single Turbo (118mm limit)                                                                                      2350 
Big Block/Hemi                                                                             Twin Turbo 88mm                                                                                                     2450 
Big Block/Hemi                                                                             Twin Turbo 94mm                                                                                                     2500 
Big Block/Hemi                                                                             Twin Turbo 98mm                                                                                                      2600 
Big Block/Hemi                                                                             Quad Turbo 64mm                                                                                                     TBD 
Big Block/Hemi                                                                             Screw-Type C Rotor 70%                                                                                         2425 
Big Block/Hemi                                                                             Screw-Type C Rotor 92%                                                                                         2550 
Big Block/Hemi                                                                             Screw-Type C Rotor 98%                                                                                         2600  
Big Block/Hemi                                                                             Screw-Type C Rotor 110%                                                                                       2675 
Big Block/Hemi                                                                             Screw-Type D Rotor 103%                                                                                       2550 
Big Block/Hemi                                                                             Whipple Supercharger A980 75%                                                                           2400 
Big Block/Hemi                                                                             Whipple Supercharger A980 92%                                                                           2450 
 
*Engine Power adder combination must be preapproved by NMCA Tech Committee. 
6 CYL: Boosted combinations may use nitrous oxide as a second power adder.  Nitrous oxide will always be considered a second power adder.

CLASS OVERVIEW: 
Xtreme Pro Mod is a 1/8th mile class designed for American production vehicles and is the most powerful class in 
the NMCA. Entries have the option to run either a 6cyl, small block or big block engine combination. All engine 
combinations are allowed to use gasoline or methanol fuel. The use of nitromethane is prohibited. 
 
Note: This set of class rules is presented to all competitors under the assumption that any modifications not  
specifically written within these rules shall be deemed illegal, unless the competitor has the expressed written 
consent from the NMCA Tech Director.



Small Block: Maximum bore space for all small block 
entries is 4.6 bore space. 400 cubic inch or smaller 
boosted engines may use nitrous oxide as a second 
power adder at a weight penalty. Nitrous oxide will  
always be considered a second power adder.  
 
Nitrous: Big block engines are limited to 975 cubic 
inches. Maximum bore space is 5.3 inches. 
 
Hi-Helix/Roots Supercharger:  
Maximum Hi-Helix/roots Supercharger permitted is 14-
71, except as noted. Any overdrive permitted for 14-71 
superchargers. Maximum bore space is 5.0 inches. 
 
Centrifugal Supercharger: Maximum permitted  
impeller inducer diameter 140mm. Maximum bore 
space is 5.3 inches. 
 
Screw-Type Supercharger: Hemi engines are lim-
ited to 111% overdrive. All other engines have no over-
drive limitations. Maximum bore space is 5.0 inches.  
 
Twin Turbo: Maximum turbocharger size is 98mm. 
Maximum bore space is 5.0 inches.  
 
WEIGHT ADDITIONS/DEDUCTIONS 
The use of secondary power adder is prohibited except.  
Except on Boosted small block engines 400 cubic 
inches or smaller are permitted the use of nitrous oxide 
as a second power adder and must add 100lbs to their 
original base weight.  
Add 50lbs for Lockup Transmission or Converter. (Does 
not apply to Big Block Single Turbo, N/A, Nitrous or any 
small block combinations) 
Add 50lbs for any combo using 140”X” Procharger 
Add 100lbs for Centrifugal Supercharger Big block 
combinations larger than 5.0 bore space (max 5.3). 
Deduct 50lbs for 899 cubic inch or smaller Big Block  
Nitrous combination. 
Deduct 75lbs for 4.84 bore space and smaller Non-
481X/Hemi supercharged or centrifugal combinations. 
Deduct 125lbs for 4.50 Bore Space and smaller, small 
block V8 entries. 
 
NOTE:  If actual displacement is more than what is 
listed, there will be a weight penalty of 2.5lbs per 
cubic inch assigned to the original base weight of 
that particular combination.  
All weights are with the driver and are rounded 
down to the 5lb increment. 

 
 
 
 

 

REQUIRMENTS & SPECIFICATIONS 
ENGINE:  1 
ENGINE 
Engine must be an internal combustion, 90-degree  
V-8 automotive type engine.   Or Import six cylinder 
combinations that must be preapproved by NMCA 
Tech Committee.  
 
ENGINE SETBACK 
Maximum of 10% of total vehicle wheel base as meas-
ured from the centerline of the forward front spindle to 
center of front spark plug hole. 
 
HARMONIC BALANCER 
SFI Spec 18.1 balancer is required. 
 
CYLINDER HEADS 
Hemi, canted valve or wedge heads permitted. Billet 
heads are permitted. Maximum of one spark plug per 
cylinder allowed. 
 
INTAKE MANIFOLD 
Any intake manifold permitted and it is mandatory that 
all intake manifolds run a NMCA accepted burst panel.  

NITROUS OXIDE 
Any NMCA accepted nitrous system allowed. Push  
systems are permitted. The use of water injection on  
nitrous assisted power adder combinations is permit-
ted. Water is the only substance that may be used in 
water injection systems. The use of any agents other 
than nitrous oxide in the nitrous system is prohibited. 
Nitrous systems must only use gasoline for the fuel  
enrichment circuit. Nitrous systems must only be  
activated by a wide-open throttle switch. Maximum of 
two 15 pound nitrous bottles are allowed. All nitrous 
bottles must be stamped as meeting the minimum 
DOT 1800 pound rating. 
 
CENTRIFUGAL SUPERCHARGER 
Supercharger impeller wheel must be constructed of 
only aluminum. Any other material used in the con-
struction of the supercharger impeller is prohibited. 
Maximum supercharger air inlet is 6 inches. The injec-
tion of any substance in the compressor housing/vo-
lute air inlet of the supercharger is prohibited.    
 
 
 

HI-HELIX/ROOTS SUPERCHARGER 
Hi-helix or standard helix Roots type supercharger is  
allowed. Manifold burst panel meeting SFI Spec 23.1 
plus restraint system meeting SFI Spec 14.2, including 
injector restraint straps mandatory. Cast or billet cases 
permitted, except as noted.   
 
SCREW-TYPE SUPERCHARGER 
All screw-type superchargers must have a SFI 34.1 cer-
tification. . Manifold burst panel meeting SFI Spec 23.1 
plus restraint system meeting SFI Spec 14.21, including 
injector restraint straps mandatory. Cast or billet cases 
permitted.   Street type superchargers (Whipple, Kenne 
Bell, VMP, etc.) up to 4.5L permitted at Roots combo 
base weight.    
 
TURBOCHARGER 
Twin Turbochargers are allowed a maximum impeller 
inducer of 98mm/3.858 inches.  Single turbocharged 
entries are limited to 118mm inducer.  Compressor 
wheel/impeller must only be constructed of cast or bil-
let aluminum.  Turbine wheels are only allowed to be 
constructed from Inconel material.  Turbocharger is per-
mitted a fresh air source from either the front bumper 
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or grille area of the vehicle.   All Turbochargers must 
meet SFI spec 61.1.  Turbocharger size will be verified 
by one or both of the following methods: 
1. By measuring the housing bore at the leading edge 
of the impeller wheel. The maximum diameter of the 
housing bore at the leading edge of the impeller wheel 
may not exceed 2mm more than the maximum allow-
able turbocharger size permitted in this class.  
By measuring the impeller inducer wheel where the 
leading edge of the inducer wheel meets the housing. 
The wheel/blade contour from the inducer to the  
exducer must be continuous without steps.  Any mod-
ifications to compressor or turbine wheel, blades, hubs, 
cover, or housing, as originally manufactured, is  
PROHIBITED. 
 
INTERCOOLERS 
Intercoolers are only allowed on centrifugal and  
turbocharged entries. Air-to-Air or Air-to-Water inter-
coolers are the only intercoolers allowed. Air, water and 
ice are the only allowed substances in the intercoolers 
or the intercooler reservoirs. The use of any other agents 
is prohibited.  
 
OIL SYSTEM 
Any oil system permitted. All pressurized flexible oil 
lines must pass a minimum 750 psi 30 second test.  
 
OIL RETENTION DEVICE 
All entries must be equipped with a properly fitting 
lower engine ballistic/restraint device or a belly pan. The 
pan may be constructed from composite or metal. It 
must have vertical walls of at least 2 inches in height. 
Pan must extend from frame rail to frame rail and must 

extend from front of the engine mounting plate to the 
rear of the engine block. Pan must be attached with a 
minimum of three attachment points per side.   
 
COOLING SYSTEM 
Any radiator, water pump and electrically driven fan are 
permitted.  
 
EXHAUST SYSTEM 
Any exhaust system permitted. All exhaust systems 
must be directed out of body and away from driver and 
fuel tank.  
 
FUEL SYSTEM 
Any electronic, mechanical or belt driven fuel pumps 
are allowed. Electronic fuel pumps must shut off with 
the master electric cut-off switch. Fuel cell must have a 
pressure cap and be vented to the outside of the body. 
Front mounted fuel cells must meet SFI Spec 28.1 and 
be mounted between the frame rails and enclosed in a 
round tube frame. A round tube frame must be con-
structed of a minimum of 1 ¼-inch O.D. x .065-inch 
chrome moly tubing. Artificial cooling or heating of fuel 
(i.e., cool cans, ice, Freon, etc.) prohibited. Circulating 
systems that are not part of the normal fuel pump  
system are prohibited.  
 
INDUCTION 
Any number and/or type of carburetors may be used.  
Any aftermarket electronic or mechanical fuel injection 
may be used. Fuel injector size and or type are unlim-
ited.   Auxiliary fuel injectors/nozzles/spraybars, etc. are 
not permitted forward of the throttle blades/body with 
injection of any substance. This includes modifications 
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to inlet bells, compressor housings, inlet pipes or any 
injector/nozzle/spray bar, etc. before the leading edge 
of the compressor inlet. This rule will not be circum-
vented by remote mounted throttle bodies. 
 
THROTTLE BODY 
Any number and/or type of throttle body permitted. 
 
INJECTOR SCOOP 
Any injector scoop permitted.  
 
THROTTLE LINKAGE 
Throttle must be manually operated by the driver’s foot.  
 
FUEL 
The use of propylene oxide or nitromethane is prohib-
ited. Gasoline, as defined by the NMCA, is a mixture of 
hydrocarbons only. The use of methanol fuel is only for 
naturally aspirated, turbocharged and supercharged 
engine combinations. Methanol must be pure U.S. fed-
eral grades A and AA without the addition of chemicals 
additives, masking agents or any other substances. 
NMCA reserves the right to inspect fuel at any time dur-
ing competition. Failure to pass Fuel Check is grounds 
for disallowance of the run during competition and dis-
qualification from the event during eliminations.  Fuel 
is checked using various means. Samples given to Fuel 
Check Technical Inspectors are compared to data taken 
from known fuel samples, adjusted for temperature, 
and within a tolerance determined by NMCA. Failure 
occurs when the sample readings fall outside those tol-
erances. Methanol (M1) is a clear, colorless liquid meet-
ing U.S Federal Grade A or AA. Methanol must meet 
federal standards of purity. Top lube is not permitted.  
 

DRIVETRAIN: 2: 
CLUTCH, FLYWHEEL & FLYWHEEL SHIELD 
Flywheel and clutch meeting SFI Spec 1.3, 1.4, or 1.5 is 
mandatory. Lock-up style clutches are permitted. Fly-
wheel shield meeting SFI Spec 6.2 or 6.3 is mandatory.  
 
TRANSMISSION 
Aftermarket planetary, clutch less, OEM or aftermarket 
automatic transmission permitted. All transmissions 
must be equipped with a SFI Spec 4.1 transmission 
shield.  OEM or aftermarket automatic transmissions 
must use a SFI Spec 30.1 flex plate shield and a SFI Spec 
29.1 flex plate. Aftermarket converter drive units per-
mitted. All entries using a torque converter must be 
equipped with a neutral safety switch and a reverse 
lockout. Lock-up style torque convertors are permitted 
with weight adder (see weight add/deduct list). Auto-
mated, electric, or pneumatic shifting devices permit-
ted on all transmission types.  
 
DRIVELINE 
Driveshaft meeting SFI Spec 43.1 is mandatory. Each 
end of the driveshaft must have round 360-degree dri-
veshaft loops within 6 inches of U-joints. A full 360-de-
gree driveshaft tube is mandatory over the yoke, and 
needs to extend from the transmission tail shaft a  
minimum length of 12 inches. Minimum thickness of 
tube housing is .050 inch chrome moly or titanium. 
Two-piece accepted with minimum 6 3/8 inch Grade 8 
bolts.  The use of “quick pins” in driveline tube or drive-
shaft loops is strictly prohibited. 
 
REAREND 
Any automotive type rear end permitted. Full floating 
or live axle type rear ends are mandatory on all super-
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charged and turbocharged entries. Fabricated flange 
rear ends with miss/self-aligning bearings are only  
permitted to be used with naturally aspirated and  
nitrous assisted combinations. Aftermarket axles  
with a minimum of 5/8 inch diameter studs and axle  
retention device are mandatory. Titanium wheels studs 
are prohibited.  
 
BRAKES, STEERING & SUSPENSION: 3 
BRAKES 
Automated brakes are prohibited. The application and 
release of the brakes must be a function of the driver. 
Four wheel hydraulic disc brakes are mandatory. Steel 
brake lines are mandatory. Brake lines must be out of 
flywheel and driveline areas. Line-lock is permitted only 
on the front wheels. One line-lock solenoid with one 
button is permitted. Dual master cylinder is mandatory 
and must be mounted above the lower frame rails.  
 
STEERING 
Any automotive type steering system permitted. Com-
mercially available quick disconnect steering wheel 
meeting SFI Spec 42.1 is mandatory. Minimum steering 
wheel diameter is 11 inches. 
 
SUSPENSION 
Full automotive type systems are mandatory. A mini-
mum of one hydraulic shock absorber per wheel is 
mandatory. Fabricated units are permitted.  
Rigid mounted suspensions or straight front axles are 
prohibited 
 

WHEELIE BARS 
Wheelie bars are required with nonmetallic wheels.  
 
FRAME: 4 
CHASSIS 
Chassis must have a SFI 25.1E or 25.2 certification and 
have either a NHRA or IHRA serialized sticker attached 
to the roll cage before competition.  A valid NHRA seri-
alized sticker is mandatory at an NHRA Member Track. 
 
WHEELBASE 
Minimum wheelbase is 100 inches and maximum is 
115 inches.  Combinations with original OEM wheel-
base exceeding 115 inches permitted but may not ex-
ceed OEM wheelbase.  Full-sized trucks are allowed a 
maximum of 140 inches. Mid-sized trucks (i.e., S-10, 
Ranger, and Dakota) are allowed a maximum of 125 
inches. Maximum wheelbase variation from left to right 
is 2 inches.  
 
GROUND CLEARANCE 
A minimum of 3 inches from the front of the vehicle to 
12 inches behind front spindle centerline is mandatory. 
A minimum of 2 inches for the rest of the vehicle is 
mandatory (except for oil pan and exhaust headers).  
 
TIRES AND WHEELS: 5 
TIRES 
Tires may not extend outside the body line. All tires 
must have the manufacturer, model and size informa-
tion clearly designated on the tire.  
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magneto or distributor is allowed. Any electronic  
ignition system is allowed.  
 
STARTER 
On board or remote starters permitted. 
 
MASTER CUTOFF SWITCH 
A master cutoff switch is mandatory. 
 
SUPPORT GROUP: 9 
COMPUTER/DATA RECORDERS 
Computer/data recorders are permitted and must 
standalone and to be only used for information  
gathering purposes.  
 
TOW VEHICLES 
The use of tow vehicles is permitted.  
 
CREW MEMBERS 
Each crew member must have the proper starting line 
credentials and must were matching attire. 
 
 
 
 
 

DRIVER: 10 
DRIVER 
The driver when in the vehicle, from the ready line until 
the vehicle is safely stopped on the return road, is  
required to have all safety restraint systems (including 
the helmet) on and be securely fastened in the vehicle 
at all times 
 
CREDENTIALS 
A Valid state or government issued driver’s license be-
yond a learner/s permit level is mandatory for cars run-
ning 10.00 or slower. A valid NHRA competition license 
is mandatory for cars running 9.99 or quicker, at a NHRA 
Member Track. A valid NHRA or an IHRA competition li-
cense is mandatory at an IHRA Member Track. 
 
Note: It is ultimately the competitor’s responsibility  
to familiarize themselves with the NMRA class require-
ments as well as all NHRA safety requirements.  
The competitor agrees they bear the ultimate respon-
sibility when it comes to safety and how it complies 
with the NMRA and NHRA rule books. The competitor 
also agrees that no one else other than the competitor 
is in the best position to know about how their  
particular race car has been constructed and how to 
safely operate it.
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WHEELS 
SFI Spec 15.1 or 15.3 rear wheels with double bead 
locks or liners mandatory. Lightening or any other mod-
ification to rear wheels is prohibited. Wheels discs or 
covers are prohibited.  
 
INTERIOR: 6I 
UPHOLSTERY 
Driver’s seat must be a minimum height of 24 inches. 
 
SHEET METAL 
Driver compartment interior must be aluminum, steel 
or carbon fiber. The use of magnesium is prohibited. 
Sheet metal may not extend into rear window or be 
higher than the wheel tubs. The trunk must be com-
pletely separate from driver’s compartment using a fire-
wall.  
 
BODY: 7Y 
BODY 
Only American production body styles permitted. One 
piece funny car bodies are prohibited. Lightweight af-
termarket replica body components are permitted as 
long as they have the same appearance as the body 
being used.   Both doors must be functional from inside 
and outside of the vehicle. Front overhang is limited to 
45 inches measuring from the front spindle. If the body 
selected has an overhang of less than 45 inches, a 
NMCA accepted extension may be used to reach the 
maximum length. All entries must have a metal deflec-
tor or firewall extension between the fenders and  
the leading edge of the doors so that fire, liquids, etc. 
cannot come into the driver’s compartment.  
 
HOOD & HOOD SCOOP 
Hood scoops are permitted and are allowed to have 
one opening. Vehicles that are equipped with an EFI 
system are not required to run a hood scoop. Carbure-
tors must be completely covered by the hood or hood 
scoop.  
 
FIREWALL 
A minimum of .024 inch steel or titanium firewall is 
mandatory. The use of aluminum, magnesium or car-
bon fiber in the construction of a firewall is prohibited. 
 
WINDSHIELD & WINDOWS 
Full windows are mandatory. Windows must be closed 
and not operative. Cutting or notching of windshield 
permitted if covered by the hood or hood scoop. Min-
imum of a 4 inch diameter opening on side windows is 
mandatory. Windows can be made from 1/8th inch 
polycarbonate material. 
 
 

FLOOR 
Driver’s side floor pan must be steel and welded into 
place. The remainder of the floor section can be .024 
inch steel, .032 inch aluminum, or carbon fiber. The use 
of magnesium is prohibited.  
 
WHEEL WELLS/TUBS 
Rear wheel wells/tubs must be separate from each tire.   
 
WING/SPOILERS 
Any style of rear wing/spoiler is permitted. Any adjust-
ments to the wing/spoiler during a run are prohibited.  
 
TAILLIGHT 
One functional taillight is mandatory.  
 
APPEARANCE 
All cars in competition must be painted or wrapped. 
Advertising graphics are permitted on the body. In 
order to be eligible for the NMCA official contingency 
program, all contingency sponsors’ decals must be eas-
ily visible and located on the outside of the vehicle. Fail-
ure to do so can result in the driver forfeiting all 
claimed contingencies for that particular event. The 
NMCA requires that all entries run the following decals: 
1. NMCA Windshield Banner: Decal needs to be located 
on the top of the windshield or just above the wind-
shield located on the body.  
2. NMCA Drag Racing Series: Decals (2) must be located 
on each side of vehicle. Either on the side windows or 
decals can be located on the body right beside the side 
windows.   
3. Class Sponsor: Decal must be located on the passen-
ger’s side lower portion of the windshield. 
4. VP Racing Fuels: Official Fuel decals (2) required.  Must 
be located on each side of vehicle.  (In a contingency 
decal manner) 
5. Aerospace Winners Circle: Decals (2) must be promi-
nently displayed on each side of vehicle. Failure to do 
so can result in the winning driver forfeiting his/hers 
Winner’s Trophy & Payout. 
6. Class & Competition Numbers: Numbers must be 
easily visible/legible and located on the front, back, and 
both side windows.   
 
ELECTRICAL: 8 
BATTERY 
Maximum of two batteries are allowed.  
 
IGNITION 
Maximum of one magneto and or distributor is al-
lowed. Maximum of only one spark plug per cylinder is 
allowed.  Magneto systems are limited to using a single 
44 amp maximum output system. The use of multiple 
ignition coils (one per cylinder) instead of using a  
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CLASS OVERVIEW 
Factory Super Cars is an eliminator designed for the De-
troit-based OEM companies to compete heads-up with 
the 2008 and newer factory drag racing cars dubbed 
Chevrolet COPO, Dodge Drag Pak, and Ford Cobra Jet. 
It is the rebirth of factory muscle car drag racing on the 
quarter-mile dragstrip.  Different year engine configu-
rations may be transplanted into different year bodies 
as long as they are the same make and model. Example: 
2017 Copo engine may be transplanted into a 2008 Ca-
maro. Cross breeding of brands is strictly prohibited.  
  
Note: This set of class rules is presented to all competi-
tors under the assumption that any modifications not 
specifically written within these rules shall be deemed 
illegal, unless the competitor has the expressed written 
consent from the NMCA Tech Director.  
 
RACING FORMAT 
This class will be an all run, heads-up field, NHRA Pro 
Ladder, on a .500 Pro Tree, Autostart.  
 
CLASS DESIGNATION = FSS 
 
ENGINE                             POWER ADDER       BASE WEIGHT 
Ford 302 (2010 – 2016)            2.9L Whipple                      3450  
Ford 327 (2019)                         3.0L Whipple                      3575 
Ford 351 (2019)                         2.9L Whipple                      3575 
GM 350 (2014 - 2018)               2.9L Whipple                      3450 
GM 350 (2019 - 2020)              2.65L Magnuson                3575 
Mopar 354 (2015)                      2.9L Whipple                      3500   
Mopar 354 (2020-2021)            3.0L Whipple                      3575 
 

REQUIREMENTS & SPECIFICATIONS 
ENGINE: 1 
AIR INLET TUBE 
Optional. If used, air inlet tube must be OEM automo-
tive or retain OEM configuration. Air inlet tube may be 
cut or trimmed, epoxying prohibited. If using current 
engine combination in an older model year air inlet 
tube and must be approved by NMCA Technical Serv-
ices before use. 
 
CYLINDER HEADS 
Must be correct casting number for year engine com-
bination claimed.  CNC porting of Intake runner, ex-
haust runner, and combustion chamber is permitted. 
Changing the configuration of the Combustion Cham-
ber is prohibited. Welding, epoxying any part of the in-
take, exhaust port is prohibited. Spark-plug hole must 
maintain stock location, size, and angle as machined by 
the OEM: spark plug adapters prohibited. Intake and 
exhaust manifold adapter plates prohibited. Valve-
guide centerlines must maintain the stock lateral and 
front-to-back location as machined by the OEM. Cylin-
der heads are additionally restricted in that they must 
retain original-size valves at original angles +/- 1 degree 
and must be able to hold original cylinder-head vol-
ume. Runner volumes may not exceed the current 
Super Stock cylinder-head volumes as listed on 
www.NHRARacer.com. External modifications beyond 
normal repair prohibited. Final acceptance as deter-
mined by NMCA. Intake side of head may not be  
cut into any part of valve cover bolt holes or intake 
mounting holes. Valve-cover bolt holes must remain 
unaltered and in their original location. The following 
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are permitted: polylocks, jam nuts, screw-in larger-di-
ameter rocker studs or pinned studs, bronze-wall valve 
guides, cylinder head studs. Valve spring umbrellas op-
tional. Cylinder head may have all of the seats replaced. 
Any valve-job permitted, O-ringing head prohibited.  
 
BLOCK 
Must be same make as car used, NMCA or NHRA- 
accepted aftermarket cylinder blocks permitted. Equip-
ment other than original factory-installed prohibited.  
Engine must remain in stock location — height, set-
back, etc. Cylinder bores must not exceed .080-inch 
overstock. Bores are measured at top of cylinder where 
ring wear is not evident.  Normal balance job (i.e., one 
piston/rod assembly untouched) permitted. Otherwise 
lightening of component parts prohibited. All throttle 
bodies, manifolds, heads, etc. must be tightened to pre-
vent any air or fuel leaks. Vacuum lines must be securely 
connected or blocked off. Stroke tolerance is +/- .015-
inch.  Stock OEM, NMCA or NHRA accepted aftermarket 
crankshaft mandatory. Aftermarket crank must retain 
OEM configuration. Lightening of crankshaft other than 
normal balance job prohibited.  Cylinder blocks may be 
sleeved. O-ringing cylinder blocks are prohibited.  
Aftermarket SFI  Spec 18.1 harmonic balancer is 
mandatory.  See NHRA General Regulations 1:2.  
 
CONNECTING RODS 
Stock or NMCA accepted aftermarket connecting rods 
are permitted. Length must be stock +/- .025-inch cen-
ter to center. The use of connecting rod and crank 
spacer bearing is prohibited. The combined weight of 
the piston, pin, rings and connecting must be equal to 
or greater than the NHRA stock replacement minimum 
assembly weight.  
 
PISTONS & PINS 
Stock or NMCA accepted aftermarket pistons and pins 
are permitted. Aftermarket pistons may be forged  
or cast and must retain as-cast or as-forged head  

configuration. Piston must the same overall design with 
the same dome and/or dish configuration as the  
factory OEM piston. The pistons must retain the correct 
number, location, depth and width of ring groves. Any 
steel wrist pin of OEM diameter permitted. Any modi-
fications to the piston and/or pin are prohibited.  
 
FUEL INJECTION 
Electronic fuel injection permitted.  Larger fuel injectors 
permitted, provided no modification or re-drilling of 
manifolds is performed. Only one injector per cylinder 
permitted.  
 
GAS TANK 
Fuel cell permitted; maximum capacity 5 gallons. Fuel 
cell must be located in the trunk area only, a firewall of 
minimum .032-inch aluminum or .024-inch steel  
must be installed to totally seal driver compartment 
from fuel cell.  
 
OIL CONTAINMENT DEVICE 
All entries must have a properly fitting lower engine oil 
containment device.   
 
THROTTLE BODY 
Must be correct year, make and model specified for cars 
engine.  Smaller than Stock dimension Throttle Body 
permitted.  Sandblasting, grinding, flash removal, dry 
film coating, or any other modification to throttle body 
prohibited. If OEM throttle body(s) was equipped with 
electronic throttle control (i.e., drive by wire), the throt-
tle body(s) may be adapted to mechanical throttle link-
age if an aftermarket OEM-type electronic-fuel injection 
system is used.   
 
SUPERCHARGER 
Must be correct year, make and model specified for cars 
engine.  Sandblasting, grinding, flash removal, dry  
film coating, or any other modification to Supercharger 
prohibited.   
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SUPERCHARGER PERMITTED PULLEY CHART 
YEAR                     BRAND                            CID/HP                     SUPERCHARGER                              UPPER                                  LOWER       
2014-2015 Camaro COPO 350                              530 HP                              2.9L Whipple                                           3.250                                            8.000  
2016-2018 Camaro COPO 350                              580 HP                              2.9L Whipple                                           3.250                                            8.000 
2017-2018 Camaro COPO 350                              590 HP                              2.9L Whipple                                           3.125                                            8.000 
2019-2020 Camaro COPO 350                              630 HP                              2.65L Magnuson 34J/32R                      3.125                                            8.000 
2015 Challenger Drag Pak 354                               530 HP                              2.9L Whipple                                           3.000                                            7.950 
                                                                                  540 HP                              2.9L Whipple                                           3.000                                            7.950 
2020-2021 Challenger Drag Pak 354                                                                3.0L Whipple                                           3.500                                            7.530  
2010 Mustang Cobra Jet 330                                 500 HP                              2.9L Whipple                                           3.970                                            8.125 
2012 Mustang Cobra Jet 330                                 510 HP                              2.9L Whipple                                           3.970                                            8.125 
2013 Mustang Cobra Jet 302                                 500 HP                              2.9L Whipple                                           3.500                                            8.000 
2014 Mustang Cobra Jet 302                                 525 HP                              2.9L Whipple                                           3.375                                            8.000 
                                                                                  560 HP                              2.9L Whipple                                           3.000                                            8.000 
2016 Mustang Cobra Jet 302                                 565 HP                              2.9L Whipple                                           3.250                                            8.000 
                                                                                  575 HP                              2.9L Whipple                                           3.250                                            8.000 
2019 Mustang Cobra Jet 327                                 610 HP                              3.0L Whipple                                           3.500                                           6.938  
2019 Mustang Cobra Jet 351                                  570 HP                              2.9L Whipple                                           3.250                                            8.000

INTERCOOLING 
Factory OEM intercoolers and intercooler tanks must 
be retain for year, make and model being claimed. 
 
OILING SYSTEM 
Any oil pan permitted. Stock or aftermarket OEM type 
oil pump is permitted. Oil pump location, oil pump 
drive, and complete oiling system must remain as  
originally produced. The use of an accumulator is  
permitted.   
 
COOLING SYSTEM 
Full size stock type radiator for year, make and model 
being claimed is required. Aluminum radiators are per-
mitted. Any cooling fans are permitted. Any aftermarket 
factory OEM type water pump is permitted. Water 
pump must bolt onto the factory location without any 
modifications.  
 
FUEL SYSTEM 
Any electric fuel pump permitted. Electric fuel  
pump must shut off with vehicle’s ignition switch or 
master cut-off switch. Fuel lines may be changed to any 
size line with in-line fuel filters and fuel regulators  
permitted. 
 

FUEL 
Gasoline is the only acceptable fuel allowed. NMCA  
reserves the right to inspect fuel at any time during 
competition. Failure to pass Fuel Check is grounds for 
disallowance of the run during competition and  
disqualification from the event during eliminations.  
Fuel must read no greater than “0” on the Kavlico  
Model FT-K01 Fuel Check meter. No oxygenated fuels 
permitted.    
 
DRIVETRAIN: 2 
AUTOMATIC TRANSMISSION 
Any model transmission, same make as car, with a max-
imum of three forward speeds. Transmission case must 
be OEM or aftermarket OEM replica from a standard, 
automotive application as found in the Official NHRA 
Stock Car Classification Guide. Aftermarket case must 
meet SFI Spec. 4.1. NHRA-accepted adapter plates  
permitted. Modifications to shifting patterns are per-
mitted, provided full shift pattern is retained. Full shift 
pattern must include park and reverse. Any gear 
change must occur as a result of an internal function of 
the transmission or from direct action by the driver. 
Shifting with the use of pneumatic, electric, hydraulic, 
etc. is prohibited. Lockup converters of any kind are 
prohibited. Wires for a trans brake, line lock, starting line 



enhancer (bump box), wheel speed, driveshaft speed 
or GPS signal to transmission prohibited. Deepened 
stock or aftermarket transmission oil pans permitted. 
Functional neutral safety switch mandatory. Transmis-
sion brake prohibited. Starting line staging devices are 
prohibited.  Tailshaft modifications for bushing replace-
ment, or NHRA-accepted aftermarket tailshaft permit-
ted.  Must be equipped with a transmission shield 
meeting SFI Spec 4.1. Any car running quicker than 
9.99, SFI 29.1 automatic transmission flexplate and  
SFI 30.1 flexplate shield mandatory. See General  
Regulations 2:12, 2:14  
Lockup Torque Convertor prohibited.   
 
TRANSMISSION, MANUAL 
Manual transmission prohibited. 
 
DRIVELINE 
Any steel or aluminum driveshaft is required. Carbon 
fiber driveshaft is prohibited. Driveshaft safety loop is 
required. 
 
BRAKES, STEERING & SUSPENSION: 3 
BRAKES 
Front and rear hydraulic brakes are required. Carbon 
brakes are prohibited. Automated brakes are prohib-
ited. The application and release of the brakes must be 
a function of the driver. Dual reservoir master cylinder 
is required. Line-lock is permitted only on the front 
wheels using one line-lock button and solenoid.  
Any other electrical, pneumatic, hydraulic, etc. switch 
in braking system is prohibited.  

SHOCKS/STRUTS 
No pneumatic or electronic shocks permitted unless 
such items are Factory OEM equipped. No additional 
reservoirs permitted.  
 
FRONT SUSPENSION 
Must retain complete stock front suspension system as 
produced by manufacturer for body used, aftermarket 
tie rods with Heim joints permitted. Travel limiters  
permitted. Sway bar optional. See NHRA General  
Regulations 3:4 
 
REAR SUSPENSION 
Must remain as produced by the OEM, NMCA or NHRA 
accepted except for the following:  Coils may be 
changed (clamped or spaced) as long as stock mount-
ing points are maintained. Solid bushings in rear sus-
pension permitted. Cars with rear coil springs may 
relocate the upper control arm at rear-end attachment 
point. Rear trailing arms may be replaced with NHRA-
accepted OEM-type aftermarket units. Aftermarket 
lowerunit must be non-adjustable and have bushed 
ends (no heims). Aftermarket upper unit may be ad-
justable and use heim ends instead of bushings. Sway 
bar(s) optional. OEM or aftermarket torque arm permit-
ted only on vehicles OEM-equipped with a torque arm. 
OEM torque-arm attachment points at rear end must 
be retained. See NHRA General Regulations 3:4. 
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HOOD SCOOPS 
The use of aftermarket forward facing hood scoops is 
prohibited. Factory OEM hood scoops are permitted.  
 
COWL AREA 
Complete OEM cowl is required. 
GRILLE 
Grille must be full production for make, model and year 
being claimed. Covering in front of or behind the grille 
is prohibited.  
 
FIREWALL 
Stock, unaltered firewall is required. Any holes in fire-
wall must be sealed to separate the engine bay from 
interior. 
FENDER SPLASH PANS 
Full, factory OEM or aftermarket inner fenders are re-
quired.  
 
WINDSHIELD & WINDOWS 
Factory type OEM glass is required and must be  
operational.  All windows and windshields must be 
clear except for factory tinted safety glass and be in 
good condition. Aftermarket pre-fitted and formed  
polycarbonate windows permitted (ie., Proglass, Optic 
Armor, etc.)  Must be installed like OEM glass to give 
OEM appearance, no rivets or fasteners should be  

visible.  Construction style Plexiglass prohibited.  See 
NHRA General Regulations 7:8.   
 
FLOOR 
Complete stock floor, in the stock location is manda-
tory. Any holes in floor and/or transmission tunnel must 
be sealed. 
 
WHEEL WELLS 
Factory wheel wells/tubs are required.  
 
WING/SPOILERS 
Factory OEM rear wing/spoiler are permitted.  
Any adjustments to the wing/spoiler during a run are 
prohibited.  
 
STREET EQUIPMENT 
Headlights and operational taillights/brake lights are 
required. 
 
APPEARANCE 
All cars in competition must be painted or wrapped. 
Advertising graphics are permitted on the body.  
In order to be eligible for the NMCA official contingency 
program, all contingency sponsors’ decals must be eas-
ily visible and located on the outside of the vehicle. Fail-
ure to do so can result in the driver forfeiting all claimed 
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WHEELIE BARS 
Wheelie bars are permitted and cannot be longer than 
48-inches or to the rear bumper, whichever is greater. 
 
FRAME: 4 
CHASSIS 
All vehicles must have a chassis that meets the guide-
lines set by SFI for their respective speed and elapsed 
time.   A valid NHRA serialized Chassis sticker is manda-
tory for any car running 9.99 or quicker, or 135mph or 
faster at a NHRA member track.   
 
ROLL CAGE 
Roll cage meeting SFI 25.5 is mandatory. See NHRA 
General Regulations 4:4, 4:11, 10:6. 
 
FRAME 
Front and rear frame rails must remain unaltered and 
in the stock locations. Rear frame rails may be notched 
for tire clearance only. Notching rear frame rails for rear 
end clearance/ride height purposes is prohibited. Sub 
frame connectors are permitted.    
 
WHEELBASE 
Entries must retain stock wheelbase dimensions of + or 
– 1 inch. Maximum wheelbase variation from left to 
right is 1 inch. 
 
GROUND CLEARANCE 
A minimum of 4 inches from the front of the vehicle to 
12 inches behind front spindle centerline is mandatory. 
A minimum of 3 inches for the rest of the vehicle is 
mandatory (except for oil pan and exhaust headers).  
 
BUMPERS 
Complete stock bumpers, guards, and braces (front and 
rear) mandatory, consistent with make, model, year 
claimed. Energy absorbing apparatus may not be  
removed. Rear bumper cover or valance only (i.e., not 
the bumper) may be notched or slotted for clearance 
around wheelie bars. Opening maximum is to allow for 
wheelie-bar movement only. Removal of rear bumper 
cover or trimming rear bumper cover the full width of 
wheelie bar prohibited. 
 
TIRES & WHEELS: 5 
TIRES 
The use of 30-inches tall by 9-inches wide or smaller 
slicks is required. Rear tires may not exceed 10-inches 
wide regardless of wear. Tire tread may not extend out-
side of the fender.  
 
WHEELS 
Aftermarket racing wheels permitted. 
 

ELECTRICAL:6 
BATTERIES/CHARGING SYSTEM 
Battery may be relocated and must be an  
automotive type 
 
DISTRIBUTOR 
Any battery operated, stock type ignition is permitted. 
Crank trigger systems prohibited unless OEM  
distributor-less ignition. Distributor-less ignition must 
retain OEM number of coils.   
 
IGNITION 
Two-step permitted. Two-step must be foot-activated 
through brake pedal, or pressure switch. Hand release 
prohibited. All wiring associated with the ignition  
system must be fully visible, labeled, and traceable.  
See NHRA General Regulations 8:3. 
 
MASTER CUTOFF 
A master cutoff switch is mandatory on all vehicles with 
a battery located in the trunk.  
 
STARTER 
Aftermarket starters, in stock location permitted. 
 
INTERIOR: 7 
UPHOLSTERY 
Must have full factory type upholstery, including carpet, 
door panels, headliner, and factory dash. Driver’s seat 
is required and mounted in the stock location.  
Aftermarket front seats are permitted and must be  
upholstered. Rear seat, heater and A/C controls may be 
removed.  
 
STEERING COLUMN/WHEEL 
OEM or stock type steering column required. Steering 
column must have a factory appearance. Removable 
steering wheel is permitted.  
 
PEDALS & PEDAL LOCATION 
Stock type pedals and linkage in the factory location 
are required.  
 
BODY: 8 
BODY 
Body must retain original appearances and profiles for 
year, make and model being used. OEM body shell 
must be intact. Light weight body panels are restricted 
to hood, bumpers and deck-lid/truck-lid or hatch. Hood 
may be a lift-off style and deck-lid/trunk-lid or hatch 
must be hinged. Lift off style deck-lid/trunk-lid or hatch 
is prohibited. Alterations or aerodynamic modifications 
are prohibited.  
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contingencies for that particular event. The NMRA does 
require all entries to run the following decals: 
1. NMCA Windshield Banner: Decal needs to be located 
on the top of the windshield or just above the  
windshield located on the body.  
2. NMCA Drag Racing Series: Decals (2) must be located 
on each side of vehicle. Either on the side windows or 
decals can be located on the body right beside the side 
windows.   
3. Class Sponsor: Decal must be located on the  
passenger’s side lower portion of the windshield. 
4. VP Racing Fuels: Official Fuel decals (2) required.  Must 
be located on each side of vehicle.  (In a contingency 
decal manner) 
5. Aerospace Winners Circle: Decals (2) must be promi-
nently displayed on each side of vehicle. Failure to do 
so can result in the winning driver forfeiting his/hers 
Winner’s Trophy & Payout. 
6. Class & Competition Numbers: Numbers must be 
easily visible/legible and located on the front, back, and 
both side windows  
 
SUPPORT GROUPS: 9 
COMPUTER/DATA RECORDERS 
Original OEM computer may be replaced with an after-
market computer. Data recorders are permitted.  
 
BRACKET RACING AIDS 
The use of any bracket racings aids such as optical sen-
sors, delay boxes, shutter boxes, throttle stops, etc. are 
prohibited. The use of any device (electrical or mechan-
ical) that allows a driver to ascertain the position of their 
vehicle to the starting line is prohibited.  
 
TOW VEHICLES 
The use of tow-vehicles is permitted. 
 
 
 
 
 

DRIVER: 10 
HEAD AND NECK RESTRAINT DEVICE/SYSTEM 
A head and neck restraint device/system meeting SFI 
38.1 mandatory and must display a valid SFI label. At all 
times that the driver is in the race vehicle, from the 
ready line until the vehicle is on the return road, driver 
must properly utilize an SFI 38.1 head and neck restraint 
device/system, including connecting the helmet as re-
quired for full functionality of the device. The head and 
neck restraint device/system, when connected, must 
conform to the manufacturer’s mounting instructions, 
and it must be configured, maintained, and used in  
accordance with the manufacturer’s instructions.  
Modification of the device is prohibited. 
 
DRIVER 
The driver when in the vehicle, from the ready line until 
the vehicle is safely stopped on the return road, is re-
quired to have all safety restraint systems (including the 
helmet) on and be securely fastened in the vehicle at 
all times 
 
CREDENTIALS 
A Valid state or government issued driver’s license  
beyond a learner/s permit level is mandatory for cars 
running 10.00 or slower. A valid NHRA competition li-
cense is mandatory for cars running 9.99 or quicker, at 
a NHRA Member Track. A valid NHRA or an IHRA com-
petition license is mandatory at an IHRA Member Track. 
 
Note: It is ultimately the competitor’s responsibility  
to familiarize themselves with the NMCA class require-
ments as well as all NHRA safety requirements.  
The competitor agrees they bear the ultimate respon-
sibility when it comes to safety and how it complies 
with the NMCA and NHRA rule books. The competitor 
also agrees that no one else other than the competitor 
is in the best position to know about how their  
particular race car has been constructed and how to 
safely operate it.
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RACING FORMAT 
This class will be an all run heads-up field, NHRA Pro Style Ladder on a .400 Pro Tree.  
 
ENGINE                                                                     POWER ADDER                                        BASE CID                     BASE WEIGHT 
6 Cylinder diesel (Cummins)                                               Turbo 88mm                                                       431                                    3200 
6 Cylinder/4 Cylinder                                                           Turbo 80mm                                                       431                                    2750 
6 Cylinder/4 Cylinder                                                           Turbo 88mm                                                       431                                    2800 
Small Block                                                                           Nitrous                                                                 500                                    2300 
Small Block                                                                           Supercharger 4.025”Inducer                              480                                    2875 
Small Block                                                                          Supercharger 4.200”Inducer                              480                                    2975 
Small Block (M1 W/ BILLET BLOCK OR HEADS)                          Roots Supercharger 871                                    480                                    3075 
Small Block                                                                           Turbo 80mm                                                       480                                    2825 
Small Block                                                                           Turbo 85mm                                                       480                                    3050 
Small Block                                                                          Turbo 88mm                                                       480                                    3125 
Big Block                                                                              Naturally Aspirated                                             750                                    2600 
Big Block Conventional Head                                              Nitrous                                                                up to 588                           2775 
Big Block Un-Conventional Head                                       Nitrous                                                                up to 588                           2825 
Big Block Conventional Head                                              Nitrous                                                                 589-610                            2825 
Big Block Conventional Head                                              Nitrous                                                                611 to 650                         2850 
Big Block Un-Conventional Head                                       Nitrous                                                                up to 650                           2925 
Big Block 5.00 bore space                                                   Nitrous                                                                up to 740                           3200 
 

ALL COMBINATIONS BASE WEIGHTS ARE BASED ON GASOLINE AS FUEL!

CLASS OVERVIEW 
Street Outlaw is a heads-up class designed for small tire, single power adder small block and big block engine 
combinations to compete on the eighth mile. Centrifugal Superchargers, Turbochargers and Nitrous Combinations 
are restricted to specific dimensions/sizes to ensure overall class parity. All entries have the option to run either a 
275 drag radial tire or 28inch by 10.6inch bias slick on any type of rear suspension. 
 
Note: This set of class rules is presented to all competitors under the assumption that any modifications not specifi-
cally written within these rules shall be deemed illegal, unless the competitor has the expressed written consent 
from the NMCA Tech Director.



CYLINDER HEADS 
Any aftermarket cylinder head is permitted. Small block 
entries are permitted to use billet cylinder heads. Billet 
cylinder heads are only permitted to be used with cast 
engine blocks. The use of billet cylinder heads with bil-
let blocks is prohibited. Big block entries are permitted 
to run any cast conventional and unconventional style 
heads.  Twin spark plugs per cylinder are permitted for 
Factory OEM applications (Gen III Hemi).  Diesel combo 
exempt.  
 
INTAKE MANIFOLD 
Any intake manifold is permitted.  Except on Big Block 
conventional or Big Block unconventional stock bore 
space, nitrous combos. (A commercially available, mass 
produced, cast aluminum intake manifold is required). 
 
NITROUS 
Small Block Entries: Allowed to use any multi-stage  
system.  
Big Block Entries: Allowed to use any single-stage system 
with a maximum of one nozzle per intake runner.  
Big Block & Small block nitrous are permitted 
water/meth injection. All EFI Big Blocks will only be  

allowed 2 nitrous solenoids for a dry nitrous system and 
will only have 1 line per nozzle/per cylinder. (Using both 
sides of the fogger nozzle on a dry EFI NOS BB combo 
is prohibited (Cold nitrous systems permitted)  
 
CENTRIFUGAL SUPERCHARGERS 
Centrifugal superchargers are allowed a maximum im-
peller inducer diameter of 4.200 inches with a maxi-
mum air inlet outside diameter of 6.00 inches. 
Supercharger impeller must only be constructed of cast 
or billet aluminum.  Supercharger is permitted a fresh 
air source from either the front bumper or grille area of 
the vehicle.  Factory dimensions only for F3D-102, F3D-
106 and V30-102, V30-105. 
 
ROOTS SUPERCHARGER 
Maximum roots Supercharger permitted is 8-71. Any 
overdrive permitted for 8-71 superchargers.  Manifold 
burst panel meeting SFI Spec 23.1 plus restraint system 
meeting SFI Spec 14.2, including injector restraint straps 
mandatory. Cast or billet cases permitted.  NMCA Tech 
reserves the right to tear down and inspect blower at 
any time.  
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NOTES:  
Maximum CID for all small block boosted entries is 480 
inches.  
Maximum CID for all small block nitrous entries is 500 
inches.  
Maximum CID for nitrous big block entries is 650 inches 
on Non 5.00 bore space combinations.  (add 2.5lbs per 
cubic inch over 632 for non 5.00 bores space nitrous 
combos) 
Maximum Deck Height for all small block combinations 
is 10.000 inches.  
Maximum Deck Height for Small Block Nitrous combi-
nations and GM Big Block combinations is 10.200 
inches. 
Maximum Deck Height for Ford Big Block Combina-
tions is 10.300 inches.  
Maximum Deck Height for Mopar Big Block Combina-
tions is 10.700 inches. 
Maximum CID for nitrous big block entries is 740 inches 
on 5.00 bore space combinations.   Maximum CID for 
naturally aspirated big block entries is 750 inches. 
6cyl/4cyl combinations – no adder/deducts apply 
6cyl/4cyl combinations are permitted intercooler and 
Nitrous with gasoline as fuel.  (Prohibited with M1 as 
fuel)  
Boosted diesel combinations may only use nitrous 
oxide as a second power adder.   
 
WEIGHT ADDITIONS/DEDUCTIONS 
Add 50lbs for M1 WITH Turbocharger (intercooler not 
permitted with M1) 
Add 50lbs for M1 with Supercharger (intercooler not 
permitted with M1) 
Add 100lbs for any combination using a lockup trans-
mission/convertor.  (No adder for N/A, SB Nitrous) 
Add 75lbs for non-inline on any Small Block Super-
charger 4.025 inducer combination. 
Add 50lbs for inline non-SVA on any Small Block Super 
charger 4.025 inducer combination.  
Add 50lbs. for billet head (must be used with cast block 
only and be stock bore space)  
Add 50lbs. for billet block (must be used with cast head 
only and be stock bore space) 
Add 50lbs for any Hemi type head.  
Add 50lbs. for SR20 or equivalent BB cylinder head 
must maintain 20 deg. Valve Angle and conventional 
port layout 
Add 25lbs for Small Block Nitrous combinations with 
10.200 Deck Height.  
Add 25lbs for any turbocharger compressor wheel ex-
ducer larger than 134.0 mm tip/to/tip.   
Deduct 25lbs for any Nitrous combination using inline 
non-stock valve angle 12deg to 18deg cylinder head.  
Deduct 50lbs for cast iron small block Chevrolet or LS 
with stock deck height.  

Deduct 50lbs for turbo without ram-air.  
Deduct 50lbs for IRS 
Deduct 50lbs for belt driven centrifugal supercharger. 
Deduct 50lbs. for 3.700 inducer diameter Centrifugal 
Super charger (from 4.025 base weight) 
Deduct 50lbs for any N/A or Nitrous combinations 
using a 4150 carb/throttle body 
Deduct 50lbs on any 5.00 bore space combination with 
cast intake manifold  
Deduct 50lbs for any SB Nitrous combination using 
Stock Valve raised runner heads (23*GM, 20* Ford, 18* 
Mopar, and square port 15*LS)  
Deduct 50lbs for any boosted combination using inline 
11deg or down cylinder heads.  
Deduct 75lbs for any Small Block boosted combina-
tions using 13deg to 15deg inline, square port heads 
or Stock Valve Angle, (23*GM, 20* Ford, 18* Mopar, 
15*LS) Inline raised runner heads 
Deduct 100lbs. for combos using 4.100 Centrifugal Su-
percharger (from 4.200 base weight) 
Deduct 125lbs. GTX55-85 GTX55-88 GEN 1 (118 mm 
compressor exducer backplate) 
Deduct 100lbs. for any plate nitrous system 
Deduct 50lbs for 710 cubic inch or smaller 5.00 bore 
space nitrous combinations.  
Deduct 100lbs. Small block nitrous and Small Block 
boosted entries using cathedral port LS 13.5/15 degree 
or Stock Valve Angle 23*GM, 20* Ford, 18* Mopar non 
raised runner, inline valve heads.   
Deduct 150lbs for any Ford Modular combinations, 8.2 
deck height combinations or 365cid or smaller pushrod 
combinations using billet block.  
Deduct 175lbs for any Ford Modular engine combina-
tions, 8.2 deck height combinations or 365 Cubic inch 
or smaller pushrod combinations (No billet block (Coy-
ote billet permitted)) 
 
REQUIREMENTS & SPECIFICATIONS 
ENGINE: 1 
BLOCK 
Any aftermarket cast iron or aluminum engine block 
permitted. Billet engine blocks are permitted. Billet 
blocks are only permitted to be used with cast cylinder 
heads. The use of billet cylinder heads on billet blocks 
is prohibited. Factory OEM bore spacing for particular 
engine brand being used is required for all entries.  
Diesel combo exempt.  
 
HARMONIC BALANCER 
SFI Spec 18.1 balancer is required. 
 
ENGINE MOUNTS & LOCATION 
Engine block and cylinder heads cannot be in contact 
with the firewall.  
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CARBURETOR 
Aftermarket carburetor is permitted. Split carburetor is 
permitted. No carburetor limitations on 5.00 BS combo. 
 
THROTTLE LINKAGE 
Throttle control must be operated by the driver’s foot 
 
FUEL 
VP Racing Fuels Gasoline, M1, C-85, and E-85 are the 
only fuels permitted.  Diesel combinations must use VP 
Racing Fuels Torque Diesel (Car must be equipped with 
fuel sample valve). NMCA reserves the right to inspect 
fuel at any time during competition Failure to pass Fuel 
Check is grounds for disallowance of the run during 
competition and disqualification from the event during 
eliminations. Fuel is checked using various means. Sam-
ples given to Fuel Check Technical Inspectors are com-
pared to data taken from known fuel samples provided 
by VP, adjusted for temperature, and within a tolerance 
determined by NMCA. Failure occurs when the sample 
readings fall outside those tolerances.  
 
 
 

DRIVETRAIN: 2 
CLUTCH, FLWHEEL & FLYWHEEL SHIELD 
Clutch and flywheel meeting SFI Spec 1.1 or 1.2 up to a 
twin-disc maximum is mandatory. Steel flywheel shield 
meeting SFI Spec 6.1 is mandatory. Flywheel shield can-
not be modified for clutch adjustment and/or cooling 
holes 
 
MANUAL TRANSMISSION 
Aftermarket transmissions with a maximum of 5 for-
ward speeds are permitted. Clutchless transmissions 
are permitted. All gear changes must be a direct action 
of the driver. Pneumatic, electric, hydraulic, etc. shifters 
are prohibited.   
 
AUTOMATIC TRANSMISSIONS 
Any OEM based automatic transmission is permitted 
(example-TH400, Powerglide, etc.).  Any internal modi-
fications permitted.  Lockup convertors permitted. 
Trans-brakes are permitted. Pneumatic, electric, hy-
draulic, etc. shifters are permitted.  Bruno converter 
style transmission prohibited. 
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TURBOCHARGERS 
Single turbocharger limited to 88mm maximum.  
*Garrett GTX GEN II/PTE XPR Permitted using current 
Street Outlaw exhaust turbine measurements with 
weight penalty. Turbocharger size will be verified by 
measuring the housing bore at the leading edge of the 
impeller wheel and must maintain the contour of the 
compressor housing. (Stepped compressor wheel pro-
hibited) Inducer dimensions may not exceed 
80.9/85.9mm/88.9mm and Exducer backing plate and 
blade tip to tip dimensions may not exceed 133mm on 
MID FRAME turbos except where noted.  
*The Garrett GTX GEN II/PTE XPR Inducer dimensions 
may not exceed 85.9mm/88.9mm, Exducer backing 
plate dimensions may not exceed 133mm. The Exducer 
tip to tip measurements may not exceed 142.5mm.  On 
mid-frame turbo claiming 85.9/88.9 on tip to tip in-
ducer measurements the inspection tool must capture 
.200 of the blade tip to be eligible for the latest deduc-
tions in weight.  On LARGE FRAME turbos the inducer 
may not exceed 85.9/88.9mm and Exducer dimensions 
may not exceed 141.224mm. The maximum diameter 
of the housing bore at the leading edge of the wheel 
may not exceed 2 mm more than the maximum allow-
able turbocharger size permitted. Inserts or reducers to 
achieve inlet or outlet dimensions prohibited. Com-
pressor map groove will not exceed .250 of an inch.  Ad-
justable map groove rings prohibited.  Any 
turbocharger entry may be asked to remove the com-
pressor cover and/or turbine housing for inspection. 
The turbine wheel may not exceed 113mm X 103mm 
on any turbocharger. Turbine wheels are only allowed 
to be constructed of Inconel material. Billet aluminum 
compressor wheel/impeller permitted.   Any inconsis-
tent modifications to compressor or turbine wheel, 
blades, hubs, cover, or housing, beyond accepted com-
mercially available manufacturing process, is PROHIB-
ITED. No reduction or milling permitted on the 
compressor or turbine retention nuts. (hub and turbine 
retention nut diameter minimum is .850)  No bore-less 
shaft turbochargers permitted.  Welded covers not per-
mitted on any turbocharger.   
 
INTERCOOLING 
All boosted gasoline, diesel or E85 entries are permitted 
to use one intercooler. Intercoolers can either be air-to-
air or air-to-water. Water and/or ice are the only agents 
allowed to be used with intercoolers. The use of any 
other agent to assist in the cooling of discharge and/or 
inlet air for boosted applications is prohibited.  Use of 
intercooler with M1 (Alcohol) is prohibited (except on 
6cyl/4cyl with M1).  
 
METH INJECTION 
Meth injection permitted, except on gasoline combi-
nations. Any use of nozzle/injector in any engine com-

bination forward of throttle body/carburetor in charge 
tube is permitted.  Most be located within six (6) inches 
of throttle body and must be supplied fuel by intake 
mounted fuel rail.  Diesel Combinations use of stand-
alone fuel supply permitted. 
 
OILING SYSTEM 
Any oil pump/system permitted.   
 
OIL RETENTION DEVICE 
All entries are required to have an oil retention device. 
The device can either be a custom built ballistic blanket 
or a ‘’belly’’ style pan. The pan may be constructed from 
composite or metal. It must have vertical walls of at 
least 2 inches in height. Pan must extend from frame 
rail to frame rail and must extend from front of the en-
gine mounting plate to the rear of the engine block. 
Pan must be attached with a minimum of three attach-
ment points per side.   
 
COOLING SYSTEM 
Any cooling system permitted. Radiators are not  
required.  
 
EXHAUST SYSTEM 
Any exhaust system permitted. All exhaust systems 
must be directed out of body and away from driver and 
fuel tank.  Exhaust may exit underneath car or out the 
front fenders but must not affect timing or staging 
beams. 
 
FUEL SYSTEM 
Any electronic, mechanical or belt driven fuel pumps 
are allowed. Electronic fuel pumps must shut off with 
the master electric cut-off switch. Fuel cell must have a 
pressure cap and be vented to the outside of the body. 
Front mounted fuel cells must meet SFI Spec 28.1 and 
be mounted between the frame rails or enclosed in a 
round tube frame. A round tube frame must be con-
structed of a minimum of 1 ¼-inch O.D. x .065-inch 
chrome moly tubing. Artificial cooling or heating of fuel 
(i.e., cool cans, ice, Freon, etc.) prohibited.  Circulating 
systems that are not part of the normal fuel pump sys-
tem are prohibited.  
 
FUEL INJECTION 
Any aftermarket electronic or mechanical fuel injection 
may be used. Fuel injector size and or type are  
unlimited.  
 
THROTTLE BODY 
Any aftermarket throttle body permitted. Boosted ap-
plications are limited to a single throttle body and N/A 
entries are permitted two.  Any throttle bodies permit-
ted on 5.00 BS combinations.  
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DRIVELINE 
Any steel, aluminum or carbon fiber driveshaft meeting 
SFI 43.1 spec is required.  
 
REAREND 
Any automotive type rear-end is permitted.  
 
BRAKES, STEERING & SUSPENSION: 3 
BRAKES 
Front and rear hydraulic brakes are required. Auto-
mated brakes are prohibited. The application and re-
lease of the brakes must be a function of the driver. Dual 
reservoir master cylinder is required. Line-lock is per-
mitted only on the front wheels using one line-lock but-
ton and solenoid. Any other electrical, pneumatic, 
hydraulic, etc. switch in braking system is prohibited.  
 
STEERING 
Any American production type steering system  
permitted. 
 
SHOCKS/STRUTS 
Aftermarket stock-type shocks/struts permitted. 
 
FRONT SUSPENSION 
Factory type front suspension only. Coil over shocks are 
allowed. Aftermarket replacement control arms are al-
lowed. Aftermarket K-Members/Commercially avail-
able sub-Frames allowed. (Must have prior approval 
from tech) Strut towers must be in factory location with 

factory sheet metal attaching factory frame rail to top 
of strut tower, can be notched, windowed, or trimmed 
for header clearance but must maintain factory sheet-
metal attachment. 
Pre-1978 and Older Vehicles: The use of aftermarket 
bolt-on front suspension kits for engine fitment is per-
mitted.  Factory strut/shock towers are optional in pre-
1978 vehicles using an aftermarket bolt-on front 
suspension kit.   
 
REAR SUSPENSION 
Stock-type, ladder bar, and racing 4-link rear suspension 
systems are permitted.  
 
WHEELIE BARS 
The use of wheelie bars is permitted.  
 
FRAME: 4 
CHASSIS 
All vehicles must have a chassis that meets the guide-
lines set by SFI for their respective speed and elapsed 
time.  A valid NHRA serialized sticker is mandatory at an 
NHRA Member Track.  
 
FRAME 
Stock frame required from the front engine/motor plate 
to the back of the rear wheel tub. Back-halved cars are 
prohibited. Front and rear sub frames may be joined to-
gether. Horizontal and vertical notching of rear frame 
rail is permitted for tire/rear end clearance. 
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APPEARANCE 
All cars in competition must be painted or wrapped. 
Advertising graphics are permitted on the body. In 
order to be eligible for the NMCA official contingency 
program, all contingency sponsors’ decals must be eas-
ily visible and located on the outside of the vehicle. Fail-
ure to do so can result in the driver forfeiting all 
claimed contingencies for that particular event. The 
NMCA requires that all entries run the following decals: 
1. NMCA Windshield Banner: Decal needs to be located 
on the top of the windshield or just above the wind-
shield located on the body.  
2. NMCA Drag Racing Series: Decals (2) must be located 
on each side of vehicle. Either on the side windows or 
decals can be located on the body right beside the side 
windows.   
3. Class Sponsor: Decal must be located on the passen-
ger’s side lower portion of the windshield. 
4. VP Racing Fuels: Official Fuel decals (2) required.  Must 
be located on each side of vehicle.  (In a contingency 
decal manner) 
5. Aerospace Winners Circle: Decals (2) must be promi-
nently displayed on each side of vehicle. Failure to do 
so can result in the winning driver forfeiting his/hers 

Winner’s Trophy & Payout. 
6. Class & Competition Numbers: Numbers must be 
easily visible/legible and located on the front, back, and 
both side windows.   
 
ELECTRICAL: 8 
BATTERY 
A maximum of two batteries is allowed. 
 
IGNITION 
Any battery operated ignition system and distributor 
drive system is permitted.   
 
STARTER 
All entries must be self-starting with an on-board 
starter. 
 
MASTER CUTOFF SWITCH 
An operational master cutoff switch is mandatory. 
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WHEEL BASE 
All entries must maintain a wheelbase of +/- 1inch from 
OEM specifications. 
 
GROUND CLEARANCE 
A minimum of 3 inches from the front of the vehicle to 
12 inches behind front spindle centerline is mandatory. 
A minimum of 2 inches for the rest of the vehicle is 
mandatory (except for oil pan and exhaust headers).  
 
TIRES & WHEELS: 5 
TIRES 
All entries have the choice to either use a 28-inch tall by 
10.6-inch wide bias slick or a 275/60/15 or Pro Bracket 
drag radial tire. Tire tread may not extend outside of the 
fender.  
 
WHEELS 
Aftermarket racing wheels permitted.  
 
INTERIOR: 6 
UPHOLSTERY 
Interior must maintain a factory appearance. Any  
aftermarket racing style seat is permitted. Driver’s seat 
must be located in the stock location. Passenger seat  
is not required. Door panels are required. Floor and 
transmission tunnel where visible must be carpeted or 
upholstered. 
 
STEERING COLUMN/WHEEL 
Aftermarket steering columns and steering wheels are 
permitted.  
 
PEDALS & PEDAL LOCATION 
Any type pedals/linkage is permitted. 
 
BODY: 7 
BODY 
All Vehicles must retain its original appearance, profiles, 
and dimensions. Vehicles permitted replacement roof 
panel. Aftermarket fiberglass and/or carbon fiber re-
placement panels are limited to hood, roof, front fend-
ers, doors, deck-lids, and bumpers only. All front ends 
must be of factory dimensions. Any beam tripping de-
vices forward of the bumper are prohibited. (Track tech 
official will have final say) Complete stock appearing 
front and rear bumpers are required. A hood must be 
used: scoop or hood must cover the entire induction 
system. Forward facing hood scoops/ turbo or  
supercharger inlets are permitted. Alterations or aero-
dynamic modifications are prohibited. Any aftermar-
ket/modified front bumper/valence must have prior 
approval from the NMCA tech department. 
 
 

HOOD SCOOPS 
Forward facing hood scoops are permitted for nitrous 
assisted entries and may not extend above the roof line. 
Vehicles that are equipped with an EFI system are not 
required to run a hood scoop. Carburetors must be 
completely covered by the hood or hood scoop. Sen-
sors, transducers, vents, wiring, hoses/lines, etc. are pro-
hibited from being inside the hood scoop. 
 
COWL AREA 
All entries are required to have an OEM cowl area,  
except 4th Gen GM F-body vehicles.   
 
GRILLE 
All entries are required to have an OEM type grille or 
Facsimile (painted or decaled) permitted 
 
FIREWALL 
Stock, factory firewall location is required. Notching and 
smoothing of firewall is permitted but must be identi-
fiable as being in the factory location. Factory OEM 
fiberglass firewalls (Corvette) are permitted to replace 
the factory firewall with a minimum of .024 thick steel 
located in the factory location. No part of midplate may 
attach or support the firewall.  
 
FENDER SPLASH PANS 
Fender splash pans may be altered. 
 
WINDSHIELD & WINDOWS 
All entries are permitted to use Lexan windows. 
 
FLOOR 
All entries are required to have stock floor pans on both 
the driver’s side and passenger’s side of vehicle. Trans-
mission tunnel may be removable and must be made 
of either .024 inch thick steel or .032 inch thick alu-
minum. Removable floor panels are prohibited.  
 
WHEEL WELLS 
All entries all permitted to use steel, aluminum, or car-
bon fiber wheel tubs.  
 
WING/SPOILERS 
All entries are permitted to use rear wing/spoilers. 
Wing/spoilers are allowed a maximum length of 26 
inches. Any adjustments to the wing/spoiler during a 
run are prohibited.  
 
STREET EQUIPMENT 
All entries must have operational headlights/fog lights 
and taillights.  
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SUPPORT GROUP: 9 
COMPUTER/DATA RECORDERS 
Computer/data recorders are permitted and must 
standalone and to be only used for information  
gathering purposes.  
 
BRACKET RACING AIDS 
The use of any bracket racings aids such as optical sen-
sors, delay boxes, shutter boxes, throttle stops, etc. are 
prohibited. The use of any device (electrical or mechan-
ical) that allows a driver to ascertain the position of their 
vehicle to the starting line is prohibited.  
 
PRESSURIZED BOTTLES 
A maximum of one pressurized container (excluding 
nitrous and fresh air systems) per vehicle is permitted. 
All pressurized bottles must meet D.O.T. 1800lb mini-
mum specification. 
 
TOW VEHICLES 
The use of tow vehicles is permitted. 
 
CREW MEMBERS 
Each crew member must have the proper starting line 
credentials and must were matching attire.  
 
 

DRIVER: 10 
DRIVER 
The driver when in the vehicle, from the ready line until 
the vehicle is safely stopped on the return road, is  
required to have all safety restraint systems (including 
the helmet) on and be securely fastened in the vehicle 
at all times 
 
CREDENTIALS 
A Valid state or government issued driver’s license be-
yond a learner/s permit level is mandatory for cars run-
ning 10.00 or slower. A valid NHRA competition license 
is mandatory for cars running 9.99 or quicker, at a NHRA 
Member Track. A valid NHRA or an IHRA competition li-
cense is mandatory at an IHRA Member Track. 
 
Note: It is ultimately the competitor’s responsibility to 
familiarize themselves with the NMRA class require-
ments as well as all NHRA safety requirements. The 
competitor agrees they bear the ultimate responsibility 
when it comes to safety and how it complies with the 
NMRA and NHRA rule books. The competitor also 
agrees that no one else other than the competitor is  
in the best position to know about how their particular 
race car has been constructed and how to safely  
operate it.
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RACING FORMAT 
This class will be an all run heads-up field, 1/8 mile, NHRA Pro Style Ladder on a .400 Pro Tree.  
 
ENGINE                                                                                                            POWER ADDER                  BASE CID       BASE WEIGHT 
Inline 6 Cylinder (no weight deductions permitted)                                                                       76mm Turbo                                                         2850V6  
Cylinder                                                                                                                            76mm Turbo (116 cast)                                        2600 
V6 Cylinder                                                                                                                       76mm Turbo (116 billet)                                      2700 
V6 Cylinder                                                                                                                       76mm Turbo (133 billet)                                      2750 
Small Block (Inline head)                                                                                                       N/A                                             470                     2500  
Buick, Olds, Pontiac, Mopar (Any single carb / TB intake permitted)                                              N/A                                             632                     2750 
Small Block (AMC) (Chevy 23deg non raised head)                                                                    Nitrous                                       440                     2900 
Small Block                                                                                                                       Nitrous                                       440                     2825 
Small Block                                                                                                                       76mm Turbo (Cast)                   440                     3050 
Small Block                                                                                                                       76mm Turbo (Billet)                  440                     3200 
Small Block (GAS)                                                                                                           Supercharger (91mm)              440                     2975 
Small Block (E85)                                                                                                             Supercharger (91mm)              440                     3025 
Small Block (M1)                                                                                                             Supercharger (91mm)              440                     3100 
Small Block (GAS) (94mm/9.75inch volute) (Deduct 50lbs for cast wheel)                                          Supercharger (94mm)              440                     3150 
Small Block (E85) (94mm/9.75inch volute) (Deduct 50lbs for cast wheel)                                            Supercharger (94mm)              440                     3175 
Small Block (M1) (94mm/9.75inch volute) (Deduct 50lbs for cast wheel)                                            Supercharger (94mm)              440                     3200 
Small Block (Twin Screw/Roots) (ADD 100lbs for 4.7L Twin Screw/Roots) (Eaton 2.65L Deduct 100lbs)           Supercharger 4.0L                    440                     3200 
Buick, Olds, Pontiac, Mopar (Belt Driven Supercharger, Blow-through carb, E85 combo only)               Supercharger (91mm)              440                     3100 
Buick, Olds, Pontiac, Mopar (94mm/9.75inch volute) (Deduct 50lbs for cast wheel)                           Supercharger (94mm)              440                     3250 
Big Block (Big block with 9.8 standard deck height and conventional head) (Add 2.5 lbs. per cu in over 589)       N/A                                             632                     2750 
Big Block (Big block Ford with standard deck height and conventional head) (Over 589 add 75lbs.)                 N/A                                             632                     2750 
Big Block (Big block with tall deck height and conventional head) (Over 589 add 75 lbs.)                              N/A                                             632                     2800 
Big Block (Big block with 9.8 standard height and big chief head) (Add 2.5 lbs. per cu in over 589)                  N/A                                             632                     2825 
Big Block (Big block with tall deck height and big chief head) (Over 589 add 75 lbs.)                                   N/A                                             632                     2825 
(Big block Ford with standard deck height and non-conventional head) (Over 589 add 75 lbs.) 
Big Block (Big block GM with Symmetrical port/non-conventional head) (Over 589 add 75 lbs.)                     N/A                                             632                     2875 
Big Block (Big block Ford with Pro Stock/Symmetrical type cylinder heads) (Over 589 add 75 lbs.)                  N/A                                             632                     2900 
Big Block (Big block with conventional head w/.125 plate) 

(.046 fogger nitrous jet add 25lbs)(SR 20 head add 50 lbs.)                                                                    Nitrous                                       600                     3150 
Buick, Olds, Pontiac, Mopar (Mopar conventional B 1 head accepted)                                           Nitrous                                       588                     3075 
 

All weights will be rounded down to the nearest 5lb. increment.

CLASS OVERVIEW 
Xtreme Street is a heads-up small tire class designed for American production vehicles. Small block and big  
block engines are allowed the use of a single power adder which is restricted in size to maintain class parity.  
Cross breeding of an engine to a different make/manufacturer body is permitted.   
 
Note: This set of class rules is presented to all competitors under the assumption that any modifications not specifi-
cally written within these rules shall be deemed illegal, unless the competitor has the expressed written consent 
from the NMCA Tech Director.

NOTE: 
Maximum CID for all small block N/A combinations is 
480 inches.  
(Add 7lbs per cu in over 470 up to 480 cu in.) 
Maximum CID for all small block Boosted combinations 
is 440 inches.  
Maximum CID for all small block Nitrous combinations 
is 465 inches.  
(441 to 465 cu in add 2 lbs. per cu in over 440) 
Maximum CID for all Big Block Naturally Aspirated com-
binations is 632 inches.  
Maximum CID for big block Nitrous combinations is 
600 inches.  
(589 to 600 cu in add 4lbs per cu in over 588) 
Maximum CID for Buick, Olds, Pontiac, Mopar Nitrous 
combinations is 588 inches. (541 to 588 cu in add 2lbs 
per cu in over 540) 

Maximum CID for Buick, Olds, Pontiac, Mopar Boosted 
combinations is 440 inches.  

 
Any engine in question will be measured with a P&G 
gauge. A correction factor of 1.5% will be used. Com-
petitors may be asked to remove a cylinder head for 
bore and stroke measurements should any discrepan-
cies arise. 
 
WEIGHT ADDITIONS/DEDUCTIONS 
For Cylinder Head adder and deducts refer to the  
Cylinder Head section. 
For Tire adder and deducts refer to the Tire Section. 
 
Add 25lbs for Nitrous combinations using forward fac-
ing Ram Air/Fresh Air. 
Add 50lbs for Boosted GEN III Hemi SBM. 



Add 50lbs boosted combo on M1 (intercooler not per-
mitted) 
Add 50lbs for Cast Tunnel Ram/Sheet-metal/Dual Carbs 
on SB and BB N/A combinations 
Add 50lbs for Small Block 4 Nitrous Jet dry plates 
Add 50lbs for Boosted entries using Forward facing 
Ram Air/Fresh Air unless mod, 8.2 or sub 365ci on gas.  
 
Deduct 25lbs for any N/A combination  with NO  
forward facing scoop 
Deduct 25lbs for leaf spring rear suspension 
Deduct 50lbs for IRS  
Deduct 50lbs for Belt driven centrifugal supercharger 
Deduct 50lbs for Non Intercooled boosted combos on 
gas or E85 
Deduct 50lbs for Single 4150 carb used with 4150 in-
take manifold and 4150 plate system or 
4150 Fogger system. (No deduct for use with EFI (SB 
N/A or SB Nitrous only)) 
Deduct 50lbs for Small Block Single entry nitrous plate 
system (1 nitrous/1 fuel) 
(Small Block combinations with 2 Nitrous Jet dry plate 
is not eligible for single entry plate deduction) 
Deduct 50lbs for Small Block Nitrous fogger entries 
using (+50lb or less) heads 
Deduct 50lbs for Boosted entries using a 365 - 316 
cubic inch small block or mod motor combination  
on M1. 
Deduct 75lbs for Boosted entries using a 365 - 316 
cubic inch small block or mod motor combination on 
Gas or E85.  Permitted ram air with no weight penalty.  
Deduct 75lbs for Boosted or Blown entries using a 315 
cubic inch or smaller small block or mod motor combi-
nation on M1. 
Deduct 100lbs for Boosted or Blown entries using a 315 
cubic inch or smaller small block or mod motor combi-
nation on Gas or E85.  Permitted ram air with no weight 
penalty. 
Deduct 100lbs for BBC, BBF or BOP Nitrous combina-
tions smaller than 540 cubic inch 
Deduct 100lbs for 98mm or smaller turbine wheel on 
Billet 76mm turbo 
Deduct 100lbs for V7/V30-94B (from 94mm super-
charger base weight) 
Deduct 100lbs for Serpentine belt driven centrifugal su-
percharger 
Deduct 150lbs for 8.2 deck nitrous combo. 
Deduct 150lbs from the 91mm base weight for any D-
1X Supercharger Combination.  
Deduct 200lbs for any 3.0L or smaller Screw/Roots 
blower combination.  
Deduct 200lbs if using nitrous with Turbo on Inline 6 
and V6. 
Deduct 300lbs for Inline 6 and V6. 
Deduct 500lbs from Cast 76 base for Turbo Inline 4 
 

REQUIREMENTS & SPECIFICATIONS 
ENGINE: 1 
BLOCK 
Any aftermarket cast iron or cast aluminum block per-
mitted. All blocks are restricted to factory OEM bore 
spacing for brand being used. LSX block bolt pattern is 
permitted for LS based engines. World Products Man-
O-War bolt pattern is permitted for small block Ford en-
gines. All entries are permitted to bush lifter bores.  Billet 
Blocks prohibited. 
 
HARMONIC BALANCER 
SFI Spec 18.1 balancer is required. 
 
ENGINE MOUNTS & LOCATION 
Engine/motor plates and mid-plates are permitted. En-
gine block and cylinder heads cannot be in contact 
with the firewall.  
 
ENGINE COATINGS 
The use of engine coatings is permitted. 
 
CRANKSHAFT 
Any aftermarket steel crankshafts are permitted. 
 

 
CONNECTING RODS 
Any aftermarket connecting rods are permitted. 
 
PISTONS & PINS 
Any aftermarket pistons and pins are permitted.  
 
PISTONS RINGS 
Any aftermarket piston rings are permitted. 
 
CAMSHAFT DRIVE SYSTEM 
Any camshaft drive system is permitted. 
 
 
CAMSHAFT 
Any camshaft is permitted. 
 
LIFTERS/LASH ADJUSTERS 
Any lifters/lash adjusters permitted.   
 
CYLINDER HEADS 
Factory OEM or aftermarket cast iron or aluminum 
cylinder heads are permitted. Billet and one-off fabri-
cated heads are prohibited. All cylinder heads must 
maintain factory OEM bolt pattern for head and intake 

manifold bolts of manufacturer brand being used.  
Porting is permitted. All cylinder heads must maintain 
factory OEM valve angles of +/- 2 degrees. The NMCA 
reserves the right to check valve angle either on or off 
the vehicle.  
Small Block Ford  
• Ford OEM Windsor 289/302/351/5.0 & Cleveland 2 bbl. 
& 4 bbl.  
• Ford OEM 2, 3, and 4V  
• Air Flow Research 165, 185, 205, 225  
• Brodix ST 5.0, ST 5.0R, Track 1, T1, Track 1X, 11R, T1RR, 
Head Hunter F, Neil BF201, Neil BF202 
• Blue Thunder 3.6/4.3 
• Canfield 20 Degree 197 cc, PN# 20450  
• Dart Pro 1 170, 195, 210, 225  
• DSS FH1 
• Edelbrock Performer, PN #60329, #60359, #60279, Per-
former RPM, #60229, #60259, #60269  
• Edelbrock Victor Jr. #7716, CNC #7716, #61269, #61309  
• Edelbrock Victor., PN #77219, #61299, #77289, #77299, 
#61099, #770 
• Edelbrock RPM Performer PN#51259XT  
• Edelbrock E Street PN#5023  
• Edelbrock E Street PN#5025 
• Edelbrock GV2 PN#773169, PN#77319  
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(Nitrous combos add 50lbs) 
• Edelbrock SC1 (Nitrous combos add 125lbs) 
• FRPP GT-40, GT-40P, GT-40X, GT-40Y, J302, N351,  
V351, Z304  
• FRPP Z2 Cylinder Head PN# M-6049-Z2 
• FRPP C3, C302B, C302 (Nitrous combos add 50lbs) 
• Holley 5.0, PN# 300-573, 300-574, 300-575, 300-576, 
300-577, 300-578, 300-579  
• Profiler 222 
• RHS 200cc & 215cc 
• Trick Flow Specialties “High-Port” Head, Twisted 
Wedge, Std. & R, 11R, Track Heat 
• World Products Roush 180, Roush 200, Windsor Jr. & 
Windsor Sr.  
Big Block Ford  
• Ford Factory OEM Iron & OEM Aluminum (2 bbl. & 4 
bbl.)  
• Ford 429/460 Aftermarket Cobra Jet Cylinder Heads  
• Blue Thunder 460 “OEM Cobra Jet Style” Only. THOR & 
Other Versions Prohibited.  
• Blue Thunder FE #CHFE-(LB-LBOE-SB-SBOE)  
• Edelbrock Performer RPM 460, Performer RPM 460 CJ, 
Victor Jr. 460  
• Edelbrock FE390-428 (Edelbrock on end) # 60059, # 
60069, # 60089, # 60079  
• Edelbrock FE390-428 (NHRA on end) # 60057, # 60058, 
# 60087 
• Trick Flow A-460 – PN# TFS-21002, 5441B001, and 
5451B001  
Small Block Chevrolet  
• Air Flow Research 180,190,195,210,220,227,235,245cc 

Street, Racing & Raised Runner Head  
• Air Flow Research 180cc LT 1,195,210,220,227CC 
LT4,215CC LT4RR,205,225 LS1  
• Air Flow Research LS3 Mongoose 12 Degree (Nitrous 
combos add 75lbs.  Boosted combos add 50lbs) 
• All Pro 12 Degree Wedge Head #RE13 & #RE11 (Nitrous 
combos add 50lbs) 
• All Pro RR-245, 23 Degree, Standard Version  
• All Pro LS1-LS6 Hurricane Heads – 15 Degree Only  
• All Pro LSW 12-1 Hurricane-12 Degree Only (+ or - 0 
Degrees)  
• All Pro LS7 Retro-12 Degree Only (+ or - 0 Degrees)  
• All Pro LS -2 and -5 (Nitrous combos add 75lbs.  
Boosted combos add 100lbs.) 
• All Pro LS -1 and -4  
• Brodix, RR 180, ST, (WPSY, T1, T1X, 8, 8 Pro, 10, 10X, 11, 
11X, Standard & Raised Runner)  
• Brodix, BR7 (Nitrous combos add 50lbs.  Boosted com-
bos add 100lbs.) 
• Canfield 23-500 – 23 Degree, 23-600 – 23 Degree  
• CFE BMF RR10 & RR230 Version Only – 23 Degree  
• Chevrolet Factory OEM Iron & OEM Aluminum  
• Dart Iron Eagle 165cc thru 230cc, Race Series 220cc, 
Pro 1 200cc thru 230cc  
• Dart Pro LS 15 
• Edelbrock Performer, Performer RPM, E-Tec 170cc & 
200cc  
• Edelbrock Victor Jr. & Victor & CNC, 23 Degree,  
Standard & Raised Runner  
• Edelbrock Victor Part # 77559 23 degree Raised  
Runner head  
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• Edelbrock/Lingenfelter LS1 Head  
• Edelbrock PRM XT PN#51899  
• Edelbrock LS1\LS2 RPM PN#61899 15degree only  
• Edelbrock LS1\LS2 RPM XT PN#61949 15 degree only  
• Edelbrock PN #619869 LS Cylinder Head 
• Edelbrock E Street PN#5073  
• Edelbrock E Street PN#5089  
• Edelbrock LS-R PN#770468  
(Nitrous combos add 100 lbs) 
• ETP C5X (Nitrous combos add 75lbs, Boosted combos 
add 50lbs) 
• ET Performance LS1 215, 225, 245 & 255  
• Frankenstein Engine Dynamics F-Series 
• GMPP 23-Deg Fast Burn Heads, # 12467713, Bowtie 
Std & Raised #10051101, 12480034  
• GMPP LSX L92 PN#19201807  
• GMPP LSX LS3 PN#19201805  
• GMPP LSX LS7 PN#19201806  
• GMPP LSX LS9 PN#19213963  
• GMPP LSX DR PN#19166979 
• Mast Motorsports LS3 #510-201, #510-203, 510-210 
• Mast Motorsports LS7 #315 
• Mast Motorsports #510-215 (Nitrous combos add 
100lbs) 
• Pontiac 867, 23 Degree, Raised Runner, Standard  
Version  
• Profiler 219(Nitrous combos add 75lbs) 
• Profiler 176X, 291X 
• (RHS)Pro Top Line Pro 23 Degree Iron & Alum Std & 
Raised Runner –215, 222, 256, 222, 256cc  
• (RHS)Pro Top Line 23 Degree Pro Lightning 180, 200, 
223, 228, 242, 235cc Iron & Alum 
• Trick Flow – 18 Degree (Nitrous combos add 75lbs) 
• Trick Flow -  23 Degree  
• Trick Flow LS GenX – 205,215,220,225,235,245,255 
• World Products S/R Torquer, Sportsman II 200 cc Iron 
& Alum  
• World Products Motown 205 cc & 220 cc Iron & Alum  
Chevrolet Big Block  
• Air Flow Research 265, 290, 305, 315, 325, 335, 345, 
357, Oval, Rect & CNC Port  
• Brodix BB-1, BB-1 OEF1, BB-2, BB-2X, BB-2 Extra, BB-2 
Plus, BB-3, BB-3 Extra 
• Brodix Head Hunter Series 24 Degree 
• Brodix SR20 (Nitrous combos add 50lbs) 
• Canfield Big Block Chevy 24.5-800, 24.5-900  
• Chevrolet Factory OEM Iron & OEM Aluminum  
• CFE/BMF 350cc Big Block Chevrolet 
• CFE/BMF 405cc Big Block Chevrolet (Nitrous combos 
add 50lbs)  
• Dart Pro 1 310 cc thru 355 cc, Race Series 265 cc thru 
360 cc 
• Dart Pro II 380 cc 
• Dart 20deg head (Nitrous combos add 50lbs) 
• Edelbrock Victor & Victor CNC, Edelbrock Victor Jr. CNC 

Oval & Rect  
• Edelbrock Performer RPM 454-O, 454-O, 454-R  
• Edelbrock Victor 24-degree Rectangular Port #77419, 
#77409  
• Edelbrock RPM XT Rectangle PN#51539 
• Edelbrock RPM XT Oval PN#51459  
• Edelbrock Victor PN#61409  
• Edelbrock Victor PN#61419  
• Edelbrock Victor PN#614469 
• Edelbrock Victor PN#77609 
• GMPP Signature Series BB Heads cast # 12363401, 
12363391  
• Profiler 224X, 174X 
• (RHS)Pro Top Line Pro Thunder 320, 360 cc Alum & Iron 
• World Products Merlin II Oval & Rect Port 269, 320, 345, 
305, 350 Iron & Alum  
Chrysler Small Block  
• Chrysler Factory OEM Iron & OEM Aluminum  
• Indy 360-1, 360-2  
• Mopar Performance W2, W5, W7, W8, W9  
• Edelbrock Performer RPM, RPM 340  
• Edelbrock Performer RPM Magnum PN#61796  
• Edelbrock Performer RPM Magnum PN#61779  
• Brodix B1-BA, B1-BA/MC  

• Bulldog Performance Chrysler B/RB Heads 
• Thitek GIIIH PN#100-2200JR 
Chrysler Big Block  
• Chrysler Factory OEM Iron & OEM Aluminum Wedge 
and Hemi heads.  
• Brodix B1-BS (Not B1)  
• Brodix B1 (original, non-"MC" or "TS")  
• Bulldog Performance Chrysler B/RB Heads 
• Edelbrock Performer RPM 440  
• Edelbrock Victor PN#77919  
• Edelbrock Victor PN#77929  
• Edelbrock Victor PN#77939  
• Edelbrock Victor PN#77949  
• Indy 440-1, 440-C, SR & Hemi Legend 
• Indy 572-13 
Oldsmobile  
• Olds Factory OEM Iron & OEM Aluminum  
• Batten Small Block Olds Performance W2  
• Bulldog Performance Oldsmobile Heads 
• Edelbrock Performer RPM Big Block  
• Edelbrock Performer RPM PN#60517 NHRA  
Pontiac  
• Pontiac Factory OEM Iron & OEM Aluminum  

• Edelbrock Performer RPM Big Block  
• Edelbrock Performer RPM PN#60587 NHRA  
• Wenzler Series II (Not Super Chief)  
• Edelbrock Pontiac PN#77819, 77829, 77839, and 
77849 
• Part #APTH Cylinder Heads 
• Roland Racing R2 (CV-1) (Nitrous combos add 25lbs) 
• Tiger Head (Nitrous combos add 25lbs) 
Buick  
• Buick Factory OEM Iron & OEM Aluminum  
• TA Performance Stage 1,2,3,4  
• Bulldog Performance Buick Heads  
• Edelbrock Performer RPM PN#60039  
• Edelbrock Performer RPM PN#60049 
AMC  
• AMC Factory OEM Iron & OEM Aluminum  
• Indy 401-SR, 401-1  
• Edelbrock Performer & Performer RPM PN#60109  
• Edelbrock Performer &Performer RPM PN#60119  
• Edelbrock Performer &Performer RPM PN#60129  
• Edelbrock Performer & Performer RPM PN#60139 
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Note: Stock factory OEM heads are those cylinder 
heads that are factory production line installed on pro-
duction vehicles as recognized by NHRA.  
Unless Otherwise Noted- 
Raised intake runner Chevy 23deg, Ford 20deg or LS 
15deg/ OEM Z06 12deg - add 50lbs (Except N/A and LS 
cathedral port 13-15) reduce on boosted to 25lbs. RR 
23 degree.  
Any Combination using Inline non stock valve angle 
add 50lbs (not permitted on boosted combos) 
Any canted valve (non-inline) head add 100lbs (not per-
mitted on boosted combos) 
Nitrous combinations using any 20deg Ford Non raised 
runner intake runner add 25lbs 
TFS-R Ford runs at base 
 
IF A CYLINDER HEAD ISN’T LISTED, CONTACT TECH FOR 
APPROVAL. 
 
INTAKE MANIFOLD 
Any aftermarket, commercially available, mass pro-
duced, single carburetor, 4150 or 4500 series, cast in-
take manifold permitted. Fabricated, sheet metal, billet, 
and any tunnel ram intake manifolds are permitted for 
N/A combinations only. Big Block N/A permitted any 
single entry carb or EFI intake. Modular engines are  
permitted fabricated, billet and/or sheet metal intake 
manifolds. Porting is permitted. Cast Holley LS EFI ram 
intake permitted on boosted LS combinations only.  
Cast Holley hi-ram intake permitted on Small Block Ford 
Combinations. 
 

NITROUS OXIDE 
All entries are permitted to use any conventional single 
stage plate system or any conventional single stage 
fogger system. The use of water injection is permitted. 
The use of a plate system with a fogger system is pro-
hibited. Nitrous push systems are prohibited. The use 
of agents other than nitrous oxide as part of, or mixed 
in, the system is prohibited. All entries must use only 
gasoline for the fuel enrichment circuit.  All nitrous jets 
must be as-supplied, un-modified from the manufac-
turer and must be a concentric circle. No other shapes 
such as ovals, diamonds, etc… permitted. All entries are 
permitted to use a maximum of two 10lb nitrous bot-
tles or a single 15lb nitrous bottle. Any method of cool-
ing the nitrous bottle inside the vehicle is strictly 
prohibited. Bottle temperatures will be randomly 
checked before and/or after a run. If the bottle temper-
ature is found to be colder than 65 degrees, the run will 
be disqualified.  Any method of heating bottles with 
open flame is strictly prohibited and grounds for im-
mediate disqualification. 
 
Plate System: Any conventional single stage or cross-bar 
single stage plate nitrous system with a maximum of 
four spray bars (two nitrous & two fuel) permitted.  
Small Block combinations using a conventional single 
stage, single plate nitrous system (one nitrous jet and 
one fuel jet) have Unlimited nitrous jet size. 
Big Block Chevrolet or Big Block Ford combinations 
using a conventional single stage, single plate nitrous 
system (one nitrous jet and one fuel jet) have a  
maximum nitrous jet size.130. 

82

NMCADIGITAL.COMXTREME STREET



The maximum allowable number of solenoids for any 
single stage plate system is three (1 nitrous, 1 fuel and 
1 redundant purge). Progressive systems are permitted. 
 
Single Stage Fogger: Any conventional single stage  
nitrous fogger system permitted. One nitrous/fuel noz-
zle per cylinder permitted. All entries using a single 
stage fogger system have a maximum jet size of .046. 
The maximum allowable number of solenoids for any 
single stage fogger system is five (2 nitrous, 2 fuel and 
1 redundant purge). BBC/BBF limited to two (2) .125 ni-
trous solenoids.  Progressive systems are permitted.  
 
Purge System: Nitrous purge systems are permitted a 
maximum of 1 solenoid. Progressive systems are  
permitted to use one inline ‘’safety’’ solenoid. Purge  
line must clearly exit the hood/cowl or body in a fashion  
to not allow purged nitrous to enter the engine  
when racing. 
 
Nitrous Lines: All entries are required to have one con-
tinuous -8 maximum (Plate System) and -8 maximum 
(Fogger System)(or two -6 lines maximum permitted 
on fogger system), uninterrupted (no coiling) nitrous 
supply line from the nitrous bottle to the engine. Max-
imum length of nitrous supply line from nitrous bottle 
to nitrous supply solenoid is 15ft. The line from the valve 
to the engine cannot store/hold nitrous oxide when the 
system is not in use.                                   
 
SUPERCHARGER 
Centrifugal superchargers are limited to the following 
dimensions: Maximum impeller inducer diameter of 
3.70 inches with a maximum inlet outside diameter of 
4.75 inches. Centrifugal superchargers that are utilizing 
a compressor housing of 9.76’’ or larger please refer to 
weight adder/deductions section of the rules. Super-
charger impeller must be constructed from aluminum. 
Centrifugal superchargers are permitted to use any 
gear drive or transmission system, including the 
Vortech V30 series or ProCharger F1A-91 or F1A-94 
Twin-Screw/Roots users are permitted up to 4.0L super-
chargers, including the Whipple 3.8L Gen 5 and all 
Roots supercharger systems with the EATON TVS 3100 
series rotor package. Positive Displacement super-
chargers are allowed any drive system. 
 
TURBOCHARGER 
All cast wheel turbochargers (mid-frame GT47/S400 
chassis only) must be as manufactured from factory 
with an “as cast” wheel. For "cast wheel turbo", any in-
consistent modifications to compressor or turbine 
wheel, blades, hubs, cover, or housing, beyond ac-
cepted commercially available manufacturing process, 
is PROHIBITED. Compressor inducer cannot exceed 76.6 

mm. Maximum inlet diameter for compressor housing 
will not exceed 78.6 mm (2 mm for housing/wheel 
clearance). Reducers PROHIBITED. Compressor exducer 
(this includes the backing plate and the tip to tip meas-
urement) cannot exceed 116 mm and at no point ex-
tend past the 116 mm backing plate (i.e. no reverse 
clipping of the wheel permitted). Inducer blade tip 
measurement will take place at the leading edge where 
the tip meets the compressor housing and must ex-
tend to the final exducer measurement without steps. 
Compressor map groove will not exceed .250 of an 
inch. Any turbocharger entry may be asked to remove 
the compressor cover for tech inspection. The turbine 
wheel will not exceed 96.5 mm x 88.5 mm. Turbine 
wheels are only allowed to be constructed from Inconel 
material. Compressor wheel/impeller must only be 
constructed of cast or billet aluminum. Billet wheel tur-
bocharger compressor inducer cannot exceed 76.9 mm 
and maximum inlet diameter for compressor housing 
will not exceed 78.9 mm (2 mm for housing/wheel 

clearance). Reducers PROHIBITED. Inlets for Tur-
bochargers must not be exposed to ram air and pass a 
"line of sight inspection" from the front of the vehicle, 
I.E. they must be blocked off from a direct source of air 
this includes closing off factory holes/grills. For forward 
facing Fresh Air/Ram Air see weight adder list. Any 
modifications to turbine wheel, blades or hubs as orig-
inally manufactured is PROHIBITED. 
 
INTERCOOLING 
Air-to-water intercoolers are permitted for  
supercharged and turbocharged entries only. Only one 
intercooler is permitted for all boosted applications.In-
tercooler with M1 fuel prohibited.  
 
METH INJECTION 
Meth injection permitted on Nitrous combos only. Any 
use of nozzle/injector in any engine combination for-
ward of throttle body/ carburetor is strictly prohibited. 
 

OILING SYSTEM 
Any Oil System permitted.  Any oil pump, vacuum 
pump, and oil pan permitted. All entries are required to 
use an oil retention device. Device can be either a bal-
listic style blanket or a custom built metal pan. Metal 
pan must extend from the engine/motor plate rear-
ward to the back of the engine. Metal pan must fit in-
side the frame rails and be 3 inches above the ground.  
 
COOLING SYSTEM 
Any cooling system permitted. Radiators are not re-
quired.  
 
EXHAUST SYSTEM 
Any exhaust system permitted. All exhaust systems 
must be directed out of body and away from driver and 
fuel tank.Exhaust may exit underneath car or out  
the front fenders but must not affect timing or  
staging beams. 
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FUEL SYSTEM 
Any electronic, mechanical or belt driven fuel pumps 
are allowed. Electronic fuel pumps must shut off with 
the master electric cut-off switch. Fuel cell must have a 
pressure cap and be vented to the outside of the body. 
Front mounted fuel cells must meet SFI Spec 28.1 and 
be mounted between the frame rails or enclosed in a 
round tube frame. A round tube frame must be con-
structed of a minimum of 1 ¼-inch O.D. x .065-inch 
chrome moly tubing. Artificial cooling or heating of fuel 
(i.e., cool cans, ice, Freon, etc.) prohibited. Circulating 
systems that are not part of the normal fuel pump  
system are prohibited.  
 
EFI SYSTEM 
Any aftermarket electronic or mechanical fuel injection 
may be used. Fuel injector size and or type are  
unlimited.  
 
THROTTLE BODY 
Any single aftermarket throttle body permitted,  
unless N/A.  
 
CARBURETOR 
Maximum carburetor size for all entries is a single  
4500-style or a Pro-Systems 115mm SV1.  

THROTTLE LINKAGE 
Throttle control must be operated by the driver’s foot 
 
FUEL 
VP Racing Fuels Gasoline, M1, Q16, C-85, E-85, C12, 16, 
23, 45, or NO2 are the only fuels permitted.  NMCA  
reserves the right to inspect fuel at any time during 
competition Failure to pass Fuel Check is grounds for 
disallowance of the run during competition and dis-
qualification from the event during eliminations. Fuel 
is checked using various means. Samples given to Fuel 
Check Technical Inspectors are compared to data taken 
from known fuel samples provided by VP, adjusted for 
temperature, and within a tolerance determined by 
NMCA. Failure occurs when the sample readings fall 
outside those tolerances. 
 
DRIVETRAIN: 2 
CLUTCH, FLWHEEL & FLYWHEEL SHIELD 
Flywheel and clutch meeting SFI Spec 1.2, 1.3, 1.4, or 
1.5 is mandatory. Clutches are limited to a dual disc 
maximum.  Flywheel shield meeting SFI Spec 6.2 or 6.3 
is mandatory. Clutch must be manually operated by the 
driver’s foot. Electronics, pneumatics, hydraulics, or any 
other device may in no way affect the clutch system. 
The throw-out bearing must release all fingers, levers, 
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stages, etc. simultaneously. Staged or variable release 
clutches are prohibited.  
 
MANUAL TRANSMISSION 
OEM or aftermarket transmissions with a maximum of 
5 forward speeds permitted on N/A combinations only. 
Clutchless models permitted. Any gear change must 
occur from direct action by the driver. Pneumatic, elec-
tric, hydraulic, etc. shifters prohibited. Torque converter 
not permitted with this type of transmission. Manual 
transmissions must utilize SFI approved bell housing. 
 
AUTOMATIC TRANSMISSION 
Any OEM or aftermarket automatic transmission is per-
mitted. Lock-up style transmission and/or torque con-
vertors are prohibited unless OEM equipped (i.e. 
A.O.D.).The use of transmission-to-engine adaptors is 
permitted. The use of trans-brakes is permitted. Pneu-
matic, electric, hydraulic, etc. shifters permitted. 
 
DRIVELINE 
Any drive shaft meeting SFI 43.1 spec is permitted.  
 
REAR END 
Any OEM automotive type rear end permitted. 
 
BRAKES, STEERING & SUSPENSION: 3 
BRAKES 
Front and rear hydraulic brakes are required. Auto-
mated brakes are prohibited. The application and re-
lease of the brakes must be a function of the driver. Dual 
reservoir master cylinder is required. Line-lock is per-
mitted only on the front wheels using one line-lock but-
ton and solenoid. Any other electrical, pneumatic, 
hydraulic, etc. switch in braking system is prohibited.  
 
STEERING 
Any American production type steering system permit-
ted. 
 
SHOCKS/STRUTS 
Aftermarket stock-type shocks/struts permitted. Rear 
coil-over shocks are permitted.  
 
FRONT SUSPENSION 
Factory type front suspension only. Coil over shocks are 
allowed. Aftermarket replacement control arms are al-
lowed. Aftermarket K-Members/Commercially avail-
able sub-Frames allowed. (Must have prior approval 
from tech) Strut towers must be in factory location with 
factory sheet metal attaching factory frame rail to top 
of strut tower, can be notched, windowed, or trimmed 
for header clearance but must maintain factory sheet-
metal attachment. 
 

REAR SUSPENSION 
Stock-type, ladder bar, and racing 4-link rear suspension 
systems are permitted.  
 
WHEELIE BARS 
The use of wheelie bars is prohibited. 
 
FRAME: 4 
CHASSIS 
All vehicles must have a chassis that meets the guide-
lines set by SFI for their respective speed and elapsed 
time.  A valid NHRA serialized sticker is mandatory at an 
NHRA Member Track.  
 
FRAME 
Stock frame required from the forward edge (closest to 
the bumper) of shock/strut tower to the back of the rear 
wheel tub. Back-halved cars are prohibited. Front and 
rear sub frames may be joined together. Horizontal and 
vertical notching of rear frame rail is permitted for 
tire/rear end clearance. 
 
 
 
 

WHEELBASE 
Entries must retain stock wheelbase dimensions of + or 
– 1 inch. Maximum wheelbase variation from left to 
right is 1 inch. 
 
GROUND CLEARANCE 
A minimum of 3 inches from the front of the vehicle to 
12 inches behind front spindle centerline is mandatory. 
A minimum of 2 inches for the rest of the vehicle is 
mandatory (except for oil pan and exhaust headers).  
 
TIRES & WHEELS: 5 
TIRES 
POWER ADDER LEGAL TIRES:  
MT 3559 275/60-15 ET Street R or any 28 x 10.5 bias ply 
slick 
MT 3553 255/60-15 ET Street R or any 26 x 8.5 bias ply 
slick – Deduct -50lbs 
MT 3453 275/60-15 ET Street S/S – Deduct -100lbs 
 
N/A LEGAL TIRES:  
MT 3754X 275/60-15 ET PRO 275 
MT 3559 275/60-15 ET Street R – Deduct 25lbs 
MT 3453 275/60-15 ET Street S/S – Deduct -150lbs 
 

WHEELS 
Aftermarket racing wheels permitted. 
 
INTERIOR: 6 
UPHOLSTERY 
Interior must maintain a factory upholstered appear-
ance. OEM dash board is required and can be made of 
fiberglass or carbon fiber. Any aftermarket racing style 
seat is permitted. Driver’s seat must be located in the 
stock location. Passenger seat is not required. Door pan-
els are required. Floor and transmission tunnel where 
visible must be carpeted or upholstered. 
 
STEERING COLUMN/WHEEL 
Aftermarket steering columns and steering wheels are 
permitted.  
 
PEDALS & PEDAL LOCATION 
Stock type pedals/linkage is required. 
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NMCA requires that all entries run the following decals: 
1. NMCA Windshield Banner: Decal needs to be located 
on the top of the windshield or just above the wind-
shield located on the body.  
2. NMCA Drag Racing Series: Decals (2) must be located 
on each side of vehicle. Either on the side windows or 
decals can be located on the body right beside the side 
windows.   
3. Class Sponsor: Decal must be located on the passen-
ger’s side lower portion of the windshield. 
4. VP Racing Fuels: Official Fuel decals (2) required.  Must 
be located on each side of vehicle.  (In a contingency 
decal manner) 
5. Aerospace Winners Circle: Decals (2) must be promi-
nently displayed on each side of vehicle. Failure to do 
so can result in the winning driver forfeiting his/hers 
Winner’s Trophy & Payout. 
6. Class & Competition Numbers: Numbers must be 
easily visible/legible and located on the front, back, and 
both side windows.   

ELECTRICAL: 8 
BATTERIES 
Battery may be relocated and must be an automotive 
type.  
 
IGNITION 
Any battery-operated ignition system permitted. Dis-
tributorless ignition systems are limited to one coil per 
cylinder only. Optical devices and magneto ignitions 
are prohibited.  
 
MASTER CUTOFF 
A master cutoff switch is mandatory on all vehicles with 
a battery located in the trunk.  
 
STARTER 
Aftermarket starters, in stock location permitted. 
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BODY: 7 
BODY 
Body must retain original appearances and profiles for 
year being used. OEM body shell must be intact. Light 
weight body panels are restricted to hood, fenders, 
bumpers, doors and deck-lid/truck-lid or hatch. Com-
posite roof panels are permitted on 2005 and newer 
vehicles.Hood and deck-lid/trunk-lid must be hinged 
or lift off style. All front ends must be of factory dimen-
sions and cannot be lengthened. Alterations or aero-
dynamic modifications are prohibited. Body must be 
finished or painted. 
 
HOOD SCOOPS 
The use of aftermarket forward facing hood 
scoops/Ram Air/Fresh Air  on power adder combos is 
permitted with weight adder (see weight adders).  The 
use of cowl induction style hoods are allowed on any 
vehicle with a maximum height of halfway point of 
windshield. Factory OEM forward facing hood or fac-
tory OEM ram air hood with scoops is permitted.  For-
ward facing hood scoop on N/A combinations 
permitted with no weight adder. 
 
COWL AREA 
OEM cowl is required and modifications are permitted.  
 
GRILLE 
Grille must maintain a ‘’professional appearance’’ for 
year, make and model being claimed.  
 
FIREWALL 
Stock, factory firewall is required. Notching and 
smoothing of firewall is permitted but must be identi-
fiable as being in the factory location. Factory OEM 
fiberglass firewalls (Corvette) are permitted to replace 
the factory firewall with a minimum of .024 thick steel 
located in the factory location.   
 
RADIATOR CORE SUPPORT 
Radiator core support is not required. 
 
FENDER SPLASH PANS 
Fender splash pans may be altered.   
 
WINDSHIELD & WINDOWS 
OEM glass or NHRA approved Lexan is required.   
 
FLOOR 
Complete stock floor in stock location is required.  
Flat area of floor-pan starting at “kickup” for rear end 
(behind rear seat area) and rearward may be replaced 
with a minimum of .024-inch thick steel or .032-inch 
aluminum. All entries are allowed a removable  
trans-tunnel.   

 
WHEEL WELLS 
Aftermarket style mini-tubs are permitted.  
WING/SPOILERS 
All entries are permitted to use rear wing/spoilers. 
Wing/spoilers are allowed a maximum length of 26 
inches. Any adjustments to the wing/spoiler during a 
run are prohibited.  
 
STREET EQUIPMENT 
All entries must have operational headlights/fog lights 
and taillights.  
 
APPEARANCE 
All cars in competition must be painted or wrapped. 
Advertising graphics are permitted on the body. In 
order to be eligible for the NMCA official contingency 
program, all contingency sponsors’ decals must be eas-
ily visible and located on the outside of the vehicle.  
Failure to do so can result in the driver forfeiting all 
claimed contingencies for that particular event. The 



SUPPORT GROUPS: 9 
COMPUTER/DATA RECORDERS 
The use of data recorders is permitted. 
 
BRACKET RACING AIDS 
The use of any bracket racings aids such as optical sen-
sors, delay boxes, shutter boxes, throttle stops, etc. are 
prohibited. The use of any device (electrical or mechan-
ical) that allows a driver to ascertain the position of their 
vehicle to the starting line is prohibited.  
 
PRESSURIZED BOTTLES 
All pressurized bottles must meet D.O.T. 1800lb  
minimum specification. 
 
TOW VEHICLES 
The use of tow vehicles is permitted. 
 
DRIVER: 10 
DRIVER 
The driver when in the vehicle, from the ready line until 
the vehicle is safely stopped on the return road,  
isrequired to have all safety restraint systems (including 
the helmet) on and be securely fastened in the vehicle 
at all times. 

CREDENTIALS 
A Valid state or government issued driver’s license  
beyond a learner/s permit level is mandatory for cars 
running 10.00 or slower. A valid NHRA competition li-
cense is mandatory for cars running 9.99 or quicker, at 
a NHRA Member Track. A valid NHRA or an IHRA com-
petition license is mandatory at an IHRA Member Track. 
 
Note: It is ultimately the competitor’s responsibility to 
familiarize themselves with the NMCA class require-
ments as well as all NHRA safety requirements. The 
competitor agrees they bear the ultimate responsibility 
when it comes to safety and how it complies with the 
NMCA and NHRA rule books. The competitor also 
agrees that no one else other than the competitor is in 
the best position to know about how their particular 
race car has been constructed and how to safely  
operate it.
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CLASS OVERVIEW 
N/A 10.5 is a heads-up class designed for naturally as-
pirated small block and big block engines. Small block 
engines have a maximum engine size of 470 inches. Big 
block engines have a maximum engine size of 700 
inches. With no major engine limitations, N/A 10.5 is 
one of the nation’s premier naturally aspirated drag rac-
ing series classes for engine builders and racers alike. 
All entries have a minimum wheelbase of 96 inches and 
must compete on a true 10.5 racing slick.  
 
Note: This set of class rules is presented to all competi-
tors under the assumption that any modifications not 
specifically written within these rules shall be deemed 
illegal, unless the competitor has the expressed written 
consent from the NMCA Tech Director.  
 
RACING FORMAT 
This class will be an all run heads-up field, NHRA Pro 
Style Ladder on a .400 Pro Tree.  
 
SMALL BLOCK BASE WEIGHT (max cubic inch 470) 
300 = 2400 + Over 300 add 1.25 lbs. per cubic inch 
340 = 2450 + Over 340 add 2.50 lbs. per cubic inch 
360 = 2500 + Over 360 add 2.75 lbs. per cubic inch 
380 = 2555 + Over 380 add 2.70 lbs. per cubic inch  
400 = 2609 + Over 400 add 2.65 lbs. per cubic inch  
420 = 2662 + Over 420 add 2.60 lbs. per cubic inch  
440 = 2714 + Over 440 add 2.55 lbs. per cubic inch  
460 = 2765 + Over 460 add 2.50 lbs. per cubic inch  
470 = 2815  

BIG BLOCK BASE WEIGHT (max cubic inch 700)  
440 = 2860 + Over 440 add 2.60 lbs per cubic inch 
460 = 2900 + Over 460 add 2.55 lbs per cubic inch 
480 = 2940 + Over 480 add 2.50 lbs per cubic inch  
500 = 2990 + Over 500 add 2.45 lbs. per cubic inch  
520 = 3039 + Over 520 add 2.40 lbs. per cubic inch  
540 = 3086 + Over 540 add 2.35 lbs. per cubic inch  
560 = 3133 + Over 560 add 2.25 lbs. per cubic inch  
580 = 3178 + Over 580 add 2.10 lbs. per cubic inch  
600 = 3220 + Over 600 add 2.00 lbs. per cubic inch  
620 = 3260 + Over 620 add 1.80 lbs. per cubic inch  
640 = 3296 + Over 640 add 1.60 lbs. per cubic inch 
700 = 3392 
 
Big Block entries over 700 cubic inches will be assessed 
a 4lb per cubic inch weight penalty to the 700 cubic 
inch base weight.  
Buick, Olds and Pontiac combinations must use big 
block base weight matrix. 
 
How to figure your weight: Weight additions for the 
above categories are based on taking the engine cubic 
inch and multiply it by the indicated percentage and 
converting that number to pounds. IE: 400 cubic inch 
(base of 2609) with a category 2 head adds 15% = 60lbs. 
= a total car weight of 2669lbs. 
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WEIGHT ADDITIONS/DEDUCTIONS 
Spread bore small and big blocks must add 5% of  
engine size in pounds. 
Second carburetor or throttle body (with injectors) 
must add 10% of engine size in pounds. 
Multiple fuel injectors per cylinder must add 10% of en-
gine size in pounds. 
Pontiac, Buick, Olds, and AMC engines may deduct 
175lbs. (refer to engine family configuration chart in 
Section Engine 1) 
Mopar big block wedge engines may deduct 125lbs. 
Any 4 or 5 forward speed automatic or clutch assisted 
transmission add 12.0% of engine size in pounds.  
Any Ford/Chevy Big-Block Category 1 cylinder head 
combination, with more than +/- 2 degree OE valve 
angle, add 5% of engine size in pounds. 
 
TIER WEIGHT BREAK LIST 
If your vehicle is not listed, it must run at Base cubic inch 
weight.                                                          
TIER 1 – DEDUCT =                            25 pounds  
TIER 2 – DEDUCT =                            50 pounds  
TIER 3 – DEDUCT =                            75 pounds  
                                                             
TIER 1                                                   
GM F Body                                          67-79  
GM G Body                                         78-88  
Chevy II/Nova                                      62-67  
Dodge Valiant                                      59-62  
Ford Falcon                                         60-65  
Ford Maverick/  
Mercury Comet                                   70-77  
Lancer                                                 61-62  
Plymouth Barracuda                           64-69  
Corvette                                               68-82  
                                                             
TIER 2                                                   
Dodge E Body                                     70-74  
GM A Body                                          68-77  
Ford Mustang                                     64-73  
Mercury Cougar                                  67-70  
Chrysler A Body                                  63-76  
Nova                                                    68-79  
Cutlass                                                 61-63  
                                                             
TIER 3                                                   
Chevrolet BelAir                                  55-58  
Chrysler B Body                                  66-75  
GM B Body                                          58-76  
GM A Body                                          64-67  
Fairlane                                                62-69  
Ford Torino/ Mercury Montego          68-74  
 
 
 

REQUIREMENTS & SPECIFICATIONS 
ENGINE: 1 
BLOCK 
Any aftermarket cast iron or cast aluminum block is per-
mitted. Billet blocks are prohibited.  
 
HARMONIC BALANCER 
SFI Spec 18.1 balancer is required. 
 
ENGINE MOUNTS & LOCATION 
Engine/motor plates and mid-plates are permitted. En-
gine block and cylinder heads cannot be in contact 
with the firewall.  
 
ENGINE COATINGS 
The use of engine coatings is permitted. 
 
CRANKSHAFT 
Any aftermarket crankshafts are permitted.  
 
CONNECTING RODS 
Any aftermarket connecting rods are permitted. 
 
PISTONS & PINS 
Any aftermarket pistons and pins are permitted.  
 
PISTONS RINGS 
Any aftermarket piston rings are permitted. 

CAMSHAFT DRIVE SYSTEM 
Any camshaft drive system is permitted. 
 
CAMSHAFT 
Any camshaft is permitted. 
 
LIFTERS/LASH ADJUSTERS 
Any lifters/lash adjusters permitted.   
 
CYLINDER HEADS 
Any aftermarket cast iron or aluminum cylinder heads 
are permitted. Cylinder heads must be overhead valve, 
two valves per cylinder maximum, and single spark 
plug per cylinder design. BILLET HEADS ARE PROHIB-
ITED. Mopar OEM or aftermarket Hemi heads run same 
as Chevy or Ford. All Pro Stock style cylinder heads no 
matter what year produced are Category 3 regardless 
of brand and are not available for an OEM manufacturer 
weight break. Pontiac, Buick, Olds, AMC and Mopar 
cylinder heads must maintain the factory OEM port lay-
out in order to receive a base weight deduction.  
 
Small Block Engines: 
• Category 1 heads: run at may deduct 50lbs from base 
weight.   
• Category 2 heads: add 10% of engine size in pounds.  
• Category 3 heads: add 25% of engine size in pounds.  
 

Small Block Heads: (see weight add section)  
• Category 1: Inline valve heads measuring 1.000 or less 
bottom of intake port to deck.  
• Category 2: Inline valve heads measuring 1.001 +  
bottom of intake port to deck.  
• Category 3: All non-inline valve heads. (canted and 
splayed valve)  
 
Big Block Engines: 
• Category 1 heads: run at base weight. (must remain 
at +/- 2 degree OE valve angle) 
• Category 2 heads: add 5% of engine size in pounds.  
• Category 3 heads: add 10% of engine size in pounds. 
 
Big Block Ford & Chevy Heads:  
(see weight add section)   
• Category 1: Heads measuring 1.000 or less bottom of 
intake port to deck (Any Category 1 non-OE Valve Angle 
combination refer to weight adder/deducts list)  
• Category 2: Heads measuring 1.001 / 2.000 bottom of 
intake port to deck.  
• Category 3: Heads measuring 2.001 + bottom of  
intake port to deck.  
 
Note: All cylinder head intake port measurements will 
be measured after all work has been completed and in 
‘’race’’ form. The lowering of intake runner height to cir-
cumvent the port height weight penalties is prohibited.  
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ENGINE FAMILY CONFIGURATION CHART 
The data below reflects the spacing of cylinder bores in the engine block cylinder bank. Motors in the same table 
row generally have a common origin and similar development. In some cases, crankshaft interchange may be pos-
sible among motors in the same row; major machining may be necessary. 
This is also a useful indicator of potential intake manifold adaptation, not only among motors in the same row, but 
(with more extensive modification) between motors with very similar bore center distances. E.g.: Chrysler B/RB at 
4.80” and Buick BB at 4.75” are very close. 
Column 2 (“Ports”) indicates the intake port layout pattern. “00-00” represents 2 pairs of ports on each cylinder 
bank, “0-0-0-0” is equally-spaced individual ports, and “0-00-0” is unique to early Buicks (resembles common exhaust 
port layout). 
 
   Motor                                         Ports                        Year                   ID                       Displacement                                   Bore Ctr. 
   Ford “Modular” V8                           0-0-0-0                        1991-*                                                 4.6, 5.4                                                       3.9370” 
   Chrysler late hemi                            0-0-0-0                                                                                     5.7, 6.1                                                       4.09” 
   Dodge hemi & poly                          0-0-0-0                        1953-58                                               241, 259, 270, 315, 325                           4.1875” 
   Buick                                                 0-00-0                         1962                                                     215”                                                           4.240” 
                                                              00-00                           1965-70                                               300, 340, 350” 
   Oldsmobile, Pontiac                         00-00                           1962-?                                                                                                                     215” 
   DeSoto hemi                                     0-0-0-0                        1952-57                                               276, 291, 330, 341, 345”                         4.3125” 
   Ford                                                   0-0-0-0                        1962-*                   335, M                  221, 260, 289, 302, 351, 400”                 4.380” 
   Chevrolet                                           00-00                           1955-*                   SB                          265, 283, 302, 327, 350, 400”                 4.400” 
   Plymouth                                           0-0-0-0                        1956-*                   poly A                    277, 301, 303, 318, 326”                         4.460” 
                                                              00-00                           1964-*                   wedge LA              273, 318, 340, 360” 
   Chrysler hemi & poly                       0-0-0-0                        1951-58                                               301, 331, 354, 392”                                  4.5625” 
   Pontiac                                              00-00                           1955                                                     316, 326, 347, 350, 370,  
                                                                                                                                                                389, 400, 421, 428, 455”                         4.620” 
   Oldsmobile                                       00-00                           1964-*                                                 330, 350, 400, 403, 425, 455”                 4.625” 
   Ford                                                   0-0-0-0                        1958-71                FE                          332, 352, 390, 406, 427, 428”                 4.630” 
   AMC                                                  00-00                           1966-*                                                 290, 304, 343, 360, 390, 401”                 4.750” 
   Buick                                                 00-00                           1967-*                   BB                          400, 430, 455”                                          4.750” 
   Chrysler                                            00-00                           1958-78                wedge B/RB          350, 361, 383, 400, 413, 426, 440”         4.800” 
                                                              0-0-0-0                        1964-*                   hemi RB                                                                                    426” 
   Chevrolet                                           00-00                           1958-*                   W & BB                 348, 366, 396, 402, 409, 427, 454”         4.840” 
   Ford                                                   0-0-0-0                        1968-*                   385, FF                  370, 385, 429, 460”                                  4.900” 
   Cadillac                                             00-00                           1967-*                                                 425, 472, 500”                                          5.000”

The NMCA Thanks
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STEERING 
Any automotive type steering system permitted.  
If competitor is using a commercially available quick 
disconnect steering wheel, it is mandatory that it meet 
SFI Spec 42.1.  
 
SHOCKS/STRUTS 
Coil over shocks are permitted front and rear. Shocks 
must be stand-alone and may not be adjustable during 
run via electronic and/or other means. Electronic  
programmable shocks prohibited. Each vehicle must 
be equipped with one operating shock for each sprung 
wheel. 
 
FRONT SUSPENSION 
Aftermarket front K-members are permitted. Aftermar-
ket “bolt-in’’ style control arm front end kits can be used 
as a direct replacement for all American production ve-
hicles where the shock is attached to the upper control 
arm (from the factory) is permitted without a weight 
penalty. (Ex. ’62 -‘67 Chevy Nova & ’60 -‘65 Ford Falcon) 
Modifying the shock/strut tower is permitted.   
 
REAR SUSPENSION 
Stock type, ladder bar and 4-link style suspensions are 
permitted.  
 
WHEELIE BARS 
Wheelie bars are permitted with a maximum length of 
80 inches.  Wheelie Bar height must be set before 
burnout. 
 
 

FRAME: 4 
CHASSIS 
Stock, unaltered frame rails required in front sub frame 
from suspension mounting points rearward, frame rails 
and sub frames forward of the suspension mounting 
points maybe modified. Sub frames on uni-bodied cars 
may be joined under car. After market or custom de-
signed (square or round tubing) rear frame rails permit-
ted from the frame kick up point, after market frame 
rails forward of the kick up point may be tied into the 
stock floor pan. Mini-tubs are permitted.  All vehicles 
must have a chassis that meets the guidelines set by SFI 
for their respective speed and elapsed time.  A valid 
NHRA serialized sticker is mandatory at an NHRA Mem-
ber Track.  
 
WHEELBASE 
Entries must retain stock wheelbase dimensions of + or 
– 1 inch.  
 
GROUND CLEARANCE 
A minimum of 3 inches from the front of the vehicle to 
12 inches behind front spindle centerline is mandatory. 
A minimum of 2 inches for the rest of the vehicle is 
mandatory (except for oil pan and exhaust headers).  
 
TIRES & WHEELS: 5 
TIRES 
Maximum rear tire permitted is a 30.5-inch tall by 10.75-
inch wide bias-ply slick.  
Maximum allowed measured tread width at all times is 
10.75-inches.   
Maximum allowed measured circumference is 96.0 
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INTAKE MANIFOLD 
Any intake manifold permitted.  
 
OILING SYSTEM 
Any oiling system, vacuum pump and oil pan  
permitted.  
 
COOLING SYSTEM 
Any cooling system permitted. 
 
EXHAUST SYSTEM 
Any exhaust system permitted. All exhaust systems 
must be directed out of body and away from driver and 
fuel tank. 
 
FUEL SYSTEM 
Any electronic, mechanical or belt driven fuel pumps 
are allowed. Electronic fuel pumps must shut off with 
the master electric cut-off switch. Fuel cell must have a 
pressure cap and be vented to the outside of the body. 
Front mounted fuel cells must meet SFI Spec 28.1 and 
be mounted between the frame rails or enclosed in a 
round tube frame. A round tube frame must be con-
structed of a minimum of 1 ¼-inch O.D. x .065-inch 
chrome moly tubing. Artificial cooling or heating of fuel 
(i.e., cool cans, ice, Freon, etc.) prohibited.  Circulating 
systems that are not part of the normal fuel pump  
system are prohibited.  
EFI SYSTEM 
Any aftermarket electronic or mechanical fuel injection 
may be used. Fuel injector size and or type are unlim-
ited.  One injector per cylinder permitted without 
weight adder.  All 8 injectors must be mounted in the 
same location.  Multiple injectors per cylinder permit-
ted with weight adder (see add/deduct list).  All unused 
injectors must be removed from the engine.   
 
THROTTLE BODY 
Any aftermarket throttle body/bodies permitted. Max-
imum of two throttle bodies permitted. Throttle bodies 
that do not mount to a conventional 4150/4500 flange 
(adapters prohibited) must run dual carburetor weight 
adder. 
 
CARBURETOR 
Any aftermarket carburetor permitted. Split or inline 
style carburetors prohibited. Carburetors that do not 
mount to a conventional 4150/4500 flange (adapters 
prohibited) must run dual carburetor weight adder. 
 
THROTTLE LINKAGE 
Throttle control must be operated by the driver’s foot. 
 
 
 

FUEL 
NMCA specified VP Racing Fuels gasoline is the only ac-
ceptable fuel allowed. The NMCA reserves the right to 
check gasoline at any time during competition. Failure 
to pass fuel check is grounds for disallowance of the run 
during competition and disqualification from the event 
during eliminations. 
 
DRIVETRAIN: 2 
CLUTCH, FLWHEEL & FLYWHEEL SHIELD  
Flywheel and clutch meeting SFI Spec 1.2, 1.3, 1.4, or 
1.5 is mandatory. Flywheel shield meeting SFI Spec 6.1, 
6.2 or 6.3 is mandatory. Clutch must be manually oper-
ated by the driver’s foot. Electronics, pneumatics, hy-
draulics, or any other device may in no way affect the 
clutch system. The throw-out bearing must release all 
fingers, levers, stages, etc. simultaneously. Staged or 
variable release clutches are prohibited.  
 
MANUAL TRANSMISSION 
OEM or aftermarket transmissions with a maximum of 
5 forward speeds permitted. Clutch-less models  
permitted. Pneumatic, electric, hydraulic, etc. shifters 
permitted.  
 
AUTOMATIC TRANSMISSION 
Any OEM or aftermarket converter driven automatic 
transmission is permitted with a maximum three for-
ward speeds.  Any automatic with more than three for-
ward speed will run under the transmission weight 
penalty. Any torque convertor is permitted. Trans-
brakes are permitted. Pneumatic, electric, hydraulic, etc. 
shifters are permitted.   
 
DRIVELINE 
Any steel, aluminum or carbon fiber driveshaft meeting 
SFI 43.1 spec is required.  
 
REAREND 
Any automotive type rear-end is permitted.  
 
BRAKES, STEERING & SUSPENSION: 3 
BRAKES 
Automated brakes are prohibited. The application and 
release of the brakes must be a function of the driver. 
Four wheel hydraulic disc brakes are mandatory. Steel 
brake lines are mandatory. Brake lines must be out of 
flywheel and driveline areas. Line-lock is permitted only 
on the front wheels. One line-lock solenoid with one 
button is permitted. Any other electrical, pneumatic, 
hydraulic, etc. switch in braking system is prohibited. 
Dual master cylinder is mandatory and must be 
mounted above the lower frame rails.  
 
 

na 10.5

100



inches at a maximum 10 psi.  
Tire width will be measured by a “go-no go” gauge after 
conclusion of run at scale area. 
Tire tread may not extend outside of the fender.  
 
WHEELS 
Aftermarket racing wheels permitted. 
 
INTERIOR: 6I 
UPHOLSTERY 
Factory appearing type dash is mandatory. Carpeting 
is required from seats forward. Factory door panels or 
door panels made of aluminum or carbon fiber are  
required. Aftermarket steering column is permitted.  
Aftermarket pedals are permitted.  
 
WINDOW NET 
Window net meeting SFI Spec 27.1 is mandatory. 
 
BODY: 7 
BODY 
All vehicles must maintain OEM appearances for their 
specific year, make, and model being used. All entries 
are required to have the OEM body shell intact from the 
firewall to the taillight panel. Lightweight body parts 
are restricted to the following: hood, fenders, bumpers, 
doors, and trunk-lid/deck-lid. Hood, trunk-lid/deck-lid, 
and doors must be hinged or be lift off models. Alter-
ations or aerodynamic modifications are prohibited.   
Front overhang Extender permitted. Front-end  

overhang may not exceed 45 inches, with or without 
extender.  Frontend overhang is measured from the 
centerline of the front spindles. 
 
HOOD SCOOPS 
Forward facing and factory OEM hood scoops are  
permitted. 
 
GRILLE 
All entries are required to have an OEM type grille.  
Covering in front of or behind the grille is permitted and 
must maintain a ‘’professional appearance’’.  
 
FIREWALL 
A non OEM firewall will be allowed provided it is in the 
stock location and must be one piece of at least .024  
or greater steel material fully attached in an in stock  
location. 
 
FENDER SPLASH PANS 
Fender splash pans may be altered. 
 
WINDSHIELD & WINDOWS 
All entries are permitted to use Lexan windows. 
 
FLOOR 
Driver’s side floor pan must be steel and welded into 
place. The remainder of the floor section can be  
.024 inch steel or .032 inch aluminum. The use of  
magnesium and carbon fiber is prohibited. Transmis-
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sion tunnel may be removable and must be made of 
either .024 inch thick steel or .032 inch thick aluminum.  
 
WHEEL WELLS 
All entries all permitted to use steel, aluminum, or  
carbon fiber wheel tubs.  
 
WING/SPOILERS 
All entries are permitted to use rear wing/spoilers. 
Wing/spoilers are allowed a maximum length of 26 
inches. Any adjustments to the wing/spoiler during a 
run are prohibited.  
 
STREET EQUIPMENT 
OEM headlights and taillights for year/make/model of 
vehicle being used must be intact. Taillights must be 
operational. 
 
APPEARANCE 
All cars in competition must be painted or wrapped. 
Advertising graphics are permitted on the body.  
In order to be eligible for the NMCA official contingency 
program, all contingency sponsors’ decals must be eas-
ily visible and located on the outside of the vehicle.  
Failure to do so can result in the driver forfeiting all 
claimed contingencies for that particular event. The 
NMCA requires that all entries run the following decals: 
1. NMCA Windshield Banner: Decal needs to be located 
on the top of the windshield or just above the wind-
shield located on the body.  
2. NMCA Drag Racing Series: Decals (2) must be located 
on each side of vehicle. Either on the side windows or 
decals can be located on the body right beside the side 
windows.   
3. Class Sponsor: Decal must be located on the passen-

ger’s side lower portion of the windshield. 
4. VP Racing Fuels: Official Fuel decals (2) required.  Must 
be located on each side of vehicle.  (In a contingency 
decal manner) 
5. Aerospace Winners Circle: Decals (2) must be promi-
nently displayed on each side of vehicle. Failure to do 
so can result in the winning driver forfeiting his/hers 
Winner’s Trophy & Payout. 
6. Class & Competition Numbers: Numbers must be 
easily visible/legible and located on the front, back, and 
both side windows.   
 
ELECTRICAL: 8 
BATTERY 
A maximum of two batteries is allowed. 
 
IGNITION 
Any battery operated ignition system and distributor 
drive system is permitted.   
 
STARTER 
All entries must be self-starting with an on-board 
starter. 
 
MASTER CUTOFF SWITCH 
A master cutoff switch is mandatory. 
 
SUPPORT GROUP: 9 
COMPUTER/DATA RECORDERS 
Computer/data recorders are permitted and must 
standalone and to be only used for information gath-
ering purposes.  
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BRACKET RACING AIDS 
The use of any bracket racings aids such as optical sen-
sors, delay boxes, shutter boxes, throttle stops, etc. are 
prohibited. The use of any device (electrical or mechan-
ical) that allows a driver to ascertain the position of their 
vehicle to the starting line is prohibited.  
 
PRESSURIZED BOTTLES 
A maximum of one pressurized container (excluding 
nitrous and fresh air systems) per vehicle is permitted. 
All pressurized bottles must meet D.O.T. 1800lb  
minimum specification. 
 
TOW VEHICLES 
The use of tow vehicles is permitted. 
 
CREW MEMBERS 
Each crew member must have the proper starting line 
credentials and must were matching attire.  
 
DRIVER: 10 
DRIVER 
The driver when in the vehicle, from the ready line until 
the vehicle is safely stopped on the return road, is  
required to have all safety restraint systems (including 
the helmet) on and be securely fastened in the vehicle 
at all times. 

CREDENTIALS 
A Valid state or government issued driver’s license  
beyond a learner/s permit level is mandatory for cars 
running 10.00 or slower. A valid NHRA competition li-
cense is mandatory for cars running 9.99 or quicker, at 
a NHRA Member Track. A valid NHRA or an IHRA com-
petition license is mandatory at an IHRA Member Track. 
 
Note: It is ultimately the competitor’s responsibility to 
familiarize themselves with the NMCA class require-
ments as well as all NHRA safety requirements.  
The competitor agrees they bear the ultimate  
responsibility when it comes to safety and how it  
complies with the NMCA and NHRA rule books. The 
competitor also agrees that no one else other than  
the competitor is in the best position to know about 
how their particular race car has been constructed and 
how to safely operate it.
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ENGINEPOWER ADDER                      BASE CID                      NO2 JET SIZE                                         BASE WEIGHT 
Small Block        N/A                            up to 500                      N/A                                                          NO MINIMUM 
Big Block            N/A                            up to 640                      N/A                                                          2375 
Small Block        Nitrous                      up to 500                      NO-LIMIT- MULTI SYSTEM                   2450 
Big Block            Nitrous                      up to 640                      .036                                                         2650 
Big Block            Nitrous                      up to 640                      2-KIT MAX                                              2875 
Big Block            Nitrous                      up to 570                      NO-LIMIT – MULTI SYSTEM                2800 
Big Block            Nitrous                      571 to 599                    NO-LIMIT – MUTLI SYSTEM                2900 
Big Block            Nitrous                      600 to 640                    NO-LIMIT – MULTI SYSTEM                 2950

CLASS OVERVIEW 
Nitrous Pro Street is a heads-up class designed for American production vehicles. Small block and big block engines 
with Nitrous or N/A combinations. Maximum engine size for small blocks is 500ci and big blocks are 650ci. Back-
half style and full-tube chassis are permitted and have a maximum rear slick size of 35’’x 17’’ x 16’’ Bias-Ply Slick.  
 
Note: This set of class rules is presented to all competitors under the assumption that any modifications not specifi-
cally written within these rules shall be deemed illegal, unless the competitor has the expressed written consent 
from the NMCA Tech Director.  
 
RACING FORMAT: 
This class will be an all run heads-up field, 1/8 Mile, NHRA Pro Style Ladder on a .400 Pro Tree. 



FUEL INJECTION 
Any aftermarket electronic or mechanical fuel injection 
may be used. Fuel injector size and or type are  
unlimited.  
 
THROTTLE BODY 
Any throttle body permitted. Maximum number of 
throttle bodies is two. 
 
CARBURETOR 
Any carburetor permitted. Maximum number of  
carburetors is two. 
 
THROTTLE LINKAGE 
Throttle must be manually operated by the driver’s foot. 
 
FUEL 
VP Racing Fuels gasoline is the only acceptable fuel al-
lowed. NMCA reserves the right to inspect fuel at any 
time during competition. Failure to pass Fuel Check is 
grounds for disallowance of the run during competition 
and disqualification from the event during eliminations. 
Diesel combinations must use VP Racing Fuels Torque 
Diesel. 
Fuel is checked using various means. Samples given to 
Fuel Check Technical Inspectors are compared to data 

taken from known fuel samples provided by VP,  
adjusted for temperature, and within a tolerance deter-
mined by NMCA. Failure occurs when the sample  
readings fall outside those tolerances.   
 
DRIVETRAIN: 2 
CLUTCH, FLWHEEL & FLYWHEEL SHIELD 
Clutch and flywheel meeting SFI Spec 1.1 or 1.2 up to a 
three-disc maximum is mandatory. Steel flywheel 
shield meeting SFI Spec 6.1 is mandatory. Flywheel 
shield cannot be modified for clutch adjustment and/or 
cooling holes. Bruno drives are permitted.  
 
MANUAL TRANSMISSION 
Aftermarket transmissions with a maximum of 5  
forward speeds are permitted. Clutchless transmissions 
are permitted. All gear changes must be a direct action 
of the driver. Pneumatic, electric, hydraulic, etc. shifters 
are permitted.   
 
AUTOMATIC TRANSMISSIONS 
Any OEM or aftermarket automatic transmission is  
permitted. Any torque convertor is permitted. Trans-
brakes are permitted. Pneumatic, electric, hydraulic, etc. 
shifters are permitted.   
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There will be a 5lb/per CID weight penalty assessed to 
all entries over their CID/base weight claimed. Example: 
648 CID base weight would be 3040lbs.  
 
WEIGHT ADDITIONS/DEDUCTIONS: 
• Add 50lbs for Full tube chassis vehicles.  
• Add 50lbs for DRCE 4.900 bore space combinations. 
• Add 75lbs for Entries using a clutch.  
• Deduct 100lbs for any Small Block nitrous combina-
tion with stock bore spacing.  
• Deduct 100lbs for Big Block Entries using Conven-
tional Cast Cylinder Heads. Conventional head defined 
as maintaining valve angle =/-2 degrees of stock valve 
angle (no raised runners).    
• Deduct 50lbs for any combination using a Single Car-
buretor.  
• Deduct 50lbs for Entries using factory roof and quarter 
panels. 
• Deduct 50lbs for Entries utilizing 10.5W tires or smaller. 
• NO WEIGHT ADDERS FOR Small Block Nitrous Combi-
nations 
• NO WEIGHT ADDERS FOR Big Block N/A 450 or under 
cubic inch combinations.  
• NO WEIGHT DEDUCTS FOR 571 – 640 Big Block  
NO-LIMIT-Multi-System Nitrous Combinations 
 
REQUIREMENTS & SPECIFICATIONS 
ENGINE: 1 
ENGINE 
Any aftermarket cast iron or aluminum engine block is 
permitted with any internal modifications. Billet blocks 
are permitted. Maximum bore spacing for all small 
block entries is 4.500 inches. Maximum bore spacing 
for all big block entries is 4.840 Chevy, 4.900 Ford (non-
prostock style), Mopar 4.840, Pontiac 4.620, Oldsmobile 
4.650 inches. 
 
HARMONIC BALANCER 
SFI Spec 18.1 balancer is required. 
 
CYLINDER HEADS 
Any aftermarket cast cylinder head is permitted.  Billet 
cylinder heads are permitted.  Maximum one spark 
plug per cylinder.  Maximum two valves per cylinder.  
 
INTAKE MANIFOLD 
Any intake manifold permitted.  
 
NITROUS OXIDE 
Nitrous push systems are prohibited.  
The use of agents other than nitrous oxide as part of, or 
mixed in, the system is prohibited. 
The use of water injection is prohibited. 
All nitrous jets must be as-supplied, un-modified from 
the manufacturer and must be a concentric circle. Back 
Drilled Jets are prohibited. Brass Jets are prohibited.   

All unused nitrous systems are required to be capped 
off at the point of entry.  (IE: Nozzle and Spray Bars) 
Entries are permitted to use a maximum of two 10lb ni-
trous bottles or one 15lb nitrous bottle.  Big Block 571-
640 CI Nitrous Combinations are permitted one 10lb or 
one 15lb nitrous bottle.  
Any method of cooling the nitrous bottle inside the ve-
hicle is strictly prohibited.  
Bottle temperatures will be randomly checked before 
and/or after a run. If the bottle temperature is found to 
be colder than 65 degrees, the run will be disqualified.  
 
Nitrous Lines: All entries are required to have one con-
tinuous, uninterrupted (no coiling) nitrous supply line 
from the nitrous bottle to the engine. Maximum length 
of nitrous supply line from nitrous bottle to nitrous sup-
ply solenoid is 15ft. The line from the valve to the en-
gine cannot store/hold nitrous oxide when the system 
is not in use.  N/A and Single Kit no progressive combos 
must have caps on all unused nitrous lines. 
 
OIL SYSTEM 
Any oil system permitted. 
 
OIL RETENTION DEVICE 
The NMCA requires that all entries must be equipped 
with a properly fitting lower engine ballistic/restraint 
device meeting SFI Spec 7.1. If a SFI Spec 7.1 device is 
not used, then a NMCA accepted belly pan is required 
on all entries. The pan may be constructed from com-
posite or metal. It must have vertical walls of at least 2 
inches in height. Pan must extend from frame rail to 
frame rail and must extend from front of the engine 
mounting plate to the rear of the engine block. Pan 
must be attached with a minimum of three attachment 
points per side.   
 
EXHAUST SYSTEM 
Any exhaust system permitted. All exhaust systems 
must be directed out of body and away from driver and 
fuel tank. 
 
FUEL SYSTEM 
Any electronic, mechanical or belt driven fuel pumps 
are allowed. Electronic fuel pumps must shut off with 
the master electric cut-off switch. Fuel cell must have a 
pressure cap and be vented to the outside of the body. 
Front mounted fuel cells must meet SFI Spec 28.1 and 
be mounted between the frame rails and enclosed in a 
round tube frame. A round tube frame must be con-
structed of a minimum of 1 ¼-inch O.D. x .065-inch 
chrome moly tubing. Artificial cooling or heating of fuel 
(i.e., cool cans, ice, Freon, etc.) prohibited.  Circulating 
systems that are not part of the normal fuel pump  
system are prohibited.  
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DRIVELINE 
Any steel, aluminum or carbon fiber driveshaft meeting 
SFI 43.1 spec is permitted.  
 
REAREND 
Any automotive type rear-end is permitted.  
 
BRAKES, STEERING &SUSPENSION:3 
BRAKES 
Front and rear hydraulic brakes are required. Auto-
mated brakes are prohibited. The application and re-
lease of the brakes must be a function of the driver. Dual 
reservoir master cylinder is required. Line-lock is per-
mitted only on the front wheels using one line-lock but-
ton and solenoid. Any other electrical, pneumatic, 
hydraulic, etc. switch in braking system is prohibited.  
 
SHOCKS/STRUTS 
Aftermarket stock-type shocks/struts permitted. 
 
FRONT SUSPENSION 
Any aftermarket bolt-on or purpose-built front suspen-
sion system permitted.  
 
REAR SUSPENSION 
Stock-type, ladder bar, and racing 4-link rear suspension 
systems are permitted.  
 
WHEELIE BARS 
The use of wheelie bars is permitted. 
 
 

FRAME: 4 
CHASSIS 
Back-half style chassis’ and full chassis are permitted.  All 
vehicles must have a chassis that meets the guidelines 
set by SFI for their respective speed and elapsed time.  
A valid NHRA serialized sticker is mandatory at an NHRA 
Member Track.  
  
WHEELBASE 
Entries must retain stock wheelbase dimensions of + or 
– 2 inches. Maximum wheelbase variation from left to 
right is 2 inches. 
 
GROUND CLEARANCE 
A minimum of 3 inches from the front of the vehicle to 
12 inches behind front spindle centerline is mandatory. 
A minimum of 2 inches for the rest of the vehicle is 
mandatory (except for oil pan and exhaust headers).  
 
TIRES AND WHEELS: 5 
TIRES 
Maximum rear tire permitted is a 35.0 x 17.0 x 16-inch 
racing Bias-ply slick or smaller.  
 
WHEELS 
Aftermarket racing wheels permitted. 
 
INTERIOR: 6I 
UPHOLSTERY 
Factory door panels or door panels made of aluminum 
or carbon fiber are required. Aftermarket steering  
column is permitted. Aftermarket pedals are permitted.  
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BODY: 7 
BODY 
Body must maintain an overall factory OEM appear-
ance for year, make and model being claimed. Promod 
bodies prohibited.   
Complete stock appearing front and rear bumpers are 
mandatory.  
One-piece front ends are permitted and must retain a 
factory appearance. Light weight doors are permitted 
and must be functional from inside and outside of ve-
hicle. Lift-off light weight deck lids are permitted.  
Front overhang Extender permitted.   Front Overhang 
not to exceed 45 inches, with or without extender.    The 
frontend overhang is measured from the centerline of 
the front spindles. 
NMCA requires that all entries have a metal deflector 
or firewall extension between the fenders and the lead-
ing edge of the doors so that fire, liquids, etc. cannot 
come into the driver’s compartment.  
 
HOOD & HOOD SCOOP 
Hood scoops are permitted and may not extend above 
the roof line.  Vehicles that are equipped with an EFI sys-
tem are not required to run a hood scoop.  Carburetors 
must be completely covered by the hood or hood 
scoop.  Sensors, transducers, vents, wiring, hoses/lines, 
etc. are prohibited from being inside the hood scoop. 
 
WINDSHIELD & WINDOWS 
OEM glass or NHRA approved Lexan is required.   
 
WING/SPOILERS 
Rear wing/spoiler is permitted. Any adjustments to the 
wing/spoiler during a run are prohibited.  
 
TAILLIGHT/BRAKELIGHTS 
Functional taillights are mandatory.  
 
FIREWALL 
Firewall is required. Entries using a non-stock type  
firewall must use a firewall constructed from a  
minimum of .024 inch steel. The use of aluminum, mag-
nesium or carbon fiber in the construction of a firewall 
is prohibited. 
 
FLOOR 
Driver’s side floor pan must be steel and welded into 
place. The remainder of the floor section can be .024 
inch steel or .032 inch aluminum. The use of magne-
sium is prohibited 
 
WHEEL WELLS/TUBS 
Rear wheel wells/tubs must be separate from each 
other and can be constructed from aluminum or  
carbon fiber.   

APPEARANCE 
All cars in competition must be painted or wrapped. 
Advertising graphics are permitted on the body. In 
order to be eligible for the NMCA official contingency 
program, all contingency sponsors’ decals must be eas-
ily visible and located on the outside of the vehicle. Fail-
ure to do so can result in the driver forfeiting all claimed 
contingencies for that particular event. The NMCA re-
quires that all entries run the following decals: 
1. NMCA Windshield Banner: Decal needs to be located 
on the top of the windshield or just above the wind-
shield located on the body.  
2. NMCA Drag Racing Series: Decals (2) must be located 
on each side of vehicle. Either on the side windows or 
decals can be located on the body right beside the side 
windows.   
3. Class Sponsor: Decal must be located on the passen-
ger’s side lower portion of the windshield. 
4. VP Racing Fuels: Official Fuel decals (2) required.  Must 
be located on each side of vehicle.  (In a contingency 
decal manner) 
5. Aerospace Winners Circle: Decals (2) must be promi-
nently displayed on each side of vehicle. Failure to do 
so can result in the winning driver forfeiting his/hers 

Winner’s Trophy & Payout. 
6. Class & Competition Numbers: Numbers must be 
easily visible/legible and located on the front, back, and 
both side windows.   
 
ELECTRICAL: 8 
BATTERY 
A maximum of two batteries is allowed. 
 
IGNITION 
Maximum of one magneto and or distributor is al-
lowed. Maximum of only one spark plug per cylinder is 
allowed.  Magneto systems are limited to using a single 
44 amp maximum output system. The use of multiple 
ignition coils (one per cylinder) instead of using a mag-
neto or distributor is allowed. Any electronic ignition 
system is allowed.  
 
STARTER 
All entries must be self-starting from inside the vehicle. 
MASTER CUTOFF SWITCH 
A master cutoff switch is mandatory. 
 
 

SUPPORT GROUP: 9 
COMPUTER/DATA RECORDERS 
Computer/data recorders are permitted and must 
standalone and to be only used for information gath-
ering purposes.  
 
BRACKET RACING AIDS 
The use of any bracket racings aids such as optical  
sensors, stutter boxes, throttle stops, etc. are prohibited. 
The use of any device (electrical or mechanical) that al-
lows a driver to ascertain the position of their vehicle to 
the starting line is prohibited.  
Delay boxpermitted in car, but is not permitted to serve 
any delay function between the release of the trans-
brake button and deactivation of transbrake circuit. The 
transbrake “output” terminal on delay box must be free 
of any wiring.  The removed wire or wires can be piggy 
backed on the transbrake button input in most cases.  
 
PRESSURIZED BOTTLES 
A maximum of one pressurized container (excluding 
nitrous and fresh air systems) per vehicle is permitted. 
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TOW VEHICLES 
The use of tow vehicles is permitted.  
 
CREW MEMBERS 
Each crew member must have the proper starting line 
credentials and must were matching attire.  
 
DRIVER: 10 
DRIVER 
The driver when in the vehicle, from the ready line until 
the vehicle is safely stopped on the return road, is re-
quired to have all safety restraint systems (including the 
helmet) on and be securely fastened in the vehicle at 
all times 
 
 
 
 

CREDENTIALS 
A Valid state or government issued driver’s license  
beyond a learner/s permit level is mandatory for cars 
running 10.00 or slower. A valid NHRA competition li-
cense is mandatory for cars running 9.99 or quicker, at 
a NHRA Member Track. A valid NHRA or an IHRA com-
petition license is mandatory at an IHRA Member Track. 
 
Note: It is ultimately the competitor’s responsibility to 
familiarize themselves with the NMRA class require-
ments as well as all NHRA safety requirements. The 
competitor agrees they bear the ultimate responsibility 
when it comes to safety and how it complies with the 
NMRA and NHRA rule books. The competitor also 
agrees that no one else other than the competitor is  
in the best position to know about how their particular 
race car has been constructed and how to safely  
operate it.
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CLASS OVERVIEW 
CP Stock is a naturally aspirated heads-up class de-
signed for 1955 and newer  American Production bod-
ied vehicles. Designed as a low cost, entry level 
heads-up class. CP Stock is designed around competi-
tors using a production OEM Sealed Chevrolet Perform-
ance DR525 crate engine combined with a factory 
Chevrolet Performance sealed ECM and installation kit. 
This helps control the ever rising expenses associated 
with competitive heads-up drag racing and allows rac-
ers to explore other avenues to gain a performance ad-
vantage. All entries must compete on accepted 
suspension and at the same base weight.  
 
CONTRACT 
All entries are required to read and sign a racer’s  
contract. The purpose of this contract is to keep class 
participants from tampering with and/or altering the 
OEM Sealed Chevrolet Performance DR525 crate en-
gine along with the supplied tune. Any breach in this 
contract will result in suspension from NMCA compe-
tition for all related parties.   Severity of a suspension 
will be determined by the NMCA Event Director and 
Tech Director, based on the severity of each infraction. 
 
Note: This set of class rules is presented to all competi-
tors under the assumption that any modifications not 
specifically written within these rules shall be deemed 
illegal, unless the competitor has the expressed written 
consent from the NMCA Tech Director. 

RACING FORMAT 
This class will be an all run heads-up field, NHRA Pro 
Ladder, Autostart, .400 Pro Tree.  
 
ENGINE MAX CID BASE WEIGHT 
Chevrolet Performance DR525 3100 lbs 
 
Note: All weights are with driver and rounded down 
to the nearest five pound increment.  
 
REQUIREMENTS & SPECIFICATIONS 
 
ENGINE: 1 
ENGINE 
OEM Sealed Chevrolet Performance DR525 is manda-
tory for all entries. Any internal or external engine  
modifications (including sensors: crank, cam, O2, etc…
) are strictly prohibited.  Remanufactured engines are 
prohibited. 
Chevrolet Performance Sealed Engine Technology  
produces the DR525 has a uniquely identifiable engine 
seal at each of the following locations: 
2 seals on the intake manifold 
1 seal on the front cover 
1 seal on the oil pan 
(Below are the only 2 approved engine kit part num-
bers, which include the engine and instruction sheets) 
Chevrolet Performance Part # 19329008  
or 19369327(DR525 crate engine with F-car oil Pan  
engine kit) 
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DRIVETRAIN: 2 
CLUTCH 
Clutch and Flywheel meeting SFI Spec 1.1 or 1.2 is re-
quired. Diaphragm Pressure Plate assembly is required. 
Single Clutch Disc with a minimum of 10 inches in di-
ameter is required. Factory style mechanism for clutch 
operation is required.  Clutch release must be manually 
operated by driver’s foot.  The use of electronics, pneu-
matics, hydraulics, or any other device is prohibited 
from affecting clutch system/operation.  Steel flywheel 
shield meeting SFI Spec 6.1 is mandatory. Flywheel 
shield cannot be modified for clutch adjustment and/or 
cooling holes. 
 
MANUAL TRANSMISSION 
Only NMCA specified manual transmissions permitted.  
All transmissions are required to be unmodified from 
the manufacturer which also includes the following: 
helical or straight-cut gear sets, and counter shafts.  All 
gear changes must occur directly from the driver.  Pneu-
matic, hydraulic, electric, etc. shifters are prohibited.  
Clutch-less transmissions are prohibited.  Clutch must 
be used to change gears in a conventional manner.   
Pro-shifting is permitted on all transmissions.  All man-
ual Transmission shifters must maintain an H pattern.   
Aftermarket shifter with a single pivot ball shifting arm 
that uses OEM mounting holes is required.  Floor-shift 
conversion kits are permitted. 
 
 
 
 

Permitted Manual Transmissions 
• G-Force –G101A, GF4A   
• Jerico –DR4  
• Tremec T56/TR6060 
• G-Force T56 
• T56 Magnum  
• TR6060 
• Liberty - LCS 5000 4-Speed 
• Andrews Transmission –A431 H-Pattern 4-speed 
 
AUTOMATIC TRANSMISSION 
Any NON ECM/PCM “COMPUTER” controlled automatic 
transmission permitted.   Permitted transmissions in-
clude TH200, 350, 400, Powerglide, 200R, 700R, C4. 
Automatic transmission converters must have a steel -
case housing and can be bolt-together or weld-to-
gether construction.     
Trans-brakes are permitted. All trans-brake 
switches/buttons must be NHRA approved type. The 
use of any “lock-up” style converter is prohibited. 
Pneumatic, electric, hydraulic, etc. shifters are  
prohibited.  
Manipulation of transmission or converter pressure or 
volume by means of electric, pneumatic, hydraulic, 
non-OE or aftermarket solenoids or valves is prohibited. 
 
DRIVELINE 
Any steel or aluminum driveshaft is required. Carbon 
fiber driveshaft is prohibited. Driveshaft safety loop is 
required.  Titanium Driveline Components prohibited 
unless OEM Factory Equipped.  Example: Yokes, wheel 
studs, Axles, Brake rotors, Calipers, Etc. 
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Chevrolet Performance Part # 19329009 or  
19369329(DR525 crate engine with muscle car oil  
Pan engine kit) 
 
BLOCK 
(Below are the only 2 approved block part #s) 
Chevrolet Performance Block Part # 12623967 
Chevrolet Performance Block Part # 12629017. 
 
HARMONIC BALANCER 
SFI approved harmonic balancer with a minimum di-
ameter of (7.33) inches is required. Diameter will be 
measured from the top of the serpentine belt ribs lo-
cated on the balancer. 
 
ENGINE MOUNTS & LOCATION 
Solid engine mounts are permitted. Engine/Motor 
plates are prohibited. Engine block and cylinder heads 
cannot be in contact with the firewall.  
 
INTAKE MANIFOLD 
Stock Chevrolet Performance OEM supplied intake 
manifold is the only intake permitted for all entries.    
 
OILING SYSTEM 
Chevrolet Performance OEM supplied unmodified oil-
ing system and oil pan required. Any external oil 
pumps, oil lines vacuum pump/crankcase ventilation 
system, or any other oil system add-on is prohibited.  
OEM recommended Oil Accumulators are permitted 
 
COOLING SYSTEM 
Radiator and water pump is required.   Any OEM or Elec-
tric water pump permitted.  Any production style radi-
ator is permitted and must mount in the stock location. 
Any cooling fans permitted. Stock OEM core support is 
required. 
 
EXHAUST SYSTEM 
Aftermarket long tube style headers are permitted with 
a maximum outside diameter primary tube size of 
1.930 inches. Maximum exhaust tubing diameter is 4 
inches. 
 
FUEL SYSTEM 
Chevrolet Performance Filter/pressure regulator Part 
#19239926 is recommended.  Aftermarket fuel pumps 
along with one aftermarket fuel pressure regulator per-
mitted. Maximum fuel pressure measured at the regula-
tor is 65psi. All fuel lines must originate and return to one 
fuel cell. Any method of artificially cooling fuel is prohib-
ited. A check valve mounted between pressure regulator 
and fuel rails for fuel removal is mandatory. All entries will 
be subjected to random fuel checks. Fuel cells are  
permitted and must be located in the trunk area. 
 

EFI SYSTEM 
Chevrolet Performance Racing Performance Products 
sealed engine Controller Part Number # TBA is manda-
tory and are the only approved processors for this class. 
 
Processor must remain intact, unmodified and must be 
functional. Any computer ‘’add-ons’’ are prohibited. En-
tries are required to run the spec tune provided by 
Chevrolet Performance or the NMCA.  
 
All entries will be subjected to random processor  
recalibrations and/or exchanges to ensure a level play-
ing field. An OEM supplied stock throttle body 
mounted in the stock location is required. Maximum 
throttle body size is 90mm. 
 
Any modifications performed to the OEM throttle body 
are prohibited. The use of aftermarket throttle bodies 
is prohibited.  
 
Mass air sensor must be no closer than 4 inches to the 
throttle body to the sensor and no further than  
12 inches away from the throttle body to the sensor.  
Aftermarket mass air housing permitted. Mass air sen-
sor is required to be functional. 
 
Eight unmodified OEM supplied fuel injectors are 
mandatory. Fuel injectors must remain in the stock  
location. Aftermarket fuel rails are prohibited.   
 
AIR FILTER SYSTEM 
Any automotive type aftermarket air filter system  
required. Recommend a Dry Media Type air filter.  All in-
coming air entering the engine must pass through an 
air filter system.  
 
FUEL 
VP Racing Fuels C-10 is the only gasoline allowed. 
NMCA reserves the right to inspect fuel at any time dur-
ing competition. Failure to pass Fuel Check is grounds 
for disallowance of the run during competition and dis-
qualification from the event during eliminations.  
Fuel is checked using various means. Samples given to 
Fuel Check Technical Inspectors are compared to data 
taken from known fuel samples provided by VP, ad-
justed for temperature, and within a tolerance deter-
mined by NMCA. Failure occurs when the sample 
readings fall outside those tolerances. 
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BRAKES, STEERING &SUSPENSION: 3 
BRAKES 
Front and rear hydraulic brakes are required. Carbon 
fiber brakes are prohibited unless factory equipped 
(Z06, Z/28, ZR1).  Automated brakes are prohibited. The 
application and release of the brakes must be a func-
tion of the driver. Dual reservoir master cylinder is re-
quired. Line-lock is permitted only on the front wheels 
using one line-lock button and solenoid. Any other 
electrical, pneumatic, hydraulic, etc. switch in braking 
system is prohibited.  Titanium Brake Components pro-
hibited unless OEM Factory Equipped.  Example: Brake 
Rotors, Calipers, Etc. 
 
STEERING 
Any OEM automotive production type steering system 
permitted. 
 
SHOCKS/STRUTS 
Stock replacement type shocks in the rear and shocks 
or struts in the front are required. Coil-over struts are 
permitted. Shock/strut must mount in stock location. 
Shocks/struts must be stand-alone and cannot be ad-
justable during a run.  Rear coil over shocks are permit-
ted. Electronic programmable shocks/struts are 
prohibited. Spindle mount type struts are prohibited. 
 
FRONT SUSPENSION 
Post 1978 and Newer Vehicles: Stock, aftermarket or tu-
bular type K-member permitted. K-member must 
mount in its original location. K-member may be 
notched for oil pan clearance. Factory strut/shock tow-
ers are required. Bolt-on type caster/camber plates are 
permitted. Factory or commercially available controls 
arms and spindles are permitted.  

Pre-1978 and Older Vehicles: The use of commercially 
available bolt-on front suspension kits for engine fit-
ment is permitted. Factory strut/shock towers are al-
lowed to be modified for engine fitment and must 
maintain an OEM appearance. 
 
REAR SUSPENSION 
Stock rear type or ladder bar suspension permitted. 
Racing style 4-link suspensions are prohibited. Stock 
type suspension may utilize any commercially available 
direct bolt in shocks, springs, leaf springs or factory style 
3-link/4-link suspension systems for the particular 
year/make/model of car being used. Leaf springs are al-
lowed to be moved inboard. Torque arm style suspen-
sions are only permitted on OEM equipped vehicles. 
Bolt-on traction devices, panhard bars and anti-roll bars 
are permitted.  All NHRA Stock Eliminator approved sus-
pensions. Straight axle conversion on COPO Camaro or 
any GM car with factory Independent Rear Suspension 
are permitted.  Rear axle conversion style suspensions 
must be pre approved by NMCA Tech Dept 
 
WHEELIE BARS 
The use of wheelie bars is prohibited. 
 
FRAME: 4 
CHASSIS  
All vehicles must have a chassis that meets the guide-
lines set by SFI for their respective speed and elapsed 
time.   A valid NHRA serialized Chassis sticker is manda-
tory for any car running 9.99 (6.39 = 1/8 mile) or quicker, 
or 135mph or faster at a NHRA member track.   
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FRAME 
Front and rear frame rails must remain unaltered and 
in the stock locations. Rear frame rails may be notched.  
Stock front frame rails may be removed or replaced  
forward of K-member, or forward of front suspension 
location points. 
 
WHEELBASE 
Entries must retain stock wheelbase dimensions of + or 
– 1 inch. Maximum wheelbase variation from left to 
right is 1 inch. 
 
GROUND CLEARANCE 
A minimum of 4 inches from the front of the vehicle to 
12 inches behind front spindle centerline is mandatory. 
A minimum of 3 inches for the rest of the vehicle is 
mandatory (except for oil pan and exhaust headers).  
 
TIRES & WHEELS: 5 
TIRES 
FRONT: 
DOT and non-DOT tires are permitted. Front tires must 
have a minimum width of 4.5 inches.  
 
REAR: 
Any 28-inch tall by 10.6-inch wide bias-ply slick or a 
275/60/15 or Pro Bracket drag radial tire is permitted.  
Any 30-inch tall by 9.0-inch wide Bias-ply slick or Radial 
is permitted  
Tire tread may not extend outside of the fender.  

WHEELS 
Aftermarket racing wheels permitted. Spindle mount 
type front wheels are prohibited. 
 
INTERIOR: 6 
UPHOLSTERY 
Must have full factory type upholstery, including carpet, 
door panels, headliner, and factory dash. Driver’s and 
passenger’s seats are required and mounted in the 
stock location. Aftermarket front seats are permitted 
and must be upholstered. Rear seat, heater and A/C 
controls may be removed.  
 
STEERING COLUMN/WHEEL 
OEM or stock type steering column required. Aftermar-
ket steering columns and steering wheels are permit-
ted. Steering column must have a factory appearance. 
Removable steering wheel is permitted.  
 
PEDALS 
Must Use Supplied Accelerator Pedal Assembly in-
cluded in Chevrolet Performance Controller Kit.  
Chevrolet Performance Part # 19329003 
 
BODY: 7 
BODY 
Body must retain original appearances and profiles for 
year, make and model being used. OEM body shell 
must be intact. Light weight body panels are restricted 
to hood, bumpers and deck-lid/truck-lid or hatch. Hood 
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modifications performed to the GM harness or its  
sensors are strictly prohibited.    
 
MASTER CUTOFF 
A master cutoff switch is mandatory on all vehicles with 
a battery located in the trunk.  
 
LINE LOCK 
Only one line lock button permitted and must be wired 
stand alone. Line lock circuit will have no other wiring 
spliced or attached to its function. Line lock permitted 
on front brakes only. 
 
STARTER 
Aftermarket starters, in stock location permitted. 
 
WIRING HARNESS/LOOM 
Chevrolet Performance Wiring Harness PN # 19166573  
Chevrolet Performance Map Jumper Harness PN# 
19202598 
The Chevrolet Performance engine harness/computer 
loom are mandatory.  
Any modifications to harness/loom and any electrical 
sensors are prohibited.  

SUPPORT GROUPS: 9 
COMPUTER/DATA RECORDERS 
Only NMCA approved external data recorders, data log-
gers, are permitted. Any wide-band 02 device must be 
capable of only logging air/fuel ratio, and may not be 
run in closed loop with EFI or ignition system. Only a 
single 02 sensor is permitted to be installed in each 
header collector. Playback tachometers permitted  
including those that record driveshaft RPM. Laptops 
prohibited in vehicle during competition. 
Approved Data Loggers: 
• Racepak: Sportsman Series 
• AEM: AQ-1 
• Port-a-Tree Data: Electronic Switch Panel 
• Computech: Data Max 
• RPM Performance Products: DL10 
• Performance Trends: DataMite III 
• Altronics: DataQuest 
 
INDICATOR LIGHT 
A small, remote mounted, indicator light wired to the 
(MIL) malfunction indicator light wire which is available 
adjacent to the pedal control assembly. The light must 
be mounted in a highly visible location close to the 
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may be a lift-off style and deck-lid/trunk-lid or hatch 
must be hinged. Lift off style deck-lid/trunk-lid or hatch 
is prohibited.  Alterations or aerodynamic modifications 
are prohibited.  
 
HOOD SCOOPS 
The use of aftermarket forward facing hood scoops is 
prohibited. OEM hood scoops are permitted and must 
be sealed off from fresh air. Cowl induction style hood 
is permitted with a maximum height of 6 inches. Cowl 
height will be checked from the tallest point of the 
hood to the fender line. 
 
GRILLE 
Grille must be full production for make, model and year 
being claimed. Covering in front of or behind the grille 
is prohibited.  Fresh Air Source through Grille is permit-
ted, but design must be preapproved by NMCA Tech 
Director.  
 
BUMPERS 
No body components, bumper add-ons, sill plates, chin 
spoilers, body kits, license plate frames, etc. are permit-
ted to be added to the nose of the vehicle. ‘’Outlaw” 
style bumpers are prohibited. 
 
FIREWALL 
Stock, unaltered firewall is required.  
 
FENDER SPLASH PANS 
Full, factory OEM or aftermarket inner fenders are re-
quired.  
 
WINDSHIELD & WINDOWS 
ALL OEM glass is required.  Optic Armor stock replace-
ment Windshield and Rear Glass permitted per manu-
facturers recommended specs.  
 
FLOOR 
The driver’s/passenger’s floor, including transmission 
tunnel must be unaltered and in the stock location.  
Transmission Tunnel may be modified for Transmission 
Installation.  Transmission Tunnel may not be remov-
able. 
 
WHEEL WELLS 
Factory wheel wells/tubs are required. Widening/sec-
tioning for tire fitment is permitted and must maintain 
an OEM appearance. Wheel well modifications are  
restricted to 1978 and older vehicles, 1979-newer are 
required to have stock wheel wells. Aftermarket style 
mini-tubs are permitted. 
 
 
 

WING/SPOILERS 
Rear wing/spoiler is permitted with a maximum length 
of 26 inches. Rear wing/spoiler will be measure from 
the transition point of the deck-lid/trunk-lid to the rear 
most portion of the wing/spoiler. Any adjustments to 
the wing/spoiler during a run are prohibited.  
 
STREET EQUIPMENT 
Functioning, Headlights and taillights/brake lights are 
required.  
 
APPEARANCE 
All cars in competition must be painted or wrapped. 
Advertising graphics are permitted on the body. In 
order to be eligible for the NMCA official contingency 
program, all contingency sponsors’ decals must be eas-
ily visible and located on the outside of the vehicle. Fail-
ure to do so can result in the driver forfeiting all 
claimed contingencies for that particular event. The 
NMCA requires that all entries run the following decals: 
1. NMCA Windshield Banner: Decal needs to be located 
on the top of the windshield or just above the wind-
shield located on the body.  
2. NMCA Drag Racing Series: Decals (2) must be located 
on each side of vehicle. Either on the side windows or 
decals can be located on the body right beside the side 
windows.   
3. Class Sponsor: Decal must be located on the passen-
ger’s side lower portion of the windshield. 
4. VP Racing Fuels: Official Fuel decals (2) required.  Must 
be located on each side of vehicle.  (In a contingency 
decal manner) 
5. Aerospace Winners Circle: Decals (2) must be promi-
nently displayed on each side of vehicle. Failure to do 
so can result in the winning driver forfeiting his/hers 
Winner’s Trophy & Payout. 
6. Class & Competition Numbers: Numbers must be 
easily visible/legible and located on the front, back, and 
both side windows.   
 
ELECTRICAL: 8 
BATTERIES/CHARGING SYSTEM 
Must be a 12 Volt or 16 Volt Battery.  Battery may be re-
located and must be an automotive type. Charging sys-
tem must be functional and use OEM 6-rib belt that is 
crank driven. 
 
IGNITION 
Stock unmodified GM ignition is required. Standalone 
two-step rev-limiter is permitted. Two-step switches (for 
manual transmission) must be located on clutch pedal 
only and have at least one half inch clutch engagement 
travel to activate the two step switch. Two-step system 
is allowed to piggy-back with existing connector and 
must retain the standard functions of a two-step. Any 
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ALDL (tech port) connector. The MIL wire provides 
ground path for remote indicator light.  
 
BRACKET RACING AIDS 
The use of any bracket racings aids such as optical sen-
sors, delay boxes, shutter boxes, throttle stops, etc. are 
prohibited. The use of any device (electrical or mechan-
ical) that allows a driver to ascertain the position of their 
vehicle to the starting line is prohibited.  
 
TOW VEHICLES 
The use of tow vehicles is limited to being towed to the 
staging lanes and or away from the scales. Vehicles 
must drive to or manually be pushed to the scales pro-
ceeding each qualifying run. 
 
CREW MEMBERS 
Each crew member must have the proper starting line 
credentials and must were matching attire.  
 
DRIVER: 10 
DRIVER 
The driver when in the vehicle, from the ready line until 
the vehicle is safely stopped on the return road, is  
required to have all safety restraint systems (including 
the helmet) on and be securely fastened in the vehicle 
at all times 

CREDENTIALS 
A Valid state or government issued driver’s license  
beyond a learner/s permit level mandatory for cars  
running 10.00 or slower.   
A Valid NHRA competition license is mandatory for cars 
running 9.99 or quicker, at an NHRA Member Track.  
NHRA/IHRA competition license mandatory at an IHRA 
Member Track. 
 
Note: It is ultimately the competitor’s responsibility to 
familiarize themselves with the NMCA class require-
ments as well as all NHRA safety requirements.  
The competitor agrees they bear the ultimate respon-
sibility when it comes to safety and how it complies 
with the NMCA and NHRA rule books. The competitor 
also agrees that no one else other than the competitor 
is in the best position to know about how their partic-
ular race car has been constructed and how to safely 
operate it.
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Class Description 
Nostalgia Super Stock is an index-style foot brake only 
class for the year models, body styles, and engine com-
binations, which accurately represent those cars, which 
raced in the A/FX and Super Stock classes of the ’60s. 
Certain exceptions in the authenticity of these cars will 
be allowed. Among those exceptions, but not limited 
to, are factors concerning safety, equality in perform-
ance, availability, and durability. Classification will be 
based on a visual inspection and an e.t. range. No mod-
ifications, which alter the car from factory stock, are per-
mitted unless they are specifically allowed in these 
rules, or as authorized by the rules committee.  
Sandbagging, excessive braking near the finish line or 
excessive mph for a given e.t. is subject to result in a dis-
qualification.  
 
CLASS DESIGNATIONS & INDEX 
                            AAAA\FX                       8.50 
                            AAA/FX                          8.75 
                            AA/FX                             9.00 
                            A/FX                                 9.25  
                            B/FX                                 9.50 
                            C/FX                                 9.75  
                            A/NSS                              10.00 
                            B/NSS                              10.25  
                            C/NSS                              10.50 
                            D/NSS                             10.75  
                            E/NSS                              11.00 
                            F/NSS                              11.25  
                            G/NSS                             11.50 
                            H/NSS                             11.75 
                            I/NSS                                12.00 
                            J/NSS                               12.25 
                            K/NSS                              12.50 
                            L/NSS                              12.75 
                            M/NSS                             13.00 
 

Qualifying Information, Ladder Type, & Tree 
All Run, NHRA Sportsman Ladder, .500 Full Tree,  
Handicap Start, Courtesy Stage. 
 
Class will qualify, be awarded qualifying points and be 
laddered based on elapsed time closest to index 
recorded in the qualifying sessions. 
 
All class participants must declare & have posted the 
class of choice prior to the 1st scheduled qualifying run 
in their respective eliminator or at the time of technical 
inspection.  Competitors may change classes up to 30 
minutes following the first Qualifying session.  If a com-
petitor changes classes, any previous qualifying runs 
will be void and not count towards qualifying. Failure 
to declare an index will result in placement in the “M” 
Index Class.  All qualifiers must have a valid elapsed 
time recorded to be placed into eliminator competition.   
 
ELIGIBLE YEAR MODELS AND BODY STYLES 
The following is a list of cars/engines, which are allowed 
to compete in the Nostalgia Super Stock class: 
• AMC AMX: 1968 – 1969; 390 
• Chevrolet Full Bodied: 1959-64; 348 & 409s, Z11 427 
• Chevrolet Full Bodied: 1965-67; 396-454 
• Chevrolet Chevelle: 1964 – 1967; 396-454 
• Pontiac Full Bodied: 1959-67; 389-455 
• Pontiac Parisienne: 1959-1964; 348 or 409 
• Tempest/GTO: 1961-67; 389-455 
• Ford Full Bodied: 1959-67; 390-427 
• Ford Thunderbolt: 1964; 427 
• Fairlane/Comet/Cyclone/Falcon: 1963-67; 390, 427 
• Dodge/Plymouth Full Bodied: 1960-67;  
383-440 wedge 
• Dodge/Plymouth Full Bodied: 1964-67; Hemi 
• Buick Full Bodied: 1960-67; 401-455 
• Skylark: 1964-67; 400-401-455 
• Chevelle: 1964-67; 396-454 
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• Oldsmobile Full Bodied: 1960-67; 394-400-455 
• Cutlass/442: 1964-67; 400-455 
• Dart/Barracuda: 1967-69; 383-440 
• Dart/Barracuda: 1968; 426 Hemi 
 
ENGINE 
RADIATOR 
OEM production-style or aftermarket radiator is re-
quired and must be mounted in stock location. Stock 
core support is required. 
Water pump: Any aftermarket (belt drive or electric 
drive) pump permitted. 
COOLING FANS: Any permitted. 
 
ENGINE 
See ELIGIBLE YEAR MODELS AND BODY STYLES. Any 
internal engine modifications permitted. 
 
EXHAUST 
All entries allowed to use tubular headers. Adapter 
plates permitted to bolt headers to cylinder head. Ex-
haust must be directed out of car body, away from 
driver and fuel tank. 
 
HEADERS & COLLECTORS 
 Any headers and/or collectors permitted. 
 
EXHAUST TUBING/SIZE 
Any tubing size permitted. 
 
TAILPIPE & EXHAUST RULES 
Not required. 
 
MUFFLER REQUIREMENTS 
Not required. 
 
FUEL DELIVERY SYSTEM 
Fuel cells, electric or mechanical fuel pumps, pressure 
regulators, and any line size permitted. Fuel pump must 
shut off with a master electrical switch. Stock gas tank 
(if used) must be retained in factory location. Modified 
fuel pickups & outlet permitted. 
Aftermarket/fabricated fuel tank or cell permitted. Must 
be located in trunk area. If tank or fuel filler is inside 
trunk, a bulkhead of minimum .032” aluminum or .024” 
steel must be used between trunk and driver compart-
ment, and tank must be vented to outside of car. When 
used, fuel cells must have a metal box protecting the 
part of the fuel cell that is outside the trunk floor. Non-
metallic fuel cells or tanks must be grounded to frame. 
See NHRA General Regulations Section 1.5. 
 
FUEL 
Commercially available racing gasoline, pump gasoline, 
and E85 are the only fuels permitted. Maximum 
blended volume of alcohol may not exceed 85%. 

ALCOHOL: Permitted in the FX classes. 
NITROUS OXIDE: Prohibited. 
 
OIL SYSTEM 
Dry-sumps prohibited. Oil pump must remain in stock 
location. Oil pan capacity may be increased. 
 
SUPERCHARGER 
Prohibited. 
 
DISTRIBUTOR 
Must remain in stock location with cam gear drive. Belt 
drive Distributors permitted in AAA/FX through C/FX 
classes only. 
 
BLOCK 
Aftermarket blocks may be either cast iron or alu-
minum if they appear externally to be the same as was 
originally available on the year/make/model of entry. 
 
ENGINE LOCATION\MOUNTS 
(NSS CLASSES): Block and/or heads must not touch 
stock firewall. Firewall must be in stock location. Engine 
plates and solid engine mounts permitted. 
Engine Location/Mounts  
(FX CLASSES): Engine plates and solid engine mounts 
permitted. 

Engine set back permitted. Engine may not be set back 
more than 12 inches as measured from the front spark 
plug hole and the factory stock (OEM) location.  
Sidewinder engine placement prohibited. (Reference: 
Firewalls, section 7.5) 
 
HEADS 
Aftermarket cylinder heads permitted. Cylinder heads 
may be cast iron or aluminum if they appear externally 
to be the same as was originally available on the 
year/make/model of entry. Any internal cylinder-head 
modifications permitted. 
 
VALVETRAIN 
Any valve train permitted. 
 
CARBURETOR 
(NSS CLASSES): All entries in the eliminator must be car-
bureted as outlined below. Positioning of carburetors 
from factory mounting not a tech item (carburetors 
may be positioned facing forwards, backwards, or side 
mounted). Choke horn, choke plate, choke shaft, choke 
linkage, and choke mechanism may be removed. Car-
buretors are restricted to the following manufactures: 
Holley, Edelbrock, Carter, Rochester, Demon, Quick Fuel 
Technologies.  Vehicles in this class permitted the use 

of carburetors listed for NSS, or Holley, Quick Fuel or 
Holley based carburetor 4150 style with a maximum 
1.750 throttle blade. (NO Dominators).  Carburetor must 
have commercially available cast main body.  Billet Base 
Plate and metering blocks are permitted.  All NSS com-
binations are permitted duel four carburetor setup.  
 
FUEL INJECTION 
Era-correct mechanical fuel injection permitted in FX 
classes only. 
 
INTAKE MANIFOLD 
Sheet metal intake prohibited. Manifolds restricted to 
commercially available cast units. Top of manifold lid 
may be modified and fabricated as necessary to ac-
commodate carburetor placement. 
Sheet metal units permitted in AAAA/FX, AAA/FX, 
AA/FX, and A/FX ONLY. 
 
SOLENOIDS: 
Prohibited. 
 
TURBOCHARGER 
Prohibited. 
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AFTERCOOLERS/INTERCOOLER 
Prohibited. 
 
DRIVETRAIN 
CLUTCH 
Clutch operation must be manually applied and disen-
gaged with foot during run, without the assist of elec-
tric, hydraulic or pneumatic devices. Multi stage, 
variable release, or lock up type of any description is 
prohibited. Throwout bearing must release all fingers 
or levers simultaneously. 
 
DRIVESHAFT 
Any permitted. 
 
REAREND 
Any automotive type rearend permitted. 
 
MANUAL TRANSMISSION 
OEM or aftermarket transmissions with a maximum of 
4 forward speeds permitted. Clutchless transmissions 
prohibited. All shifts must be made manually without 
the aid of electric, hydraulic or pneumatic devices. Start-
ing line rev limiters permitted. Torque converter not 
permitted with this type transmission. 
 
MANUAL TRANSMISSION (F/X Classes) 
OEM or aftermarket transmissions with a maximum of 
5 forward speeds or clutchless transmissions permitted 
in AAAA/FX, AAA/FX, AA/FX and A/FX classes ONLY. All 

Planetary Transmission including Lenco type or any 
combination thereof prohibited. All shifts must be 
made manually without the aid of electric, hydraulic or 
pneumatic devices. 
 
AUTOMATIC TRANSMISSIONS 
(OEM American transmissions or replicas of OEM  
American transmissions that use planetary gears) 
Automatic transmissions originally produced by any 
American automobile manufacturer or replicas of an 
automatic transmission produced by any American au-
tomobile manufacture (Ex. Deadenbear PG transmis-
sion) mandatory. Lock-up transmissions/torque 
converters permitted. Transmission-to-engine adapters 
permitted. All shifts must be made manually without 
the aid of electric or pneumatic devices. Transbrake pro-
hibited. In those classes that prohibit trans-brakes the 
following will be used to enforce the rule. A competitor 
may elect to leave the trans-brake solenoid installed in 
the transmission, however any/all physical wiring  
must be removed to the solenoid while the vehicle is 
in competition. 
Starting line rev limiters prohibited. Clutch prohibited 
with this type of transmission. 
 
BRAKES & SUSPENSION 
BRAKES 
The braking system may be upgraded. All cars must 
have front and rear hydraulic brakes. Automated brakes 
or any type of traction control is prohibited. Application 
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1. NMCA Windshield Banner: Decal needs to be located 
on the top of the windshield or just above the  
windshield located on the body.  
2. NMCA Drag Racing Series: Decals (2) must be located 
on each side of vehicle. Either on the side windows  
or decals can be located on the body right beside the 
side windows.   
3. Class Sponsor: Decal must be located on the passen-
ger’s side lower portion of the windshield. 
4. VP Racing Fuels: Official Fuel decals (2) required.  Must 
be located on each side of vehicle.  (In a contingency 
decal manner) 
5. Aerospace Winners Circle: Decals (2) must be promi-
nently displayed on each side of vehicle. Failure to do 
so can result in the winning driver forfeiting his/hers 
Winner’s Trophy & Payout. 
6. Class & Competition Numbers: Numbers must be 
easily visible/legible and located on the front, back, and 
both side windows.   
 
SPOILERS, WINGS 
Aftermarket wings and/or spoilers prohibited. 
 
 
 

FIREWALLS 
Stock firewall in stock location mandatory. Firewall  
may be relocated rearward, era-correct modifications 
permitted in FX classes. (Reference: Engine 
location\mounts, section 1.16) 
 
FLOOR/TRUNK PAN 
Complete stock floor in stock location mandatory. 
Floor/Trunk Pan modifications permitted for clearance 
purposes of ladder bars, mufflers, and fuel cell. Material 
to be used if there are floor/truck pan modification is 
limited to same type material and same or greater 
thickness as original floor/trunk pan. 
 
HOOD/SCOOP 
(NSS Classes): Hood scoops limited to OEM equipment 
or period style. Hood/scoop may be no higher than 5 
inches. Pro stock-style scoops prohibited. The entire in-
duction system must be completely covered by hood 
or scoop, which must be part of the vehicle hood. 
(FX Classes): Not required. 
 
WINDSHIELDS/WINDOWS 
Must be OEM safety glass or NHRA/IHRA approved 
Lexan or Plexiglas. 
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and release of brakes must be a function of the driver’s 
foot. Line loc permitted on front wheels only. Any other 
electric, pneumatic, or hydraulic device in the system is 
prohibited. 
 
SHOCK ABSORBERS 
Each vehicle in competition must be equipped with 
one operative shock absorber for each sprung wheel. 
Shock absorbers may be either hydraulic or friction 
type, securely mounted and in good working order. 
 
STEERING 
(NSS Classes) OEM steering mandatory. 
(F/X Classes) OEM or aftermarket steering in stock loca-
tion mandatory. 
 
SUSPENSION 
FRONT SUSPENSION: Stock front suspension as factory-
designed required. Aftermarket direct replacement sus-
pension components including tubular A-arms 
permitted: However, overall design and function as fac-
tory produced must be retained. 
 
REAR SUSPENSION: Rear suspension of ladder bar, 
three/four link, or stock rear suspensions permitted.  
 
WHEELIE BARS 
Wheelie bars permitted in FX classes and A/NSS.  
Wheelie Bars must not extend beyond rear Bumper. 
 
CHASSIS 
All vehicles must have a chassis that meets the guide-
lines set by SFI for their respective speed and elapsed 
time.   A valid NHRA serialized Chassis sticker is manda-
tory for any car running 9.99 (6.39 = 1/8 mile) or quicker, 
or 135mph or faster at a NHRA member track.   
 
FRAME 
(NSS CLASSES): Stock frame required but may be 
strengthened with the addition of braces and “notched” 
or moved inboard for rear-tire and wheel tub clearance. 
(FX Classes): Frame alteration permitted; full tube chas-
sis prohibited. 
 
GROUND CLEARANCE 
Minimum 3 inches from front of vehicle to 12 inches 
behind centerline of front axle; 2 inches for remainder 
of vehicle, except oil pan and exhaust headers. 
 
WHEELBASE 
(NSS CLASSES): Must retain stock wheelbase with a 
maximum variation from left to right and front to back 
of 1 inch. Stock overhangs are required. 
(FX Classes): Any period-style alteration of wheelbase 
and overhang is allowed. 

TIRES 
TIRES (FX CLASSES, A/NSS, B/NSS, C/NSS): Street type 
or drag slick tires permitted. Maximum rear tire desig-
nation of 10.5Wx33-inch permitted. The front tires are 
limited to 4.5-inch minimum tread width and minimum 
diameter of 26 inches tall. The tread of the tires is not 
allowed to protrude outside the exterior bodyline at 
the top of the tire. 
TIRES (ALL OTHER NSS CLASSES): Street type or drag 
slick tires permitted. Maximum rear tire designation of 
10.5Wx31-inch permitted. The front tires are limited to 
4.5-inch minimum tread width and minimum diameter 
of 26 inches tall. Tire tread may not extend outside 
fenders. 
 
WHEELS 
 Spindle-mount front wheels prohibited. 
 
INTERIOR 
NSS CLASSES: Must have full factory seating, uphol-
stery, and carpeting. Aftermarket upholstered bucket 
seats permitted. Full dashboard mandatory. Aftermar-
ket gauges permitted. Rear seat may be removed  
when roll bar/cage is installed. Area must be carpeted 
or upholstered equivalent to factory specifications  
(no bare paneling). 
FX CLASSES: Full removal of interior permitted. 
 
BODY 
NSS CLASSES: Topless cars prohibited. Lightweight re-
placement parts permitted for fenders, hood, doors, 
deck lid, and bumpers. External modifications of any 
body panel that will alter the stock bodyline is prohib-
ited. The body must be finished & painted. 
FX CLASSES: Topless cars prohibited. Lightweight re-
placement parts permitted for fenders, hood, doors, 
deck lid, and bumpers. External modifications of any 
body panel that will alter the stock bodyline is prohib-
ited. Hoods are optional. The body must be finished & 
painted. 
 
APPEARANCE 
All cars in competition must be painted or wrapped. 
Advertising graphics are permitted on the body.  
In order to be eligible for the NMCA official contingency 
program, all contingency sponsors’ decals must be eas-
ily visible and located on the outside of the vehicle, on 
the rear quarter windows or rear window in a clear and 
organized fashion.  Contingency decals may not be 
overlapped or modified.  Other decals and sponsors 
may appear on bodywork, front end and on windows. 
Failure to do so can result in the driver forfeiting  
all claimed contingencies for that particular event. 
 The NMCA does require all entries to run the following 
decals: 
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BUMPERS: 
Complete stock-appearing bumpers required. 
 
FENDER SPLASH PANS 
(NSS CLASSES): OEM or aftermarket full-fender splash 
pans required. Splash pans may be trimmed to allow 
clearance for headers. Removable fender splash pans 
acceptable.  
(FX CLASSES): Not required. 
 
GRILLE 
A full-production grille is required for the body style 
used, era-correct modifications permitted. Covering in 
front of or behind the grille prohibited. 
 
WHEEL WELLS 
INNER WHEEL WELLS: Aftermarket wheeltubs permit-
ted. Material used to add to the width of the inner 
wheelwell may be steel or aluminum. 
OUTER FENDERS: Leading and trailing edges of fenders 
may be trimmed for tire clearance, maximum 2”. 
 
RAM AIR 
Any aftermarket or fabricated ram-air unit permitted 
that is not visible from exterior of vehicle. 
 
DOORS 
OEM or aftermarket doors permitted. Driver and pas-
senger doors must be functional and operable from in-
side and outside of vehicle. 
 
ELECTRICAL 
BATTERY: 
Battery may be relocated. Charging system optional. 
 
 IGNITION 
Any battery powered ignition system permitted as 
specified in this section. Aftermarket electronic break-
erless distributor system permitted. All ignition boxes 
must be listed on the NHRA ET approved ignition box 
list or operate with less functions and features than ap-
proved boxes. Wiring harness must not be modified 
from manufacturer’s installation instructions. The use 
of any programmable multi-point rev limiter and /or a 
rate-of-acceleration rpm limiter, either by themselves 
or integrated into the ignition system are prohibited.  
Traction control prohibited. Engine rev limiters, top end 
only, and\or starting line with manual transmission 
only, permitted. 
 
STARTER 
All entries must be self-starting with on-board starter. 
 
SUPPORT GROUPS 
Bracket racing aids such as optical sensors, delay boxes, 

stutter boxes, two-steps, and throttle stops prohibited. 
The application or use of any device, mechanical  
or electronic that permits the driver to ascertain the  
position of their vehicle in relation to the starting line  
is prohibited. 
 
ONBOARD DIAGNOSTICS\DATA RACORDERS 
Onboard diagnostics and data recorders used to mon-
itor and record parameters such as a driveshaft speed, 
acceleration, nitrous timing, chassis strain, and suspen-
sion travel etc., prohibited.  Digital Dash Display prohib-
ited.  Wide band oxygen sensors permitted. “Playback” 
tachometers permitted. Laptops prohibited in vehicle. 
 
TOW VEHICLES 
Vehicles may not be towed in or to staging lanes. Vehi-
cles may not be towed from the return road. 
 
STREET-LEGAL REQUIRMENTS 
Headlights and tail lights for year & make of body used 
mandatory: era-correct headlight modifications  
permitted... Single taillight required to be functional. 

WEIGHT 
WEIGHT: Weight is not a tech item however excessive 
lightening as determined by the tech officials will not 
be permitted. 
 
DRIVER 
The driver when in the vehicle, from the ready line until 
the vehicle is safely stopped on the return road, is re-
quired to have all safety restraint systems (including the 
helmet) on and be securely fastened in the vehicle at 
all times 
 
 
 
 
 
 
 
 
 
 

CREDENTIALS 
A Valid state or government issued driver’s license be-
yond a learner/s permit level mandatory for cars run-
ning 10.00 or slower.   
A Valid NHRA competition license is mandatory for cars 
running 9.99 or quicker, at an NHRA Member Track.  
NHRA/IHRA competition license mandatory at an IHRA 
Member Track. 
 
Note: It is ultimately the competitor’s responsibility to 
familiarize themselves with the NMCA class require-
ments as well as all NHRA safety requirements.  
The competitor agrees they bear the ultimate respon-
sibility when it comes to safety and how it complies 
with the NMRA and NHRA rule books. The competitor 
also agrees that no one else other than the competitor 
is in the best position to know about how their partic-
ular race car has been constructed and how to  
safely operate it.
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CLASS DESCRIPTION 
S3 is a handicap break-out eliminator based off of all 
NHRA and IHRA, Stock and Super Stock, classes.   Stock 
/ Super Stock Combo, will qualify based off NMCA in-
dexes of January 1, 2021.  These indexes and weight 
factors will remain in effect without change during  
the entire race season.  All 1955 to current as listed in 
the NHRA and IHRA Stock Car Classification Guide  
permitted. 
 
QUALIFYING INFORMATION, LADDER TYPE  
& TREE 
All run qualified field, NHRA sportsman ladder, and .500 
full tree.  
The class will qualify based off NMCA indexes of.  These 
indexes and weight factors will remain in effect without 
change during the entire race season. 
64 cars or less will be laddered first round. 
65 or more cars will be random paired first round  
and laddered second round based off of first round 
eliminations.  
All dial-ins must be under the currently posted indexes 
for all NHRA / IHRA Stock and Super Stock class combi-
nations.   
All qualifiers in S/SS must have a valid elapsed time 
recorded to be placed into eliminator competition.  
Competitors will scale during qualifying and after  
completion of any “heads-up” elimination run. 

During eliminations when identical (NHRA or IHRA) 
class combinations are paired the dial-in for both com-
petitors will be based off of the faster qualified car and 
bumped by 1 tenth of a second, break-out still in effect. 
 
RULES 
All rules and classification will be based off the current 
year NHRA and IHRA rules and classification guide with 
the exception of; Fuel Check will not be a technical  
requirement.  
All NHRA Safety rules will be in effect. No modifications, 
which alter the car from factory stock, are permitted  
unless they are specifically allowed in NHRA / IHRA 
rules, or as authorized by the NMCA rules committee.   
Competitors will be required to have a valid NMCA 
Membership and permanent number.  Number can be 
their current NHRA or IHRA number as long as it does 
not duplicate another competitor’s number, in those 
cases NMCA will issue a number as close as possible to 
one of the competitor’s current number. 
 
CHASSIS 
All vehicles must have a chassis that meets the guide-
lines set by SFI for their respective speed and elapsed 
time.   A valid NHRA serialized Chassis sticker is manda-
tory for any car running 9.99 (6.39 = 1/8 mile) or quicker, 
or 135mph or faster at a NHRA member track.

The NMCA Thanks
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NMCA 2020 STOCK INDEXES 
UPDATED 1/01/2021 

 
CLASS                INDEX                                                          CLASS             INDEX                                                CLASS              INDEX 
 
AA/S                   11.00                                                          AAF/S              13.80                                                 FF/S                   15.80
A/S                      11.25                                                          AF/S                 14.15                                                 GF/S                  16.75 
B/S                       11.50                                                          BF/S                  14.95                                                 HF/S                  17.75 
C/S                       11.65                                                          CF/S                  15.45                                                 S/GTA               11.25 
D/S                      11.80                                                          DF/S                 15.90                                                 S/GTB               11.65 
E/S                       11.95                                                          EF/S                  17.75                                                 S/GTC               11.90 
F/S                       12.10                                                          FS/AA              9.70                                                   S/GTD              12.15 
G/S                      12.20                                                          FS/A                 10.00                                                 S/GTE               12.45 
H/S                      12.30                                                          FS/B                  10.30                                                 S/GTF               12.80 
I/S                        12.50                                                          FS/C                  10.60                                                 S/GTG              13.10 
J/S                        12.65                                                          FS/D                 10.90                                                 A/PS                  12.05 
K/S                       12.85                                                          FS/E                  11.25                                                 B/PS                  12.45 
L/S                       13.00                                                          FS/F                  11.50                                                 C/PS                  12.75 
M/S                     13.15                                                          FS/G                 11.65                                                 D/PS                 13.10 
N/S                      13.25                                                          FS/H                 11.80                                                 E/PS                  13.40 
O/S                      13.40                                                          FS/I                    11.95                                                 F/PS                  13.75 
P/S                       13.65                                                          FS/J                   12.10                                                 G/PS                 14.05 
Q/S                      13.95                                                          FS/K                  12.20                                                 H/PS                 14.30 
R/S                       14.25                                                          FS/L                  12.30                                                 I/PS                    14.55 
T/S                       14.70                                                          FS/X                  10.45                                                 A/FI                   11.15 
U/S                      14.95                                                          FS/XX               10.20                                                 B/FI                    11.55 
V/S                       15.55                                                                                                                                                                               
C/FI                      11.85 
W/S                     16.70                                                          AF/SA              14.65                                                 D/FI                   12.10 
AA/SA                11.00                                                          BF/SA               14.95                                                 F/FI                    12.75 
A/SA                   11.30                                                          CF/SA              15.30                                                 G/FI                   13.00 
B/SA                    11.55                                                          DF/SA              15.60                                                 H/FI                   13.40 
C/SA                   11.70                                                          EF/SA               15.90                                                 I/IF                     13.65 
D/SA                   11.85                                                          FF/SA               16.30                                                 J/FI                     14.25 
E/SA                    12.00                                                          GF/SA              17.20                                                 K/FI                    14.95 
F/SA                    12.15                                                          HF/SA              18.60                                                 L.FI                     15.55 
G/SA                   12.30                                                          A/CM               10.90                                                 M/FI                  16.70 
H/SA                   12.45                                                          B/CM                11.05                                                 A/FIA                11.15 
I/SA                     12.60                                                          C/CM               11.20                                                 B/FIA                11.55 
J/SA                    12.75                                                          D/CM               11.35                                                 C/FIA                11.90 
K/SA                    12.95                                                          E/CM                11.50                                                 D/FIA                12.20 
L/SA                    13.00                                                          F/CM                11.65                                                 E/FIA                 12.50 
M/SA                  13.15                                                          G/CM               11.80                                                 F/FIA                 12.85 
N/SA                   13.30                                                          H/CM               11.95                                                 G/FIA                13.05 
O/SA                   13.45                                                          I/CM                 12.10                                                 H/FIA                13.45 
P/SA                    13.75                                                          J/CM                 12.25                                                 I/FIA                  13.75 
Q/SA                   14.10                                                          K/CM                12.40                                                 J/FIA                 14.35 
R/SA                    14.35                                                          L/CM                12.55                                                 K/FIA                15.15 
T/SA                    14.70                                                          M/CM              12.65                                                 L/FIA                 15.80 
U/SA                   15.15                                                          A/FCM             11.55                                                 MI/FIA              16.95 
V/SA                   15.80                                                          B/FCM             11.85                                                                              
W/SA                  16.95                                                          C/FCM             12.15                                                 
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         NHRA                           NMCA 
        SS/AH                          9.60 
        SS/AGFDGFD           9.95 
        SS/B                              10.20 
        SS/C                              10.35 
        SS/D                             10.50 
        SS/E                              10.55 
        SS/F                              10.65 
        SS/G                             10.75 
        SS/H                             10.80 
        SS/I                                10.85 
        SS/J                               11.10 
        SS/K                              11.30 
        SS/L                              11.55 
        SS/M                             11.90 
        SS/N                             12.25 
        SS/O                             12.50 
        SS/P                              12.80 
        SS/AA                          10.00 
        SS/BA                            10.20 
        SS/CA                           10.35 
        SS/DA                          10.50 
        SS/EA                           10.65 
        SS/FA                            10.75 
        SS/GA                          10.85 
        SS/HA                          10.90 
        SS/IA                            11.00 
        SS/JA                            11.30 
        SS/KA                           11.55 
        SS/LA                           11.75 
        SS/MA                         12.15 
        SS/NA                          12.45 
        SS/OA                          12.60 
        SS/PA                           12.95 
        SS/AX                           9.80 
        SS/BX                           10.85 
        SS/CX                           11.10 
        SS/DX                           9.25 
        SS/EX                           10.80 
        SS/VX                           11.90 
        SS/AS                           9.90 
        SS/BS                           9.95 
        SS/CS                           10.60 
        SS/DS                           11.05 
        SS/ES                            12.45 
        SS/FS                            12.75 
        SS/GS                           13.95 
        SS/AM                         9.30 
        SS/BM                          9.50 
        SS/CM                          9.80 
        SS/DM                         10.05 
        SS/EM                          10.30 
        SS/FM                          10.80 
        SS/GM                         10.55 
        GT/A                             9.90 
        GT/B                             10.00 
        GT/C                             10.10 
        GT/D                            10.20 
        GT/E                             10.30 
        GT/F                             10.40 
        GT/G                             10.50

           NHRA                    NMCA 
          GT/H                     10.65 
          GT/I                        10.80 
          GT/J                       10.90 
          GT/K                      11.05 
          GT/L                      11.15 
          GT/M                    11.25 
          GT/N                     11.35 
          GT/O                     11.40 
          GT/P                      11.60 
          GT/Q                     11.80 
          GT/AA                  10.00 
          GT/BA                   10.10 
          GT/CA                  10.20 
          GT/DA                  10.30 
          GT/EA                   10.40 
          GT/FA                   10.55 
          GT/GA                  10.70 
          GT/HA                  10.80 
          GT/IA                    10.95 
          GT/JA                    11.10 
          GT/KA                   11.20 
          GT/LA                   11.35 
          GT/MA                 11.50 
          GT/NA                  11.60 
          GT/OA                  11.75 
          GT/PA                   11.85 
          GT/QA                  12.05 
          SS/TA                    10.20 
          SS/TB                    10.25 
          SS/TC                    10.80 
          SS/TD                    11.30 
          GT/TA                   10.85 
          GT/TB                   11.15 
          GT/TC                   11.40 
          GT/TD                   11.60 
          FSS/A                    9.10 
          FSS/B                    9.50 
          FSS/C                    9.95 
          FSS/D                    10.20 
          FSS/E                     10.35 
          FSS/F                     10.50 
          FSS/G                    10.55 
          FSS/H                    10.65 
          FSS/I                      10.75 
          FSS/J                     10.80 
          FSS/K                    10.85 
          FSS/L                     11.10 
          FSS/M                   11.30 
          FGT/A                   9.10 
          FGT/B                   9.50 
          FGT/C                   10.10 
          FGT/D                   10.20 
          FGT/E                    10.30 
          FGT/F                    10.40 
          FGT/G                   10.50 
          FGT/H                   10.65 
          FGT/I                     10.80 
          FGT/J                    10.90 
          FGT/K                   11.05 
          FGT/L                    11.15 
          FGT/M                  11.25

        IHRA                NMCA 
        SS/AFI             9.35 
        SS/BFI              9.60 
        SS/CFI             9.85 
        SS/AC              12.00 
        SS/BC              12.75 
        SS/CC              13.25 
        SS/DC              13.85 
        SS/EC               14.35 
        SS/FC                12.55 
        SS/PA-1           9.80 
        SS/PB-1            9.90 
        SS/PC-1           10.00 
        SS/PD-1          10.10 
        SS/PE-1           10.20 
        SS/PF-1           10.30 
        SS/PG-1          10.50 
        SS/PH-1          10.80 
        SS/PI-1            11.10 
        SS/PJ-1            11.50 
        SS/PAA-1       9.85 
        SS/PBA-1       9.95 
        SS/PCA-1       10.05 
        SS/PDA-1       10.15 
        SS/PEA-1        10.25 
        SS/PFA-1        10.45 
        SS/PGA-1       10.65 
        SS/PHA-1       11.00 
        SS/PIA-1          11.35 
        SS/PJA-1         11.75 
        SS/PA-2           10.10 
        SS/PB-2          10.20 
        SS/PC-2          10.30 
        SS/PD-2          10.40 
        SS/PE-2           10.50 
        SS/PF-2           10.60 
        SS/PG-2          10.80 
        SS/PH-2          11.05 
        SS/PI-2            11.35 
        SS/PJ-2            11.75 
        SS/PAA-2       10.25 
        SS/PBA-2       10.35 
        SS/PCA-2       10.45 
        SS/PDA-2       10.55 
        SS/PEA-2        10.65 
        SS/PFA-2        10.85 
        SS/PGA-2       11.10 
        SS/PHA-2       11.30 
        SS/PIA-2         11.55 
        SS/PJA-2         11.95

UPDATED 1/01/2021

APPEARANCE 
In order to be eligible for the NMCA official contingency 
program, all contingency sponsors’ decals must be eas-
ily visible and located on the outside of the vehicle on 
the rear quarter windows or rear window in a clear and 
organized fashion. Contingency decals may not be 
overlapped or modified. Other decals and sponsors 
may appear on bodywork, front end and on windows. 
Failure to do so can result in the driver forfeiting all 
claimed contingencies for that particular event.  
The NMCA does require all entries to run the following 
decals: 
 
1. NMCA Windshield Banner: Decal needs to be located 
on the top of the windshield or just above the  
windshield located on the body.  
2. NMCA Drag Racing Series: Decals (2) must be located 
on each side of vehicle. Either on the side windows or 
decals can be located on the body right beside the side 
windows.  
3. Class Sponsor: Decal must be located on the passen-
ger’s side lower portion of the windshield.  
4. VP Racing Fuels: Official Fuel decals (2) required. Must 
be located on each side of vehicle. (In a contingency 
decal manner)  
5. Aerospace Winners Circle: Decals (2) must be promi-

nently displayed on each side of vehicle. Failure to do 
so can result in the winning driver forfeiting his/hers 
Winner’s Trophy & Payout.  
6. Class & Competition Numbers: Numbers must be 
easily visible/legible and located on the front, back, and 
both side windows. 
 
CREDENTIALS 
 A Valid state or government issued driver’s license  
beyond a learner/s permit level mandatory for cars run-
ning 10.00 or slower. A Valid NHRA competition license 
is mandatory for cars running 9.99 or quicker, at an 
NHRA Member Track. NHRA/IHRA competition license 
mandatory at an IHRA Member Track.  
 
Note: It is ultimately the competitor’s responsibility  
to familiarize themselves with the NMCA class require-
ments as well as all NHRA safety requirements.  
The competitor agrees they bear the ultimate respon-
sibility when it comes to safety and how it complies 
with the NMRA and NHRA rule books. The competitor 
also agrees that no one else other than the competitor 
is in the best position to know about how their partic-
ular race car has been constructed and how to safely 
operate it.



General Description 
Open Comp class is designed for any year, make, and 
model vehicle & truck. Dragsters and roadsters prohib-
ited. SUVs (such as Ford Explorer, Chevy Blazer, etc.)  
permitted. The Open Comp class will run on an Open 
Comp format with a 1-tenth (1/10th) breakout.  
 
Qualifying Information, Ladder Type, & Tree 
All Run, NHRA Sportsman Ladder, Pro .500 Tree, Hand-
icap Start.  Courtesy Stage. 
Laddered first round, paired according to qualifying po-
sitions, and then advance to eliminations. 
The class will be qualified by positive reaction time in 
the qualifying sessions.  Positive reaction time (r/t) clos-
est to “.000” based on a Pro .500 Tree. “.000” is considered 
perfect. Any negative r/t (-.001, -1.231, etc.) will be 
placed at the bottom of the qualifying ladder, the more 
negative the r/t is, the farther down the ladder the run 
will be placed. For cases in which identical reaction 
times are made, qualifying position will be based on a 
first-come first served: the first occurring r/t will be 
placed #1, the second occurrence of said r/t will be 
placed #2, and so on.  
 
If weather has caused the loss of one or more rounds 
of qualifying sessions, any entrants not qualified will be 
required to choose an index of their choice, between 
8.50 – 15.70.    Competitor must submit their index  
to the race director on the last day of qualifying.  
Competitors will compete with their chosen index 
through eliminations.  

Any competitors who fail to submit their index on the 
qualifying day will automatically be assigned a 15.70 
index. 
 
ET LIMITS 
The quickest qualifying ET permitted in this class is 8.60. 
The slowest qualifying ET permitted in this class is 15.70.  
Any qualifying pass quicker than 8.599 or slower than 
15.701 will be disqualified and will not be counted.  
Competitor will be permitted to re-qualify if additional 
qualifying rounds are left.   
If a competitor makes all Qualifying attempts under the 
class minimum of 8.600, that competitor will be placed 
at the bottom of the qualifying sheet and his index will 
be 8.70 for eliminations.   
If a competitor makes all Qualifying attempts over the 
class maximum of 15.701, that competitor will be 
placed at the bottom of the qualifying order and his 
index will be 15.70 for eliminations.  
 
RULES & REGULATIONS 
Any modifications, vehicle weight, or power adders 
permitted. Any gear change must occur as a result of 
an internal function of the transmission or from direct 
action by the driver. Electronically Controlled Pneu-
matic, electric, hydraulic, etc. shifters prohibited. Trans-
brakes and 2-steps permitted.  
 
WHEELS 
Spindle-mount front wheels prohibited. 
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TIRES 
All Driven Tires must be DOT approved drag radials or 
race slicks. 
 
CHASSIS 
All vehicles must have a chassis that meets the guide-
lines set by SFI for their respective speed and elapsed 
time.   A valid NHRA serialized Chassis sticker is manda-
tory for any car running 9.99 (6.39 = 1/8 mile) or quicker, 
or 135mph or faster at a NHRA member track.   
 
RACING AIDS / IGNITION 
Delay boxes, cross-over boxes, or any “reaction-time re-
lated” electronic bracket racing aids prohibited in this 
class.  Mechanical throttle stop devices permitted (not 
adjustable during a run or from the driver’s compart-
ment).  All Electronic Throttle Stops and related throt-
tle-stop type accessories prohibited. All Ignition 
Components and/or Transbrake buttons must be on 
the approved NHRA list. 
 
FUEL 
Racing gasoline, gasoline, alcohol, gashohol, diesel, 
ethanol, natural gas, and propane permitted.  
Nitromethane prohibited. 
 
STAGING 
See General Regulations C.9 
 
DEEP STAGING 
See General Regulations C.10 
 
LANE CHOICE 
During qualifying and eliminations, it is the responsi-
bility of the competitors to determine lane choice.  
If the competitors are unable to establish lane choice, 
a staging official will make the determination in the 
manner he/she chooses (i.e., coin flip, random choice, 
faster car, etc.) 
 
APPEARANCE 
All cars in competition must be painted or wrapped. Ad-
vertising graphics are permitted on the body. In order 
to be eligible for the NMCA official contingency pro-
gram, all contingency sponsors’ decals must be easily 
visible and located on the outside of the vehicle, on the 
rear quarter windows or rear window in a clear and or-
ganized fashion.  Contingency decals may not be over-
lapped or modified.  Other decals and sponsors may 
appear on bodywork, front end and on windows. Failure 
to do so can result in the driver forfeiting all claimed  
contingencies for that particular event. The NMCA does 
require all entries to run the following decals: 
1. NMCA Windshield Banner: Decal needs to be located 
on the top of the windshield or just above the  

windshield located on the body.  
2. NMCA Drag Racing Series: Decals (2) must be located 
on each side of vehicle. Either on the side windows or 
decals can be located on the body right beside the side 
windows.   
3. Class Sponsor: Decal must be located on the passen-
ger’s side lower portion of the windshield. 
4. VP Racing Fuels: Official Fuel decals (2) required.  Must 
be located on each side of vehicle.  (In a contingency 
decal manner) 
5. Aerospace Winners Circle: Decals (2) must be promi-
nently displayed on each side of vehicle. Failure to do 
so can result in the winning driver forfeiting his/hers 
Winner’s Trophy & Payout. 
6. Class & Competition Numbers: Numbers must be 
easily visible/legible and located on the front, back, and 
both side windows.   

DRIVER 
The driver when in the vehicle, from the ready line until 
the vehicle is safely stopped on the return road, is re-
quired to have all safety restraint systems (including the 
helmet) on and be securely fastened in the vehicle at 
all times 
 
CREDENTIALS 
A Valid state or government issued driver’s license  
beyond a learner/s permit level mandatory for cars  
running 10.00 or slower.   
A Valid NHRA competition license is mandatory for cars 
running 9.99 or quicker, at an NHRA Member Track.  
NHRA/IHRA competition license mandatory at an IHRA 
Member Track. 

Note: It is ultimately the competitor’s responsibility to  
familiarize themselves with the NMCA class require-
ments as well as all NHRA safety requirements.  
The competitor agrees they bear the ultimate respon-
sibility when it comes to safety and how it complies 
with the NMCA and NHRA rule books. The competitor 
also agrees that no one else other than the competitor 
is in the best position to know about how their  
particular race car has been constructed and how to 
safely operate it.
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Class Description 
Nostalgia Muscle is an index-style foot brake only class 
for 1955 through 1985 year models Classification will 
be based on a visual inspection and an E.T. range.   
 
CLASS DESIGNATIONS & INDEX 
              AAA/NMC                     9.50 
              AA/NMC                        9.75 
              A/NMC                           10.00 
              B/NMC                            10.25  
              C/NMC                            10.50 
              D/NMC                           10.75 
              E/NMC                            11.00 
              F/NMC                            11.25 
              G/NMC                           11.50 
              H/NMC                           11.75 
              I/NMC                             12.00 
              J/NMC                             12.25 
              K/NMC                            12.50 
              L/NMC                            12.75 
              M/NMC                          13.00 
              N/NMC                           13.25 
              O/NMC                           13.50 
              P/NMC                            13.75 
              Q/NMC                           14.00 
              R/NMC                            14.25 
              S/NMC                            14.50 
              T/NMC                            14.75 
              U/NMC                           15.00 
              V/NMC                            15.25 
              W/NMC                          15.50 
              X/NMC                            15.75 
              Y/NMC                            16.00 

Qualifying Information, Ladder Type, & Tree 
All Run, NHRA Sportsman Ladder, .500 Full Tree, Hand-
icap Start.  Auto Start.  Courtesy Stage. 
Laddered first round, paired according to qualifying  
positions, and then advance to eliminations.  
Class will qualify, be awarded qualifying points and lad-
dered based on elapsed time closest to index recorded 
in the qualifying sessions. 
 
All class participants must declare & have posted the 
class of choice prior to the 1st scheduled qualifying run 
in their respective eliminator or at the time of technical 
inspection.  Competitors may change classes up to 30 
minutes following the first Qualifying session.  If a com-
petitor changes classes, any previous qualifying runs 
will be void and not count towards qualifying. Failure 
to declare an index will result in placement in the “U” 
Index Class.  All qualifiers must have a valid elapsed 
time recorded to be placed into eliminator competition.   
 
 
ELIGIBLE YEAR MODELS AND BODY STYLES 
The following is a list of Manufactures and Engines  
allowed to compete in Nostalgia Muscle.   
Engine must be of the same manufacture as vehicle.   
 
• 64 – 85 AMC Corporation All Body Styles & Models 
• 60 – 85 Buick Corporation All Body Styles & Models 
• 55 – 85 Chevrolet Corporation All Body Styles  
& Models 
• 55 – 85 Chrysler Corporation All Body Styles & Models 
• 55 – 85 Pontiac Corporation All Body Styles & Models 
• 55 – 85 Ford Corporation All Body Styles & Models 
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• 60 – 85 Mercury Corporation All Body Styles & Models 
• 60 – 85 Olds Corporation All Body Styles & Models 
 
RADIATOR:  
OEM production-style or aftermarket radiator is re-
quired and must be mounted in stock location. Stock 
core support is required. 
Water pump: Any aftermarket (belt drive or electric 
drive) pump permitted. 
Cooling Fans: Any permitted. 
 
ENGINE 
Manufacture of engine must be the same as vehicle.  
Year of engine cannot exceed 1985 or later.  
EXHAUST 
All entries allowed to use tubular headers. Adapter 
plates permitted to bolt headers to cylinder head. Ex-
haust must be directed out of car body, away from 
driver and fuel tank. 
 
HEADERS & COLLECTORS: 
Any headers and/or collectors permitted.   
 
EXHAUST TUBING/SIZE:  
Any tubing size permitted. 
 
TAILPIPE & EXHAUST RULES:  
Not required. 
 
MUFFLER REQUIREMENTS:  
Not required. 
 
 

FUEL DELIVERY SYSTEM 
Fuel cells, electric or mechanical fuel pumps, pressure 
regulators, and any line size permitted. Fuel pump must 
shut off with a master electrical switch. Stock gas tank 
(if used) must be retained in factory location. Modified 
fuel pickups & outlet permitted. 
Aftermarket/fabricated fuel tank or cell permitted. Must 
be located in trunk area. If tank or fuel filler is inside 
trunk, a bulkhead of minimum .032” aluminum or .024” 
steel must be used between trunk and driver compart-
ment, and tank must be vented to outside of car. When 
used, fuel cells must have a metal box protecting the 
part of the fuel cell that is outside the trunk floor. Non-
metallic fuel cells or tanks must be grounded to frame. 
See NHRA General Regulations Section 1.5. 
 
GASOLINE: 
Gasoline and commercially available E-85 are the only 
permitted fuels. 
 
NITROUS OXIDE: 
Prohibited. 
 
OIL SYSTEM 
Dry-sumps prohibited. Oil pump must remain in stock 
location. Oil pan capacity may be increased. 
 
SUPERCHARGER: 
Prohibited unless Factory Installed. 
 
BLOCK 
Cast iron or aluminum aftermarket blocks permitted, 
but must retain original external appearance. 

www.AllProHeads.com
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ENGINE LOCATION\ MOUNTS 
Engine must be in stock location. Block and/or heads 
must not touch stock firewall. Firewall must be in stock 
location. Solid engine mounts permitted. The use of 
motor plates Allowed. 
 
HEADS 
Aftermarket cylinder heads permitted, but must retain 
original overall appearance for engine declared. Any in-
ternal cylinder-head modifications permitted. 
 
VALVETRAIN 
Any valve train permitted with the following restric-
tions: exposed aftermarket gear or belt drives prohib-
ited. Any timing device must fit beneath the stock type 
front timing cover. 
 
CARBURETOR 
OEM style two 4 barrel or three 2 barrel carburetors per-
mitted if offered as factory or dealer option in addition 
to those options listed in “Eligible Year Models and Body 
Styles”. Carburetors are restricted to the following man-
ufactures: Holley, Edelbrock, Carter, Rochester, Demon, 
Quick Fuel Technologies, and Ford-Autolite-Motorcraft. 
Choke horn, choke plate, choke shaft, choke linkage, 
and choke mechanism may be removed.   
 
FUEL INJECTION 
Vehicle originally equipped with fuel injectors may re-
place original OEM units with unit of the same manu-
facture or basic design, performance and appearances 
the original unit or factory super ceded unit.  
 
INTAKE MANIFOLD 
Manifold restricted to factory cast iron, OEM cast alu-
minum, or aftermarket cast aluminum units. Any single 
plane (360 degree) or dual plane (180 degree) unit per-
mitted which does not extend carburetor(s) above 
plane of hood. OEM style two 4 barrel or three 2 barrel 
intake manifolds permitted if offered as factory or 
dealer installed option. 
 
SOLENOIDS:  
Prohibited. 
 
TURBOCHARGER: 
Prohibited. 
 
AFTERCOOLER/INTERCOOLER:  
Prohibited. 
 
 
 
 
 

DRIVETRAIN 
CLUTCH 
Flywheel and Clutch meeting SFI Spec 1.1 or 1.2 (two- 
disc maximum) mandatory on any car running 
11.49(7.35) or quicker.  Flywheel shield meeting SFI spec 
6.1, 6.2 or 6.3 mandatory on all cars running 11.49(7.35) 
or quicker.  Clutch operation must be manually applied 
and disengaged with foot during run, without the assist 
of electric, hydraulic or pneumatic devices. Multi stage, 
variable release, or lock up type of any description is 
prohibited. Throwout bearing must release all fingers 
or levers simultaneously. 
 
DRIVESHAFT: 
Any permitted. 
 
REAREND: 
Any automotive type rearend permitted. 
 
MANUAL TRANSMISSIONS 
OEM or aftermarket transmissions with a maximum of 
5 forward speeds permitted. Clutchless transmissions 
prohibited. All shifts must be made manually without 
the aid of electric, hydraulic or pneumatic devices. Start-
ing line rev limiters prohibited. Torque converters not 
permitted with this type transmission. 

PURPOSE BUILT TRANSMISSIONS: 
Prohibited. 
 
AUTOMATIC TRANSMISSIONS 
(OEM American transmissions or replicas of OEM  
American transmissions that use planetary gears)  Au-
tomatic transmissions originally produced by any 
American automobile manufacturer or replicas of an 
automatic transmission produced by any American au-
tomobile manufacture mandatory. Lock-up transmis-
sions/torque converters prohibited. 
Transmission-to-engine adapters permitted.  All vehi-
cles running quicker than 9.99 or faster than 135 mph 
using an automatic transmission must be equipped 
with a transmission shield meeting SFI Sec 4.1, a flex-
plate meeting SFI Spec 29.1, and covered by a flexplate 
shield meeting SFI Spec 30.1. 
All shifts must be made manually without the aid of 
electric or pneumatic devices. 
Transbrake prohibited. In those classes that prohibit 
trans-brakes the following will be used to enforce the 
rule. A competitor may elect to leave the trans-brake 
solenoid installed in the transmission, however any/all 
physical wiring must be removed to the solenoid while 
the vehicle is in competition. 

Starting line rev limiters prohibited. Clutch not  
permitted with this type transmission. 
 
BRAKES & SUSPENSION 
BRAKES 
The braking system may be upgraded. All cars must 
have front and rear hydraulic brakes. Automated brakes 
or any type of traction control is prohibited. Application 
and release of brakes must be a function of the driver’s 
foot. Line loc permitted on front wheels only. Any other 
electric, pneumatic, or hydraulic device in the system is 
prohibited. 
 
SHOCK ABSORBERS 
Each vehicle in competition must be equipped with 
one operative shock absorber for each sprung wheel. 
Shock absorbers may be either hydraulic or friction 
type, securely mounted and in good working order. 
 
 
 
 
 
 
 



STEERING 
Manual or power assisted aftermarket steering system 
in stock location mandatory. Rack and Pinion steering 
prohibited unless OEM equipped. 
 
CHASSIS 
All vehicles must have a chassis that meets the guide-
lines set by SFI for their respective speed and elapsed 
time.   A valid NHRA serialized Chassis sticker is manda-
tory for any car running 9.99 (6.39 = 1/8 mile) or quicker, 
or 135mph or faster at a NHRA member track.   
 
SUSPENSION 
FRONT SUSPENSION: Stock type front suspension re-
quired for body used. Travel limiters permitted. After-
market springs permitted. Aftermarket, direct 
replacement bolt in, tubular A-arms permitted. . 
 
REAR SUSPENSION: Factory spring arrangement must 
be retained for body used. Leaf springs may be moved 
inboard for tire clearance. Coil spring vehicles may beef 
stock control arms or use aftermarket heavy-duty ad-
justable replacement control arms. Aftermarket springs 
permitted. Only bolt-on traction devices permitted. Af-
termarket weld-on ladder bars, 4-link systems, and coil-
over suspensions prohibited.  
 
WHEELIE BARS 
Prohibited. 
 
FRAME 
Stock, unaltered frame rails required in front subframe. 
Tubular or rectangular crossmembers and/or “X” brac-
ing permitted. Stock rear subframes required. If the 
stock rear frame is notched, a piece of the outer frame 
may be removed for tire clearance only. All notched 
area of frame rail must be re-covered in steel plate. The 
inner frame section must remain unaltered. Rear frame 
rail may not be sectioned. Subframes on unibodied cars 
may be joined under car. Maximum size material to be 
used; 2x3x1/8 inch rectangular tubing. If connector pro-
trudes through floor, floor must be completely welded 
to connector. 
 
GROUND CLEARANCE 
Minimum 3 inches from front of vehicle to 12 inches 
behind centerline of front axle; 2 inches for remainder 
of vehicle, except oil pan and exhaust headers. 
 
WHEELBASE 
Must retain stock wheelbase with a maximum variation 
from left to right and front to back of 1 inch. 
 
 
 

TIRES & WHEELS 
TIRES 
TIRES–FRONT: Front tires must have a minimum tread 
width of 4.5 inches.  
TIRES–REAR: Street type or drag slicks required. Maxi-
mum actual measured tire size is as follows: Actual 
measured tread of tire is limited to 11.5 inches. Tire 
width will be measured after conclusion of run at scale 
area. Outside of rear tire must be within 3.5” of the  
inside of the fender at widest point. Tire tread may  
not extend outside fenders. 
 
WHEELS: 
Spindle-mount front wheels prohibited. 
 
INTERIOR 
INTERIOR 
Must maintain stock appearance; including factory 
OEM dashboard, & steering column cover. Heater/air 
conditioners may be removed. 
 
CARPET 
Floor and tunnel where visible must be upholstered or 
carpeted. 
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SEATS 
Upholstered OEM or aftermarket seats (2) in stock  
location are required. Rear seat may be removed when 
roll bar/roll cage is installed; area must be carpeted or 
upholstered. 
 
DOOR PANELS 
Door panels must be covered and stock appearing. 
 
STEERING COLUMN 
Stock O.E.M. or stock type steering column required.  
Removable steering wheel permitted. 
 
GAUGES: 
Aftermarket gauges may be installed in factory dash. 
 
PEDALS/PEDAL LOCATION: 
Stock type pedals, linkage, and location required. 
 
BODY 
Body must retain original type headlights, turn signals, 
and chrome. OEM or OEM reproduction steel quarter 
panels and deck lid required. Original appearing fiber-
glass bumpers and hood/scoop permitted. The body 
must be finished & painted. 

ADVERTISING 
GRAPHICS/LETTERING: 
Graphics/lettering for advertising or creative purposes 
permitted on entire body. 
 
APPEARANCE 
All cars in competition must be painted or wrapped. Ad-
vertising graphics are permitted on the body.  
In order to be eligible for the NMCA official contingency 
program, all contingency sponsors’ decals must be  
easily visible and located on the outside of the vehicle, 
on the rear quarter windows or rear window in a clear 
and organized fashion.  Contingency decals may not be 
overlapped or modified.  Other decals and sponsors may 
appear on bodywork, front end and on windows. Failure 
to do so can result in the driver forfeiting all claimed  
contingencies for that particular event. The NMCA does 
require all entries to run the following decals: 
1. NMCA Windshield Banner: Decal needs to be located 
on the top of the windshield or just above the wind-
shield located on the body.  
2. NMCA Drag Racing Series: Decals (2) must be located 
on each side of vehicle. Either on the side windows or 
decals can be located on the body right beside the side 
windows.   
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3. Class Sponsor: Decal must be located on the  
passenger’s side lower portion of the windshield. 
4. VP Racing Fuels: Official Fuel decals (2) required.  Must 
be located on each side of vehicle.  (In a contingency 
decal manner) 
5. Aerospace Winners Circle: Decals (2) must be promi-
nently displayed on each side of vehicle. Failure to do 
so can result in the winning driver forfeiting his/hers 
Winner’s Trophy & Payout. 
6. Class & Competition Numbers: Numbers must be 
easily visible/legible and located on the front, back, and 
both side windows.   
 
SPOILERS, WINGS: 
Aftermarket wings and/or spoilers prohibited. 
 
FIREWALLS: 
Stock firewall in stock location mandatory. 
 
FLOOR/TRUNK PAN 
Complete stock floor in stock location mandatory. 
Floor/Trunk Pan modifications permitted for clearance 
purposes of wheel tubs and fuel cell installation. 
 
HOOD/SCOOP 
OEM or original appearing fiberglass hood permitted. 
Hoodscoops limited to OEM equipment or period style. 
Hood scoop may be no higher than 4 inches from hood 
surface. The entire induction system must be com-
pletely covered by hood or scoop, which must be part 
of the vehicle hood. 
 
WINDSHIELDS/WINDOWS 
Must be OEM safety glass. All windows must be operative. 
 
BUMPERS: 
OEM or OEM reproduction steel or fiberglass bumpers 
required. 
 
FENDER SPLASH PANS 
OEM or OEM reproduction full-fender splash pans re-
quired. Splash pans may be trimmed to allow clearance 
for headers. 
 
GRILLE 
A full-production grille is required for the body style used. 
Covering in front of or behind the grille prohibited. 
 
WHEEL WELLS 
Aftermarket wheel tubs permitted. Material used to 
add to the width of the inner wheelwell may be steel 
or aluminum. 
 
 
 

OUTER FENDERS: 
Leading and trailing edges of fenders may be trimmed 
for tire clearance, maximum 2”. 
RAM AIR: 
All aftermarket or fabricated ram-air units permitted. 
 
DOORS: 
Driver and passenger doors must be functional and op-
erable from inside and outside of vehicle. 
 
ELECTRICAL 
BATTERY: 
Battery may be relocated. Charging system optional. 
 
IGNITION 
Ignition systems limited to the following: OEM, Holley 
“HP” Annihilator, MSD 6 & 7 Series, Mallory HyFire 3RL1, 
Accel Blueprint & 300+, Crane Fireball HI-6, and 
Pertronix Flame Thrower. No accessories may be added 
or included to program timing changes except for start-
up retard. Any timing changes must be made by me-
chanically adjusting distributor or factory stock vacuum 
advance. Crank triggers and magnetos prohibited. En-
gine rev limiters, top end only, permitted. 
8.5 STARTER: All entries must be self-starting with on-
board starter. 
 
 
 
SUPPORT GROUPS  
Bracket racing aids such as optical sensors, delay boxes, 
stutter boxes, two-steps, and throttle stops prohibited. 
The application or use of any device, mechanical  
or electronic that permits the driver to ascertain the  
position of their vehicle in relation to the starting line is 
prohibited. 
 
ONBOARD DIAGNOSTICS\DATA RECORDERS  
ONBOARD 
Onboard diagnostics and data recorders used to mon-
itor and record parameters such as a driveshaft speed, 
acceleration, nitrous timing, chassis strain, and suspen-
sion travel etc., prohibited. Wide band oxygen sensors 
permitted. “Playback” tachometers permitted. Laptops 
prohibited in vehicle. 
 
TOW VEHICLES 
Vehicles may not be towed in or to staging lanes.  
Vehicles may not be towed from the return road. 
 
STREET LEGAL REQUIREMENTS: 
Headlights and tail lights for year & make of body  
used mandatory. Head lights & tail lights required to be 
functional. 
 

WEIGHT 
Weight is not a tech item however excessive lightening 
as determined by the tech officials will not be permitted. 
 
DRIVER 
The driver when in the vehicle, from the ready line until 
the vehicle is safely stopped on the return road, is  
required to have all safety restraint systems (including 
the helmet) on and be securely fastened in the vehicle 
at all times 
 
CREDENTIALS 
A Valid state or government issued driver’s license  
beyond a learner/s permit level mandatory for cars  
running 10.00 or slower.   
A Valid NHRA competition license is mandatory for cars 

running 9.99 or quicker, at an NHRA Member Track.  
NHRA/IHRA competition license mandatory at an IHRA 
Member Track. 
 
Note: It is ultimately the competitor’s responsibility  
to familiarize themselves with the NMCA class require-
ments as well as all NHRA safety requirements.  
The competitor agrees they bear the ultimate respon-
sibility when it comes to safety and how it complies 
with the NMCA and NHRA rule books. The competitor 
also agrees that no one else other than the competitor 
is in the best position to know about how their  
particular race car has been constructed and how to 
safely operate it.



GENERAL OVERVIEW 
This is an index style class designed to show case the 
GM LS/LLT Engine, with transbrakes permitted, for  
participants wishing to run faster than 11.00 second ets.  
Any Make/Body vehicle permitted.  Must be powered 
by a GM LS style or LLT power plant. Dragsters, Road-
sters and Altered style cars prohibited.  Vehicles are  
required to be stock appearing and stock bodied.  
Rental Cars Prohibited from Competition.  
 
CLASS DESIGNATIONS AND INDEX 
Index classes are out lined as follows: 
A/SK                         8.00 
B/SK                         8.25 
C/SK                         8.50 
D/SK                        8.75 
E/SK                         9.00 
F/SK                         9.25 
G/SK                        9.50 
H/SK                        9.75 
I/SK                           10.00 
J/SK                          10.25 
K/SK                         10.50 
L/SK                         10.75 
M/SK                        11.00 
 
QUALIFYING INFORMATION, LADDER TYPE  
and TREE 
All Run, NHRA Sportsman Ladder, Pro .500 Tree, Hand-
icap Start.  Courtesy Stage. 
Class will qualify and be awarded qualifying points and 
laddered based on elapsed time closest to index 
recorded in the qualifying sessions. 
All class participants must declare & have posted the 
class of choice prior to the 1st scheduled qualifying run 
in their respective eliminator or at the time of technical 
inspection. Competitors may change classes up to 30 
minutes following the first Qualifying session.  If a com-
petitor changes classes, any previous qualifying runs 
will be void and not count towards qualifying. Failure 
to declare an index will result in placement in the “Q” 
Index Class.  All qualifiers must have a valid elapsed 
time recorded to be placed into eliminator competition.   
 
OIL RETENTION DEVICE: 
Diapers Required on 9.50 ET and Faster Entries. 
 
BALLAST: 
Only 100 lbs. of removable ballast permitted including 
Weight Box.  Weight Box must be NMCA/NHRA ac-
cepted type and installed meeting NMCA/ NHRA Re-
quirements.  Loose or Disguised Ballast will result in 
Disqualification from the Event, regardless of whether 
the infraction occurs during time trials, qualifying or 
eliminations. 

TWO STEPS: 
Two-Step Permitted.   Transbrakes permitted. 
 
BRACKET RACING AIDES: 
Delay boxes, cross-over boxes, or any “reaction-time re-
lated” electronic bracket racing aids prohibited in this 
class.  All Electronic Throttle Stops and related throttle-
stop type accessories prohibited. Electronically Con-
trolled Pneumatic, electric, hydraulic, etc. shifters 
prohibited. All Transbreak buttons must be on the ap-
proved NHRA list. 
 
CHASSIS  
All vehicles must have a chassis that meets the guide-
lines set by SFI for their respective speed and elapsed 
time.   A valid NHRA serialized Chassis sticker is manda-
tory for any car running 9.99 (6.39 = 1/8 mile) or quicker, 
or 135mph or faster at a NHRA member track.   
 
APPEARANCE 
All cars in competition must be painted or wrapped. 
Advertising graphics are permitted on the body. In 
order to be eligible for the NMCA/LSX official contin-
gency program, all contingency sponsors’ decals must 
be easily visible and located on the outside of the vehi-
cle. Failure to do so can result in the driver forfeiting 
all claimed contingencies for that particular event.  

The NMCA/LSX requires that all entries run the  
following decals: 
1. NMCA Windshield Banner: Decal needs to be located 
on the top of the windshield or just above the wind-
shield located on the body.  
2. NMCA Drag Racing Series: Decals (2) must be located 
on each side of vehicle. Either on the side windows or 
decals can be located on the body right beside the side 
windows.   
3. Class Sponsor: Decal must be located on the passen-
ger’s side lower portion of the windshield. 
4. VP Racing Fuels: Official Fuel decals (2) required.  Must 
be located on each side of vehicle.  (In a contingency 
decal manner) 
5. Aerospace Winners Circle: Decals (2) must be promi-
nently displayed on each side of vehicle. Failure to do 
so can result in the winning driver forfeiting his/hers 
Winner’s Trophy & Payout. 
6. Class & Competition Numbers: Numbers must be 
easily visible/legible and located on the front, back, and 
both side windows.   
7. CHEVROLET PERFORMANCE DECAL – Chevrolet   
Performance decal must be installed 
on lower right side of front windshield. 
8. LS Powered Decal:  Every non GM bodied car must 
display LS Powered Decal on both front fenders of car.  
 

DRIVER 
The driver when in the vehicle, from the ready line until 
the vehicle is safely stopped on the return road, is  
required to have all safety restraint systems (including 
the helmet) on and be securely fastened in the vehicle 
at all times 
 
CREDENTIALS 
A Valid state or government issued driver’s license  
beyond a learner/s permit level mandatory for cars  
running 10.00 or slower.   
A Valid NHRA competition license is mandatory for cars 
running 9.99 or quicker, at an NHRA Member Track.  
NHRA/IHRA competition license mandatory at an IHRA 
Member Track. 
 
Note: It is ultimately the competitor’s responsibility to 
familiarize themselves with the NMCA class require-
ments as well as all NHRA safety requirements. The 
competitor agrees they bear the ultimate responsibility 
when it comes to safety and how it complies with the 
NMRA and NHRA rule books. The competitor also 
agrees that no one else other than the competitor is in 
the best position to know about how their particular 
race car has been constructed and how to safely  
operate it.
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GENERAL OVERVIEW 
This is an Index style class designed to show case the 
GM LS/LLT Engine, for participants wishing to run 
slower than 10.00 second ets, with no electronics or 
transbrake permitted.   
Any Make/Body vehicle permitted.  Must be powered 
by a GM LS style or LLT (V-6, 5th Gen Camaro) power 
plant. Dragsters, Roadsters and Altered style cars  
prohibited.  Vehicles are required to be stock appearing 
and stock bodied.  Rental Cars Prohibited from  
Competition. 
 
CLASS DESIGNATIONS AND INDEX 
Index classes are out lined as follows: 
A/RUM               10.00 
B/RUM                10.25 
C/RUM               10.50 
D/RUM               10.75 
E/RUM                11.00 
F/RUM                11.25 
G/RUMJ             11.50 
H/RUM               11.75 
I/RUM                 12.00 
J/RUM                12.25 
K/RUM               12.50 
L/RUM                12.75 
M/RUM              13.00 
N/RUM               13.25 
O/RUM               13.50 
P/RUM               13.75 
Q/RUM               14.00 
R/RUM               14.25 
S/RUM                14.50 
T/RUM                14.75 
 
QUALIFYING INFORMATION, LADDER TYPE  
and TREE 
All Run, NHRA Sportsman Ladder, Pro .500 Tree,  
Handicap Start.  Courtesy Stage. 
Class will qualify, be awarded qualifying points and lad-
dered based on elapsed time closest to index recorded 
in the qualifying sessions. 
 
All class participants must declare & have posted the 
class of choice prior to the 1st scheduled qualifying run 
in their respective eliminator or at the time of technical 
inspection.  Competitors may change classes up to 30 
minutes following the first Qualifying session.  If a com-
petitor changes classes, any previous qualifying runs 
will be void and not count towards qualifying. Failure 
to declare an index will result in placement in the “Z” 
Index Class.  All qualifiers must have a valid elapsed 
time recorded to be placed into eliminator competition.   
 
 

BALLAST:  Only 100 lbs. of removable ballast permit-
ted including Weight Box.  Weight Box must be 
NMCA/NHRA accepted type and installed meeting 
NMCA/ NHRA Requirements.  Loose or Disguised Bal-
last will result in Disqualification from the Event, regard-
less of whether the infraction occurs during time trials, 
qualifying or eliminations. 
 
TWO STEPS: Two-Step Permitted.  Two-Step must be 
foot activated through brake pedal, clutch pedal, or 
pressure switch.  Hand Released Two-Step prohibited.  
Transbrakes Prohibited. 
 
BRACKET RACING AIDES: 
Delay boxes, cross-over boxes, or any “reaction-time re-
lated” electronic bracket racing aids prohibited in this 
class.  All Electronic Throttle Stops and related throttle-
stop type accessories prohibited. Electronically Con-
trolled Pneumatic, electric, hydraulic, etc. shifters 
prohibited. 
 
CHASSIS 
All vehicles must have a chassis that meets the guide-
lines set by SFI for their respective speed and elapsed 
time.   A valid NHRA serialized Chassis sticker is manda-
tory for any car running 9.99 (6.39 = 1/8 mile) or quicker, 
or 135mph or faster at a NHRA member track.   
 
APPEARANCE 
All cars in competition must be painted or wrapped. 
Advertising graphics are permitted on the body. In 
order to be eligible for the NMCA/LSX official contin-
gency program, all contingency sponsors’ decals must 
be easily visible and located on the outside of the vehi-
cle. Failure to do so can result in the driver forfeiting 
all claimed contingencies for that particular event. The 
NMCA/LSX requires that all entries run the following 
decals: 
1. NMCA Windshield Banner: Decal needs to be located 
on the top of the windshield or just above the wind-
shield located on the body.  
2. NMCA Drag Racing Series: Decals (2) must be located 
on each side of vehicle. Either on the side windows or 
decals can be located on the body right beside the side 
windows.   
3. Class Sponsor: Decal must be located on the passen-
ger’s side lower portion of the windshield. 
4. VP Racing Fuels: Official Fuel decals (2) required.  Must 
be located on each side of vehicle.  (In a contingency 
decal manner) 
5. Aerospace Winners Circle: Decals (2) must be promi-
nently displayed on each side of vehicle. Failure to do 
so can result in the winning driver forfeiting his/hers 
Winner’s Trophy & Payout. 
6. Class & Competition Numbers: Numbers must be 
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easily visible/legible and located on the front, back,  
and both side windows.   
7. CHEVROLET PERFORMANCE DECAL – Chevrolet  
Performance decal must be installed 
on lower right side of front windshield. 
8. LS Powered Decal:  Every non GM bodied car must 
display LS Powered Decal on both front fenders of car.  
 
DRIVER 
The driver when in the vehicle, from the ready line until 
the vehicle is safely stopped on the return road, is re-
quired to have all safety restraint systems (including the 
helmet) on and be securely fastened in the vehicle at 
all times 
 
CREDENTIALS 
A Valid state or government issued driver’s license  
beyond a learner/s permit level mandatory for cars  
running 10.00 or slower.   

A Valid NHRA competition license is mandatory for cars 
running 9.99 or quicker, at an NHRA Member Track.  
NHRA/IHRA competition license mandatory at an IHRA 
Member Track. 
 
Note: It is ultimately the competitor’s responsibility to 
familiarize themselves with the NMCA class require-
ments as well as all NHRA safety requirements.  
The competitor agrees they bear the ultimate respon-
sibility when it comes to safety and how it complies 
with the NMRA and NHRA rule books. The competitor 
also agrees that no one else other than the competitor 
is in the best position to know about how their  
particular race car has been constructed and how to 
safely operate it.



Class Description 
Dodge / Mopar Hemi Shootout is a class for stock, 
mildly modified, and even heavily modified high  
performance street vehicles, using 2005 or later Gen III 
Hemi power, that are street certified. Class is designed 
for vehicles running a DOT tire only. Vehicles must be 
registered, licensed, and insured. There will be trophies 
and awards for the Winner (quickest average), and run-
ner up but also for the following: Closest averaged ET 
that is not quicker than the following- 9.00, 10.00, 11.00, 
12.00, 13.00, 14.00, and 15.00. Each class winner must 
fall within its respective ET category; example 9 second 
winner average must be between 9.00 to 9.99,  
10 second winner average must be 10.00 to 10.99 and 
so on for each class winner, Etc.  Reaction time is not 
part of the average, so don’t worry about cutting an  
aggressive light. 
 
Qualifying Information, Ladder Type, & Tree 
All Run, NMCA 3 run average Format, Pro Tree,  
Heads-Up, Courtesy Stage.   
 
VEHICLES PERMITTED 
2005 or later model Dodge/Chrysler/Jeep/Ram 
makes/models using the Gen III Hemi permitted.  Viper 
vehicles with V10 permitted.  Gen III HEMI powered 
swap vehicles permitted.  Dragsters and roadsters  
prohibited. 
 
BODY RULES: 
OEM steel (fiberglass/composite if OEM equipped) 
body shell required. Aftermarket body kits are permit-
ted. Only permitted lightweight components are hood, 
front valance, rear valance, front and rear bumpers, and 
rear trunk lid/hatch. Hood is required, may be made of 
lightweight material. Hood scoops permitted. Any rear 
wing permitted.  
 
WINDSHIELD & WINDOWS 
OEM safety glass windows required & must be 
 functional.  
Optic Armor stock replacement Windshield and  
Rear Glass permitted per manufacturers recommended 
specs.  
 
POWER ADDERS & POWERTRAIN 
All Gen III Hemi engine type and multiple power adders 
are permitted. Any manual or automatic transmission 
is permitted. Any rear-end permitted. 
 
EXHAUST SYSTEM 
Any Exhaust exit location permitted. Exhaust system 
with mufflers required. On Turbo applications the Turbo 
acts as a muffler.  
 

CHASSIS & SUSPENSION 
CHASSIS/FRAME 
Stock-type chassis, permitted. Stock firewall & stock 
front frame rails must be in stock location and unmod-
ified. Starting at firewall rearward, floor and chassis may 
be replaced with aftermarket components. Full tube-
type chassis vehicles prohibited.  Vehicles must have a 
chassis that meets the guidelines set by SFI for their re-
spective speed and elapsed time.  A valid NHRA serial-
ized Chassis sticker is mandatory for any car running 
9.99 (6.39 = 1/8 mile) or quicker, or 135mph or faster at 
a NHRA member track.   
 
FRONT SUSPENSION: Stock-type front suspension or 
stock bolt-in-type replacement front suspension  
required. Tubular front suspension components  
permitted. Coil over shocks/struts are permitted.  
 
REAR SUSPENSION: 
Stock type chassis and stock type suspension is  
required. (i.e. vehicle required to run factory style sus-
pension as equipped by manufacture) Coil-over shocks 
and springs permitted for both front and rear suspen-
sion. Shocks and spring must remain in stock location. 
Standard bolt-on replacement suspension and chassis 
components are permitted. Wheelie bars prohibited. 
 
STREET EQUIPMENT 
In order to compete, all vehicles and/or drivers are  
required the following: 
1. Valid driver’s license 
2. Valid vehicle registration 
3. Valid license plate(s). Dealer/Temp plates prohibited. 
Paper license tag will be accepted on a new model year 
car with current registration paper work less than 60 
days old from current event date. 
4. Valid insurance “ID” card. Faxes and/or letters from  
insurance companies and/or brokers not acceptable. 
5. Valid state inspection sticker (if required by state  
vehicle is registered). 
6. D.O.T. Radials or D.O.T. Slicks on front and rear of  
vehicle. 
7. Hood is required, may be made of lightweight  
material. Hood scoops permitted. Hood/scoop may be 
liftoff, must cover the entire engine & induction system.  
8. Performance aftermarket or OEM style functioning 
Driver and Passenger seats required. 
 
During the tech-in process, vehicle must have opera-
tional street equipment, including headlights, taillights, 
brake lights, turn signals, and horn. 
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TIRES: FRONT & REAR 
DOT slick tires or DOT legal radials tires required for 
drive tires during the road tour AND the True Street 
competition and class run off. Racing slicks prohibited. 
Tire shaving is prohibited.  
 
WHEELS 
WHEELS: Spindle-mount front wheels prohibited. 
 
FINAL STANDINGS 
After all three (3) quarter mile passes are completed, 
each racer’s ET’s will be added together and divided by 
3. The average of these three passes will be computed. 
The outcome of the 3-run average will be posted after 
the final run on Saturday and the awards presentation 
will be held Saturday. On a qualifying run, if a contestant 
properly starts, stages, and receives the starter’s signal 
but breaks to the point the run is not completed, a  
time of 28 seconds is issued and it is considered a valid 
qualifying run. 
 
 
 
 
 
 

DRIVER 
The driver when in the vehicle, from the ready line until 
the vehicle is safely stopped on the return road, is  
required to have all safety restraint systems (including 
the helmet) on and be securely fastened in the vehicle 
at all times 
CREDENTIALS 
A Valid state or government issued driver’s license  
beyond a learner/s permit level mandatory for cars  
running 10.00 or slower.   
 
A Valid NHRA competition license is mandatory for cars 
running 9.99 or quicker, at an NHRA Member Track.  
NHRA/IHRA competition license mandatory at an IHRA 
Member Track. 
 
Note: It is ultimately the competitor’s responsibility to 
familiarize themselves with the NMCA class require-
ments as well as all NHRA safety requirements.  
The competitor agrees they bear the ultimate respon-
sibility when it comes to safety and how it complies 
with the NMRA and NHRA rule books. The competitor 
also agrees that no one else other than the competitor 
is in the best position to know about how their partic-
ular race car has been constructed and how to safely 
operate it.



Class Description 
True Street is a racing class for mildly modified to heavy 
modified high performance street vehicles that are 
street certified and able to drive over a 30-mile distance. 
All model years and engine types and power adders 
permitted. Class is designed for vehicles running a DOT 
tire only. . Vehicles must be registered, licensed, and in-
sured. There will be trophies and awards for not only 
the “King of True Street” (quickest average), and runner 
up but also for the following: Closest averaged ET that 
is not quicker than the following- 9.00, 10.00, 11.00, 
12.00, 13.00, 14.00, and 15.00. Each class winner must 
fall within its respective ET category; example 9 second 
winner average must be between 9.00 to 9.99, 10 sec-
ond winner average must be 10.00 to 10.99 and so on 
for each class winner, Etc. 
 
Qualifying Information, Ladder Type, & Tree 
All Run, NMCA True Street Format, Pro Tree, Heads-Up.  
Courtesy Stage. 
 
VEHICLE PERMITTED 
All types, makes, models, and years of vehicles permit-
ted. Rental Cars prohibited. Dragsters and roadsters 
prohibited. 
 
BODY RULES: 
OEM steel (fiberglass/composite if OEM equipped) 
body shell required. Aftermarket body kits are permit-
ted. Only permitted lightweight components are hood, 
front valance, rear valance, front and rear bumpers, and 
rear trunk lid/hatch. Hood is required, may be made of 
lightweight material. Hood scoops permitted. Any rear 
wing permitted.  
 
WINDSHIELD & WINDOWS 
OEM safety glass windows required & must be  
functional.  

Optic Armor stock replacement Windshield and Rear 
Glass permitted per manufacturers recommended 
specs.  
Trucks may use Lexan or there safety glass for rear win-
dow only when roll bar is installed. 
 
POWER ADDERS & POWERTRAIN 
All 4-cylinder, 6-cylinder, small block and big block en-
gine types and multiple power adders are permitted. 
Any manual or automatic transmission is permitted. 
Any rear end is permitted. 
 
EXHAUST SYSTEM 
Any Exhaust exit location permitted.  Exhaust system 
with mufflers required.  On Turbo applications the 
Turbo acts as a muffler.  
 
CHASSIS & SUSPENSION 
CHASSIS/FRAME:  
Stock-type chassis, permitted. Stock firewall & stock 
front frame rails must be in stock location and unmod-
ified. Starting at firewall rearward, floor and chassis may 
be replaced with aftermarket components. Full tube-
type chassis vehicles prohibited.  All vehicles must have 
a chassis that meets the guidelines set by SFI for their 
respective speed and elapsed time.   A valid NHRA se-
rialized Chassis sticker is mandatory for any car running 
9.99 (6.39 = 1/8 mile) or quicker, or 135mph or faster at 
a NHRA member track.   
 
FRONT SUSPENSION: Stock-type front suspension or 
stock bolt-in-type replacement front suspension re-
quired. Tubular front suspension components permit-
ted. Coil over shocks/struts are permitted. Bolt-in front 
suspension retrofit kits (ex. Heidt’s, Fatman, etc) are  
permitted.  Aftermarket replacement control arms are 
allowed. Aftermarket K-Members/Commercially avail-
able sub-Frames allowed. (Must have prior approval 
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carburetor adjustments, etc.) prohibited. Changing  
of tires prohibited.  No external charging of battery / 
batteries permitted. 
 
RACE FORMAT 
When called to “load up” in the staging lanes, all True 
Street competitors must report to their cars and pre-
pare to make three back-to-back quarter mile passes. 
All hoods and deck lids must remain secured, as they 
must remain closed until completion of all three passes. 
Vehicles with air-to-water intercoolers may not add ice 
to intercooler tank between back-to-back passes, even 
if intercooler tank is located in interior of vehicle. 
 
FINAL STANDINGS 
After all three quarter mile passes are completed, each 
racer’s ET’s will be added together and divided by 3. The 
average of these three passes will be computed. The 
outcome of the 3-run average will be posted Sunday 
morning, and the awards presentation will be held Sun-
day. On a qualifying run, if a contestant properly starts, 
stages, and receives the starter’s signal but breaks to 
the point the run is not completed, a time of 28 seconds 
is issued and it is considered a valid qualifying run. 
 
BACK-to BACK PASSES 
Tire pressure may be checked in the staging lanes, or 
between rounds, and may be lowered or raised any 
time during the back-to-back passes, as long as this 
function is performed by the driver only and cannot 
alter the run order or delay the competitor’s ability to 
move to the ready line when instructed. Vehicles are  
required to make three full passes in order to be in-
cluded in the final average ET tally. All vehicles must run 
three passes in the same order as the first pass, any at-
tempt to gain additional cool down time between 
rounds will result in disqualification. The only possible 
exception to this rule is the use of a parachute, if re-
quired by vehicle speed. One crewmember can be 
placed in the staging lanes to aid in the re-packing of a 
parachute; however, chute must be re-packed in a 
manner so as not to be disruptive to competition 
rounds. There will be a separate staging lane desig-
nated for any vehicle needing to re-pack parachutes. 
Any vehicle unable to start under its own power will be 
disqualified. Once all rounds have been completed, 
prize money and awards will be given based on the 

final average of all three quarter mile passes. During, 
and in between, the back to back passes, no changes 
may be made to vehicle other than lowering or raising 
air pressure in tires. Fresh nitrous bottles, fuel, and ice 
may not be installed/replenished. Nitrous bottle may 
be turned off and back on while in the staging lanes 
before and during the 3 back to back passes.  Vehicles 
with air-to-water intercoolers may not add ice to inter-
cooler tank between back-to-back passes, even if inter-
cooler tank is located in interior of vehicle. No laptops 
in vehicle permitted at any time once the first of the 
three back-to-back passes is initiated. Driver is the only 
person allowed to push vehicle in the staging lanes be-
tween runs.  During the Back-to-Back passes, Crew 
members are prohibited from assisting the car or driver 
in the staging/starting (which begins at the ready line) 
process in any manner. 
 
WEIGHT BREAKS 
There is no minimum weight. 
 
DRIVER 
The driver when in the vehicle, from the ready line until 
the vehicle is safely stopped on the return road, is re-
quired to have all safety restraint systems (including the 
helmet) on and be securely fastened in the vehicle at 
all times 
 
CREDENTIALS 
A Valid state or government issued driver’s license  
beyond a learner/s permit level mandatory for cars  
running 10.00 or slower.   
A Valid NHRA competition license is mandatory for cars 
running 9.99 or quicker, at an NHRA Member Track.  
NHRA/IHRA competition license mandatory at an IHRA 
Member Track. 
 
Note: It is ultimately the competitor’s responsibility  
to familiarize themselves with the NMCA class require-
ments as well as all NHRA safety requirements.  
The competitor agrees they bear the ultimate respon-
sibility when it comes to safety and how it complies 
with the NMCA and NHRA rule books. The competitor 
also agrees that no one else other than the competitor 
is in the best position to know about how their  
particular race car has been constructed and how to 
safely operate it.
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from tech) Strut towers must be in factory location with 
factory sheet metal attaching factory frame rail to top 
of strut tower, can be notched, windowed, or trimmed 
for header clearance but must maintain factory sheet-
metal attachment.  From the forward edge of shock 
tower, the stock frame rails can be modified. Stock 
frame rails must remain in place from firewall to forward  
leading edge , of shock / strut tower. 
 
REAR SUSPENSION:  
Stock type chassis and stock type suspension is  
required. . (i.e. vehicle required to run factory style  
suspension as equipped by manufacture) Coil-over 
shocks and springs permitted for both front and  
rear suspension. Shocks and spring may be re-located. 
Standard bolt-on replacement suspension and chassis 
components are permitted. Tubular bolt-in front  
K-members and A-arm kits are permitted. Ladder bars 
and/or aftermarket 4-links are permitted. Wheelie bars 
are prohibited. 
 
STREET EQUIPMENT 
In order to compete, all vehicles and/or drivers are  
required the following: 
1. Valid driver’s license 
2. Valid vehicle registration 
3. Valid license plate(s). Dealer/Temp plates prohibited. 
Paper license tag will be accepted on a new model year 
car with current registration paper work less than 60 
days old from current event date. 
4. Valid insurance “ID” card. Faxes and/or letters from  
insurance companies and/or brokers not acceptable. 
5. Valid state inspection sticker (if required by state  
vehicle is registered). 
6. D.O.T. Radials or D.O.T. Slicks on front and rear of  
vehicle. 
7. Hood is required, may be made of lightweight mate-
rial. Hood scoops permitted. Hood/scoop may be liftoff, 
must cover the entire engine & induction system. 
8.  
9. Performance aftermarket or OEM style functioning 
Driver and Passenger seats required. 
 
During the tech-in process, vehicle must have opera-
tional street equipment, including headlights, taillights, 
brake lights, turn signals, and horn. 
 
TIRES: FRONT & REAR 
DOT slick tires or DOT legal radials tires required for 
drive tires during the road tour AND the True Street 
competition and class run off. Racing slicks prohibited. 
Tire shaving is prohibited. Tire changing is prohibited 
during or after the road tour. 
 
 

WHEELS 
WHEELS: Spindle-mount front wheels prohibited. 
 
CRUISE 
There will be a 30 mile cruise using either a supervised 
cruise or a Rally Style (utilizing check points) cruise be-
fore True Street Eliminations.  Cruise is mandatory in the 
time allotted for competition. Any vehicle unable to 
complete the road tour under its own power, within the 
allotted time, will be disqualified from racing. Each 
competitor and crew will be on their own reconnais-
sance during the escort and cruise and bear the full re-
sponsibility of their actions as they would on city 
streets. Please be safe and follow all traffic laws during 
the cruise. 
 
Rally Cruise 
Competitors will have a set amount of time to complete 
a Rally style Cruise that will include a punched run card 
as they leave the facility, followed by designated check 
points where officials will punch or stamp the card for 
verification and a designated holding area upon return 
to the facility, before on track competition. 
 
Supervised Cruise 
An escort will supervise a 30 mile cruise in accordance 
with local laws and ordinances. Any vehicle that falls 
behind the trailing escort will be disqualified.   
 
SUPPORT VEHICLES 
Support vehicles (i.e., tow vehicles, crew, etc.) are  
permitted optionally on the road tour, but must trail  
behind the True Street participants, and the escort, at 
all times. All support vehicles are on their own recon-
naissance and must obey all applicable local safety  
and traffic laws. 
 
COOLDOWN PERIOD/RETURN PROCEDURES 
After the vehicles return from the road tour, they will 
return directly to the designated staging lanes for the 
cool-down period. They may not change tires. The cool-
down period will typically last between 15 and 45 min-
utes. During this cool down period only, entrants may: 
1. Adjust tire pressure (add or remove tire pressure),  
2. Install fresh nitrous bottles 
3. Install ice in their intercooler (only if located in trunk, 
rear hatch or rear seat area). 
Anything not listed above is prohibited. 
A strict CLOSED HOOD policy will be in effect until a 
competitor has completed his or her three back to back 
passes. No re-fueling allowed once car leaves on cruise. 
Engines must remain turned off during entire cool-
down period. External cooling of engine by any means 
(cold water, outdoor fans, etc.) prohibited. Any engine 
changes, repairs, or adjustments (changing rocker arms, 
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General Description 
The Muscle Car Series showcases all of the local bracket talent in their home setting. NMCA Bracket Competition 
will feature a Dial In for Dollars run off on Saturday and one day of eliminations on Sunday at most events.  Time 
Trials will be permitted each day for Bracket competitors. Class designations are required on vehicle clearly per 
local track rules. The tracks local bracket racing procedures and safety provisions will be in effect for all competitors 
unless notated. (See Class & Safety Requirements) On top of participating in one of the largest street legal events 
in the country, bracket racers can gain points for their local track bracket series. Bracket races vary from 1\4 mile to 
1\8 mile depending on the tracks weekly point’s series. For up to date information please check your local tracks 
web site and bracket information hot line. 
 
NMCA BRADENTON FL EVENT 
NON-Points race, 1/8 mile, All run, No et limit, no electronics, no cross talk, trans brakes permitted, slicks permitted.  
All other BMP and NHRA rules apply.  
Thursday – Early Park/Register/Tech and Test and Tune 
Friday – Time Trails  
Saturday – Time Trials & Dial in for Dollars  
Sunday – Time Trial and Bracket Race 
BRACKET PURSE 
WINNER                  $2000 
RUNNERUP           $500 
SEMIS                       $200 
QUARTERS             $75 
 
NMCA/NMRA ALL STAR EVENT – COMMERCE GA 
NMRA/NMCA SUPER BOWL EVENT – COLLINSVILLE IL  
NMRA/NMCA POWER FESTIVAL EVENT - MARTIN MI 
NON-Points race, 1/8 mile, All run, No et limit, no electronics, no cross talk, trans brakes permitted, slicks permitted.  
All other BMP and NHRA rules apply.  
Thursday – Early Park/Register/Tech and Test and Tune 
Friday – Time Trails  
Saturday – Time Trials & Dial in for Dollars  
Sunday – Time Trial and Bracket Race 
BRACKET PURSE 
WINNER                  $1500 
RUNNERUP           $500 
SEMIS                       $200 
QUARTERS             $75 
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B1) - Bracket I/SUPER PRO/TOP ET/Electronics - All Run 
Bracket I is designed for “Door Slammer” and “Open Wheel” type vehicles (dragster, roadsters, etc.).  
1. Data recorders:  Permitted.  Must be NHRA approved 
2. Delay boxes:  Permitted, one box/device only attached to trans-brake or clutch pedal and or line-loc, and or 
throttle timer only. Delay box may only display preset delay amount.  All direct wiring must be clearly identifiable 
to the tech inspector. Must be NHRA approved. 
3. Trans-brake: Permitted. 
4.  4-wheel line lock: Permitted. 
5. Automated shifter: Permitted. 
6. Throttle Control: Permitted. 
7. Ignition:  Stutter boxes prohibited. Starting line and or "high side" rev limiters permitted. Two-step rev limiters or 
any other rpm limiting devices, legal unto themselves but altered or installed to function as a down-track rpm  
controller, prohibited. 
8. Switches & buttons:  All switches and/or buttons must be standard mechanical connection type.  Infrared laser, 
retinal scan, fingerprint, light source or any other non-mechanical type switch and/or button prohibited. 
 
(B2) - Bracket II/PRO/MOD ET/NO Electronics - All Run 
Bracket II is designed for “Door Slammer” type vehicles ONLY 
1. Computer:  Prohibited unless stock vehicle by new car manufacture.  
2. Data recorders:  Prohibited. See general regulations  
3. Delay boxes:  Prohibited. 
4. Trans-brake:  Permitted. 
5. Automated shifter:  Permitted. 
6. Throttle control: Throttle must be manually operated by the driver’s foot.  Electronics, pneumatics, hydraulics or 
any other device may in no way affect the throttle operation.  Deadstop under carburetor or gas pedal are permit-
ted.  Throttle timers, staging controllers, counters prohibited. 
7. Ignition:  Stutter boxes prohibited.  Starting line and or "high side" rev limiters permitted.  Two-step rev limiters 
or any other rpm limiting devices, legal unto themselves but altered or installed to function as a down-track rpm 
controller, prohibited. 
8. Switches & buttons:  All switches and/or buttons must be standard mechanical connection type. Infrared laser, 
retinal scan, fingerprint, light source or any other non-mechanical type switch and/or button prohibited. 
9. Tow vehicles: Tow vehicles are prohibited. 
 
(B3) Bracket III/SPORTSMAN/STREET ET -  
Bracket III class is designed for Street type cars with D.O.T. tires and mufflers. 
1. Tires: All tires must be DOT approved street tire. Slicks prohibited 
2. Mufflers required (closed exhaust) 
3. Electronics: Prohibited 
4. Tow vehicles: Tow vehicles are prohibited. 
 
Dial In For Dollar Dollars or Run for the Money 
Racers participating in the bracket series will have an opportunity for an extra time trial by entering this event for 
the nominal fee that is paid in the staging lanes. The Dial In For Dollars will be a 80% pay back of all total paid 
entries. (i.e. If 100 racers participate with a $20 entry fee the total income would be $2000.  With a 80% payback 
the winner would receive $1600) Reaction time will be used as a tie breaker. 
*Dial-In For Dollars will be conducted only when ample time and conditions exist.
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NMCA ALL-AMERICAN NATIONALS EVENT - NORWALK OH 
NON-Points race, 1\4 Mile – True Street, Cobra Jet and Copo Shootout participants enter at no charge. Buy-ins  
permitted from all other participants on Sunday for $50   
-Sunday Bracket Open – 1 Time Trial and Eliminations, No Et Limits, No Electronics, No TRU Start, Trans Brakes  
Permitted, Slicks permitted, All other NHRA and Safety rules apply.  
Bracket Open Payouts  
Winner:                   $300  
Runner Up:            $150  
Semi:                        $50  
 
NMCA WORLD FINALS EVENT – INDIANAPOLIS IN 
NON-Points race   
Separate races Saturday and Sunday with payouts for both days. 
-Friday - Time Trial & Dial in for Dollars 
-Saturday - Time Trial and Bracket Race with 3 classes.  
-Sunday – Time Trial and Bracket Race with 3 classes. 
Bracket 1 (Top ET or Super Pro) – 1/8 mile, 4.30 – 7.75 ET Limits, Electronics, Cross-talk, All other Track and  
NHRA rules apply.  
Bracket 2 (Mod ET or Pro) – 1/8 mile, 5.40 – 8.99 ET Limits, Non Electronics, All other Track and NHRA Rules  
Apply. 
Bracket 3 (Sportsman) – 12.00 – 19.99 ET Limits, No Electronics, All other Track and NHRA Rules apply. 
Sunday Bracket 3 race will have no ET limits, so that True Street Competitors can compete in this bracket.  
 
RACKET RACING GENERAL RULES AND REGULATIONS 
Qualifying Information and Tree 
All Run, .500 Full Tree 
 
Credentials 
See General NHRA\IHRA and Track Regulations 
 
Class & Safety Requirements 
It is the participant’s responsibility to familiarize oneself with the class requirements as found in  
the NMCA rule book and the safety requirements as found in the NHRA\IHRA rule book. 
The participant agrees that the participant bear the ultimate responsibility at all times to ensure  
that safety of participant’s vehicle and to ensure that participant complies with all applicable NHRA & NMCA and 
Local Track rules. The participant agrees that that the participant is in the best position to know about the  
construction and operation of participant’s vehicle, equipment, and clothing and whether there has been  
compliance with all applicable NHRA\IHRA & NMCA rules. 
 
(BO) - Bracket Open - NO Electronics - All Run 
1. Computer:  Prohibited unless stock vehicle by new car manufacture.  
2. Data recorders:  Prohibited. See general regulations  
3. Delay boxes:  Prohibited. 
4. Trans-brake:  Permitted. 
5. Automated shifter:  Permitted. 
6. Throttle control:  Throttle must be manually operated by the driver’s foot.  Electronics, pneumatics, hydraulics  
or any other device may in no way affect the throttle operation.  Dead stop under carburetor or gas pedal are  
permitted.  Throttle timers, staging controllers, counters prohibited. 
7. Ignition: Stutter boxes prohibited.  Starting line and or "high side" rev limiters permitted.  Two-step rev limiters 
or any other rpm limiting devices, legal unto themselves but altered or installed to function as a down-track rpm 
controller, prohibited. 
8. Switches & buttons: All switches and/or buttons must be standard mechanical connection type. Infrared laser, 
retinal scan, fingerprint, light source or any other non-mechanical type switch and/or button prohibited. 
9. Tow vehicles: Tow vehicles are prohibited. 
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   25.1 SFI                         Full Body Chassis Spec, Pro Stock 1 Year Advanced E.T.                                                        3 Years 
   25.2                               SFI Full Body Chassis Spec, 3,200-Pound Maximum                                                              3 Years 
   25.3                               Full-Bodied Car, Tube Chassis Roll Cage  
                                          6.50-7.49, 3,600-Pound Maximum                                                                                           3 Years 
   25.4                               Full-Bodied Car, Tube Chassis Roll Cage 
                                          7.50-8.49, 3,600-Pound Maximum                                                                                           3 Years 
   25.5                               Full-Bodied Car, with OEM Frame 
                                          7.50-8.49, 3,600-Pound Maximum                                                                                           3 Years 
   27.1                               Window Net                                                                                                                                2 Years 
   28.1                               Fuel Cell: Pro Stock, Pro Modified, Advanced E.T. 
   29.1                               Automatic Transmission Flexplate                                                                                             3 Years 
   30.1                               Automatic Transmission Flexplate Shield                                                                                  5 Years 
   31.1/2010                     Full-Face Helmet - Exp. 1/1/2022 
   31.1/2015                     Full-Face Helmet - Exp. 1/1/2027 
   34.1                               Supercharger, Screw-Type                                                                                                         3 Years 
   38.1                               Head and Neck Restraint System                                                                                              5 Years 
   41.1/2010                     Open-Face Helmet - Exp. 1/1/2022 
   41.1/2015                     Open-Face Helmet - Exp. 1/1/2027 
   42.1                               Steering Wheel Hub 
   43.1                               Driveshaft 
   45.1                               Roll-Bar/Cage Padding 
   54.1                               Nonflammable, Thermal Barrier/Fire Extinguishing Coatings
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SFI SPECS
The Following is a list of all SFI Specifications applicable to NMRA/NMCA Racing series, with respective expiration 
periods. An item with an expiration period must be returned to the original manufacturer for inspection and  
recertification at the end of this period before it can be permitted for further use at an NMRA/NMCA event.  
Unless otherwise noted in this Rulebook, refer to SFIFoundation.com for the latest version of all non-chassis  
specifications. 
 
   SFI Spec                        Description                                                                                                                        Expiration Period 
   1.1                                 Single-Disc Clutch & Flywheel Assembly                                                                                 2 Years 
   1.2                                 Multi-Disc Clutch & Flywheel Assembly E.T. through Comp, PS                                            2 Years 
   1.3                                  Multi-Disc Clutch & Flywheel Assembly TAD, TAFC, TF and FC                                               1 Year 
   1.4                                 Multi-Disc Clutch & Flywheel Assembly TAD and TAFC                                                            1 Year 
   1.5                                 Multi-Disc Clutch Assembly (with Power Adders)                                                                    1 Year 
   3.2A/1                            Jacket (and Pants where applicable) 
   3.2A/5                            Jacket (and Pants where applicable) 
   3.2A/15                         Jacket and Pants or Suit                                                                                                            5 Years 
   3.2A/20                         Driver’s Suit                                                                                                                                5 Years 
   3.2A/25                         Driver’s Suit                                                                                                                                 5 Years 
   3.2A/30                         Driver’s Suit                                                                                                                                 5 Years 
   3.3                                  Neck Collar and Head Sock 
   3.3/1                              Gloves, Shoes 
   3.3/5                              Gloves, Shoes, Boots 
   3.3/10                            Helmet Skirt, Gloves 
   3.3/15                            Gloves, Boots 
   3.3/20                            Gloves, Boots 
   4.1                                 Automatic Transmission Shield, Rigid                                                                                      5 Years 
   4.1                                 Automatic Transmission Shield, Flexible                                                                                  2 Years 
   6.1                                 Flywheel Shield, Spec 1.1 & 1.2 
                                          (2-Disc Max, or 3-Disc, 8-Inch Diameter Max)                                                                        5 Years 
   6.2                                 Flywheel Shield, Spec 1.2, 1.3, 1.4 and 1.5 Clutch 
                                          (Check with Manufacturer; May Be Only 1 Year)                                                                      2 Years 
   6.3                                 Flywheel Shield, Spec 1.2, 1.3 and 1.4 Clutch 
                                          Check with Manufacturer; May Be Only 1 Year)                                                                       2 Years 
   7.1                                 Lower Engine Ballistic/Restraint Device                                                                                     1 Year 
   7.2                                 Lower Engine Ballistic/Restraint Device                                                                                          
                                          5 Years 
   10.1                               Altered & F/E Dragster Chassis Spec, TAFC                                                                               1 Year 
   10.2                               Altered Chassis Spec, 6.00 to 7.49                                                                                           3 Years 
                                          Adv. E.T., AA/A, BB/A, AA/AT, BB/AT, A/A, B/A                                                                          3 Years 
   10.3                               Altered Chassis Spec, 7.50 and Slower                                                                                    3 Years 
   10.4                               Side-Steer Roadster Chassis Spec, 9.99 and Quicker                                                              3 Years 
   14.1                               Supercharger Restraint (Roots)                                                                                                 2 Years 
   14.2                               Supercharger Restraint (Roots)                                                                                                2 Years 
   14.21                             Supercharger Restraint (Screw-Type)                                                                                      2 Years 
   14.3                               Supercharger Restraint (Top Fuel)                                                                                             2 Years 
   14.4                               Valve Cover Restraint                                                                                                                 2 Years 
   14.5                               Manifold Blankets                                                                                                                       2 Years 
   15.1                               Rear-Drive Wheels, TAD, TAFC, Pro Mod, PS 
   15.2                               Front Wheels 
   15.3                               Rear-Drive Wheels, TF and FC                                                                                                   2 Years 
   15.4                               Rear-Drive Wheels, TF and FC                                                                                                    1 Year 
   16.1                               2- or 3-Inch Driver Restraint System                                                                                         2 Year 
   16.5                               2- or 3-Inch Driver Restraint System                                                                                        2 Years 
   17.1                               Onboard Fire Extinguishing Systems                                                                                        2 Years 
   18.1                               Harmonic Balancer 
   23.1                               Manifold Burst Panel 




